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Abstract
Wireless communication systems require an efficient and broadband RF front-
end. RF Power Amplifiers (PA) are the most critical component in the RF front-
end and are considered the bottleneck in high efficient wideband transmitters. The
research starts with an investigation of high efficient operation modes based on
waveform engineering. The outcome of the research can be divided into two main
parts: The first concerns an analysis of high efficient modes of operation. The se-
cond part builds on first part looking at the PA’s efficiency-bandwidth perspective
to design a wide band high efficient PA.
The first part of the thesis, introduces a novel linear high efficient PA mode ter-
med Injection Power Amplifier (IPA) that exceeds drain efficiency of 90% without
relying on the nonlinearity of a PA at the compression region. This is achieved by
presenting appropriate negative harmonic impedances to a transistor to reduce the
dissipated power, thus, increasing the efficiency of conversion of DC to fundamen-
tal RF power. The theoretical analysis of this mode is presented and a validation
measurement has been carried out using an active load-pull system. The measu-
red results confirmed the theoretical predictions of achieving high efficiency in a
linear PA operation. Furthermore, a PA structure that is based on two parallel PAs
(main PA and auxiliary PA) has been proposed along with the practical circuit rea-
lization of the IPA mode. In addition, a PA prototype has been designed following
a methodology of nonlinear PA design based on waveform engineering. The PA
prototype has been characterized and built operating at 0.9 GHz with an output
power of 10 W showing a high linear efficient operation of 80% drain efficiency
at only 1 dB compression level.
The second part of this work aims to tackle today’s limitation of high efficient
wideband PAs beyond octave bandwidth. A conceptual system based on multi-
mode operation has been proposed to overcome the need for bandlimiting passive
harmonic termination. This novel approach is based on combining passive termi-
nation with active harmonic injection to get around the theoretical limitation of
one octave for high efficiency harmonically tuned power amplifiers. Furthermore,
a proof of concept PA prototype has been designed and built for a two octave
bandwidth (4:1 bandwidth) operating from 0.63-2.56 GHz and providing the ra-
ted output power of a 10 W GaN device with a PAE greater than 50% at only 1
dB compression point. This multi-mode approach shows a promising technique
for future wideband high efficiency wireless transmitters.
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Key Contributions
First Contribution: Study and analysis on a novel high efficiency
mode termed Injection Power Amplifier (IPA). This mode is
the focus of this thesis where the potential advantages of this
mode in narrowband and wideband has been investigated.
Second Contribution: Utilization of RF current and voltage wave-
forms extracted from load-pull measurement for the develop-
ment of the IPA mode.
Third Contribution: Design of a practical realization circuit for a
narrow band IPA mode. The theoretical RF IPA mode has been
compared to both the IPA mode validation measurement and
the IPA prototype.
Fourth Contribution: Extending the IPA mode concept to be utili-
zed in a multi-mode wide band PA design. A conceptual sys-
tems has been proposed based on a multi-mode PA approach.
Fifth Contribution: The proposed multi-mode wideband PA was
designed and a prototype has been built. The achieved wide
bandwidth and high efficiency operated at L band and the lo-
wer part of S band shows a promising technique for future wi-
deband wireless transmitters.
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1Chapter 1
Introduction
In the past two decades, wireless communication systems have evol-
ved dramatically and become a vital means of conducting daily life
activities in modern societies for socializing and also in various sec-
tors such as business, health and defence. In this thesis, research
work has been carried out to investigate new methods of enhancing
efficiency, bandwidth and output power of a Power Amplifier (PA).
PAs are considered the bottleneck in wireless communication sys-
tems since PA defines bandwidth, efficiency and output power of RF
transmitters.
This thesis begins with an introduction that sets the background
essential for all the following chapters of the thesis and starts by
introducing the research motivation in Section 1.1. Next, research
perspective (Section 1.2) will be presented. In Section 1.3, an over-
view of wireless communication systems requirements for future ge-
nerations are presented. Section 1.4 shows the effect of the RFPA
(RF Power Amplifier) performance on the overall performance of
RF transmitters in terms of energy efficiency. Next, a background
on PA design, figure of merits and PA structures to enhance PA per-
formance will be presented in Section 1.5. Finally in Section 1.6,
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we will provide an overview of the next chapters in this thesis.
1.1 Research Motivation
This research is aimed to investigate novel PA design concepts for
high efficient PAs. It also considers PA efficiency for future wireless
applications with high transmission bandwidth as well.
1.2 Research Perspective
In modern times, wireless communication systems are the backbone
of the modern world. According to recent estimates, the number of
wireless subscribers is increasing by millions yearly and revenues of
the market is hundreds of billions of dollars . For instance, in OECD
(Organization for Economic Co-operation and Development) coun-
tries1 the wireless broadband subscriptions have shown an annual
increase since the beginning of the 1990s as shown in Fig. 1.1 [1].
The wireless market accordingly benefits massively from the in-
creasing consumers demand for a wireless access point. Figure 1.2
shows that mobile networks has experienced annual growth more
than any other communication technology in the period 2005-09.
This clearly indicates that this is a mass-market industry [1].
These estimates highlight the importance of the industry and the
huge demands for wireless access from consumers. However, the ra-
1OECD is an organizations of 34 member countries span the globe and include many of the
world’s most advanced countries and also emerging countries.
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Figure 1.1: OECD total mobile subscribers [1].
Figure 1.2: Net access path growth of different communication technologies
between 2005-09 [1].
pid increase in the wireless global penetration are having severe ef-
fects on the environment. This is due to the the low energy efficiency
exhibited by wireless communication systems coupled with a huge
power consumption. This affects seriously the environment, for ins-
tance, an estimate of an equivalent of 11 tons of carbon dioxide is
produced yearly by a typical 3G site [2]. In addition, as the ex-
pected rapid growth of wireless communication systems derived by
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various applications and consumer demands continues, there is an
urgent need for a dramatic improvement in the efficiency of these
systems. Several projects have been initiated by the industry requi-
rement to address energy efficiency of wireless communication net-
works. An example is the UK mobile Virtual Centre of Excellence
(VCE) Green Radio project which is a major research program fun-
ded by industry and the Engineering and Physical Sciences Research
Council (EPSRC) in UK. [3]
1.3 Wireless Communication - Evolution and Chal-
lenges
Since the beginning of history, societies communicate in traditio-
nal ways such as face to face contact, a message that can be sent
physically or using very simple ways such as smoke signals over
a line-of-sight distance. As the science progressed, societies used
more developed means such as a telegraph which was invented by
Samuel Morse in 1838 and then by telephony. Later in 1887, Hertz
proved the existence of EM (electromagnetic) waves which had been
predicted by Maxwell in 1867. In 1895, Marconi had successfully
demonstrated the first wireless transmission across a distance of 18
miles from the Isle of Wight to a tugboat [4]. This new technology
had opened a new era and wireless communication was born.
Nowadays, wireless communication is the fastest growing sector
in communication systems driven by the consumer demands for wi-
reless applications such as mobile devices, smart phones, portable
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devices, internet access along with the required high data through-
put. The increasing demand for high data rate drives the mobile
technology to respond and offer improved services and standards.
For instance, the first mobile generation (1G cellular) introduced in
the early 80s was based on analog network operated at 900 MHz
band. The second mobile generation system (2G cellular) was based
on digital networks using TDMA, GSM TDMA, and CDMA modu-
lation schemes and introduced a decade later in the early 90s. This
2G system offered much improved services relative to their prede-
cessor 1G cellular systems. The 2G cellular system has evolved to
the 2.5G and 3G cellular systems operated in higher frequency bands
reaching up to 2.1 GHz. Nowadays 3G cellular systems are in opera-
tion around the world, offering more data throughput and enhanced
functionality [5]. The currently emerging LTE systems are designed
to offer even higher data throughput; this sets a requirement for broa-
der bandwidth and higher linearity coupled with demands for lower
cost and enhanced services.
This evolving wireless technology has serious effects on the energy
systems; a typical GSM and WCDMA base station consumes 800W
and 500W respectively [6] while a fully loaded 3G cell site consumes
on average 3 kW of power [2]. Another way of defining the consu-
med energy in a wireless link is by using the energy consumption per
information bit. For a typical cell size of radius 1000 m of a High-
Speed Downlink Packet Access (HSDPA), the required energy per
information bit is 8.2 Joules/bit [3]. A direct result of this increa-
sing energy consumption on the environment is the increase of the
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greenhouse gas emission, which was pointed out in the beginning of
this chapter. An estimated of 1% of the green house gases are the
product of the cellular networks. Furthermore, the highly inefficient
power consumption by wireless base stations translate directly into
high operating expenses. For instance, the wireless access part of
the cellular network contributes to most of the energy cost by 70%
of the total energy bill in many mobile operators [7]. Figure 1.3
shows an example of the energy consumption of a typical wireless
cellular network showing that most of the energy consumption is in
the base stations. [8]
Figure 1.3: Energy consumption in a typical wireless cellular network.
In addition, since there has been a rapid deployment of wireless
communication systems around the world in the past two decades,
the importance of improving the performance of these systems has
been a common understanding and a target for governments, indus-
try and other international unions. This realization of the huge po-
wer consumption has driven the push towards more efficient "green"
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communication systems. As a result, future wireless systems have
a challenge of not only offering all the advantages of LTE systems
such as the high data throughput demand but also to provide energy
efficient systems. [4]
1.4 RFPA - Key Component in RF Transmitters
The wireless access points are a major energy drain where most of
the energy is consumed by the RF front-end of the transmitters. For
instance, 80% of the energy demands of base station are consumed
by the radio part. The need for highly power efficient RF trans-
mitters requires a design of efficient RF PAs, since PA accounts for
more than 50% of the radio consumption power [9]. A detailed Pie
chart concerning power consumption of a typical base station is dis-
played in Fig. 1.4. [10]
Figure 1.4: Energy consumption in a typical base station.
In addition, the efficiency of RFPAs also affects the other criti-
cal aspects of the wireless communication systems such as battery
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cost, electrical power expenses, weight of power supplies and size
of cooling systems, which on the other hand have also a significant
impact on the environment. As a result, there is a large demand for
improving RFPAs which is the focus of this research.
1.5 Power Amplifier Design
PAs amplify signals by converting DC power into a significant amount
of RF power. PAs are categorized according to mode of operation,
implementation and architecture. For a particular application, PAs
are designed to specific requirements such as linearity, efficiency,
gain, bandwidth, output power or a combination of those require-
ments. This also determines the chosen design method. Linea-
rity and efficiency in modern wireless communication systems are
the most significant factors. Linearity concerns the signal integrity,
while the efficiency defines the energy consumption of the system.
The design of a highly linear and efficient PA is a challenge to
be met simultaneously. This can be explained by looking at the
input-output power characteristics of a PA as shown in Fig. 1.5.
In the linear region, the output power ideally consists of only the
fundamental frequency, the gain in the linear region is fixed (in this
example, the linear gain is 10 dB). The theoretical efficiency at Peak
Envelope Power (PEP) of class A and class B mode of operation is
50% and 78.5% respectively. However, if the power amplifier is al-
lowed to operate in compression region, the efficiency is improved
by generating more efficient current and voltage (I-V) waveforms at
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the cost of a degraded linearity.
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Figure 1.5: Linear and compression region of power amplifiers .
Usually, a trade-off between those two critical factors is consi-
dered in PA design. For instance, in constant envelope applications
there is a very useful trade-off between efficiency enhancement and
linearity. Applications using modulation techniques such as FSK
(Frequency Shift Keying) and BPSK (Binary Phase Shift Keying)
can tolerate significant amount of amplitude and phase distortion
[11] and here the linearity can be traded for efficiency and RF out-
put power. In those applications overdriven PAs are used to improve
efficiency. This improvement is achieved by driving the active de-
vice into the compression region and also by appropriate harmonic
terminations to attain high efficient current and voltage waveforms.
For example, a class F amplifier achieved high efficiency by trans-
forming the voltage waveform at the output of the active device from
a sine wave to a square wave. [12]
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On the other hand, for amplitude modulated applications such
as Quadrature Amplitude Modulation (QAM) applications as in 16-
QAM and 64-QAM, linearity is the critical aspect of the system.
Most of the efficiency enhancement techniques in these applications
are developed to improve efficiency at low power back-off levels as
in Doherty Amplifier, the Outphasing Amplifier, Envelop Elimina-
tion and Restoration technique, and Envelop Tracking.
Research on linearity derived by the tight specs of the commu-
nication standards have pushed the industry to more linear systems.
As a result, the high linearity specs are met while efficiency is still
less of a concern in modern communication systems. Currently, in
academia and industry there are an increasing concern about effi-
ciency and future systems are required to address both linearity and
efficiency simultaneously.
1.5.1 Linearity
Linearity is the most critical design requirement because non linear
transmitters cause distortion in the amplification process of the in-
put signal, hence data loss. The distorted signal is not only affecting
the integrity of the transmitted signal but also generates signals at
other frequency channels. These unwanted signals will be a poten-
tial source of distortion to the adjacent channels. Hence, there are
two practical issues of concern in the context of wireless commu-
nication: PA nonlinearity, and adjacent channel interference. PA
nonlinearity takes the form of amplitude distortion (AM-AM), and
phase distortion (AM-PM). While the adjacent channel interference
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comes in the form of unwanted signal generated in the out-of-band
channels. Hence, linearity standards are specified to minimize the
distortion generated by transmitters to a level where all channels can
operate effectively. [11, 13]
In constant envelope applications, a highly non-linear PA can be
used that operates in a saturation (compression) region to provide
high efficient operation. An example is Global System for Mo-
bile communication (GSM) where Gaussian Minimum Shift Keying
(GMSK) modulation is used. In these modulation schemes, the am-
plitude is fixed and thus, avoids zero crossing which is the main
cause of spectrum regrowth. As a result, a good linearity margin
in adjacent channels is offered in these modulation schemes. For
harmonics of the carrier, filtering processes can be used to eliminate
out-of-band signals [14], hence, linearity requirement is met with an
efficient use of the energy.
On the other hand, variable envelope modulation schemes can
eliminate out of band signals but can not usually eliminate the Inter-
modulation Distortion (IMD); hence, a high linear transmitter is an
essential requirement and usually PA is operated in back-off levels,
i.e. lower than the PEP to minimize these effects.
Wireless communication standards specify the maximum accep-
table power generated in these unwanted frequencies radiated by
non-linear transmitters. Thus, various measures are considered for
linearity characterization according to the application and the cha-
racteristics of the input signal.
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A variety of methods are used to measure linearity. The traditio-
nal linearity measure is Carrier to Intermodulation (C/I) ratio. This
is where a PA is driven by more than one carrier so the generated
output signal is composed of fundamental, harmonics, sum and dif-
ference of the input signals. The harmonics are filtered out and the
prime concern is the sum and difference of the input signal, called
intermodulation products. The C/I ratio is measured by comparing
the amplitude of the largest intermodulation product to the ampli-
tude of the carriers. Typically, a linear PA will have a C/I greater
than 30 dB. [15]
Most modern system’s linearity requirements are defined bymore
complex measurement techniques; this includes Adjacent Channel
Power Ratio (ACPR) and Error Vector Magnitude (EVM). ACPR
measures the level where the signal power spread into the adjacent
channels. ACPR is defined as the ratio of the power generated in a
specified band outside the desired signal operating bandwidth to the
power in the signal bandwidth. The minimum ACPR requirement
of the 3rd Generation Partnership Project (3GPP) specification for a
carrier spacing of 5 MHz is -35 dBc [16]. EVM is a measure for the
linearity of both the transmitter and especially the receiver. EVM is
defined as the ratio of the error vector magnitude (i.e., the magnitude
difference between the actual demodulated vector location and the
ideal vector location) to the magnitude of the ideal vector location.
For most mobile communication systems, EVM is in the range of
5% to 10% [13]. For example, the minimum EVM requirement for
a 16-QAM in the 3GPP specification is 12.5% [17] and is usually
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implemented in a range of less than 5%. [18]
Often for linear PA design, the PA is operated at back off levels
from the saturation condition to attain a satisfactory linear opera-
tion. In addition, there are a number of linearization techniques that
can be employed in the transmitters to improve the linearity such as
feedback, feed forward, and digital predistortion (DPD).
1.5.2 Efficiency
Efficiency is a critical factor, as mentioned earlier, in PA design.
There are different definitions for efficiency that is preferable for
different applications. Drain Efficiency () is concerned only by the
DC to RF fundamental power conversion and defined as:
 = Pout=Pdc (1.1)
Power Added Efficiency (PAE) adds gain information to provide
a suitable description of the PA performance. PAE is defined as the
ratio of the difference between output and input power to the DC
power, i.e.:
PAE = (Pout   Pin)=Pdc (1.2)
In addition, drain efficiency and PAE can be extended to include
any DC power consumed by any circuit or system in the amplifica-
tion process;
total = Pout=(Pdc + Pdc_system) (1.3)
Both equations provide an instantaneous drain efficiency at a spe-
cific drive (input power) level. This instantaneous efficiency defini-
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tion is suitable for constant amplitude signals where PAs are opera-
ted at PEP. However, for a time variable amplitude signal, average
efficiency provides an accurate measure. Average efficiency (AV G)
is defined as the ratio of the average RF output power to the average
DC power:
AV G = PoutAV G=PdcAV G (1.4)
Average efficiency calculation for a variable envelope signal re-
quires the consideration of signal statistics such as Probability Den-
sity Function (PDF) and Cumulative Distribution Function (CDF).
PDF measures the probability of specific magnitude of the envelope
to occur while CDF considers the likelihood that a given magnitude
would not be exceeded. For a multi-carrier signal, the PDF shows
a Rayleigh distribution with a typical Peak-to-Average Power Ratio
(PAPR) in the range of 6-13 dB which reduces significantly the ef-
ficiency. To put this in perspective, class A and class B have drain
efficiencies at a PEP of 50% and 78.5%, which for a PAPR of 10 dB
reduces to 5% and 28% respectively. [15]
In the past decades, however, many techniques for efficiency en-
hancement has been well researched and many old techniques, long
forgotten, have re-emerged and been looking at again derived by the
low average efficiency experienced by modern RF transmitters.
1.5.3 Basic PA Design Techniques
PAs amplify signals in different classic techniques such as class A,
B and C according to the biasing of the quiescent current. Class A
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operates in the active region of the transistor with a bias point mid-
way between pinch-off and saturation. While class B is biased at
pinch-off, and is only active for half the period of the input drive.
Class C is biased at less than the pinch-off, and is active for less
than half of the period. In Class B and Class C, the current wave-
form has a fundamental frequency and also harmonics of the funda-
mental frequency; those harmonics are shorted to prevent harmonics
power generation. In these classes, there is trade-off between output
power, drain efficiency and linearity.
The performance of PAs are usually analyzed as a function of a
conduction angle. The conduction angle is the portion of the input
signal cycle where the amplifier conducts. For example, a 360 input
signal conduction angle (i.e., Class A) indicates that the amplifier
conducts during the full cycle of the input signal. To show PA’s
efficiency performance as a function of the conduction angle, DC
and fundamental components of the Fourier serries2 of the current
waveforms are calculated [19] and plotted in Fig. 1.6.
At the full conduction angle (i.e., class A), both DC and fun-
damental amplitudes are equal, with drain efficiency of 50%. As
the conduction angle is reduced, the fundamental component of the
current waveform is slightly increased at class AB and then returns
back to the same amplitude level at half of the conduction angle (i.e.,
class B). As the conduction angle is reduced from the class B condi-
tion towards deep class C, the fundamental component decreases
2This analysis is for Imax= 1A and Vdc= 1V. An ideal conditions are assumed where the maxi-
mum RF voltage swing is 2Vdc with no knee effect. Maximum RF current reaches up to Imax and
all harmonics are shorted.
1.5 Power Amplifier Design 16
0.5
0.4
0.3
0.2
0.1
0.0
A
m
plotude (A)
36032028024020016012080400
Conduction Angle (Degree)
100
90
80
70
60
50
D
ra
in
 E
ffi
ci
ec
ny
 (%
) Fundamental
DC
Figure 1.6: Efficiency enhancement as a function of conduction angle.
and reaches zero when PA is in a no conduction condition (i.e.,
conduction angle = zero). On the other hand, the DC component is
reduced monotonically from class A towards class C. Accordingly,
drain efficiency increases as the conduction angle is reduced from
class A to class C.
1.5.4 Power Amplifier Architectures
In modern wireless communication, multi-carrier technologies are
used to transmit many channels simultaneously for an efficient use
of the primary resources, power and bandwidth. First, from a fre-
quency spectrum perspective, the bandwidth is a limited resource
which needs to be utilized efficiently. Second, from power efficiency
perspective, a multi-carrier technology can reduce significantly the
energy consumed by a PA, for example, in a 6-carrier technology
the maximum energy consumption of a PA can be reduced by 30 %
[9]; however, as multi-carrier technology evolved into utilizing more
complex modulation schemes, the resulting variable envelope has a
1.5 Power Amplifier Design 17
high PAPR. Various techniques and architectures exist that address
both efficiency and linearity for variable envelope signals. Some
of these techniques were developed decades ago and have still ge-
nerated a high research interest in the last decade such as Doherty
Amplifier.
Each of those PA structures enhancement techniques is based on
optimizing PA performance not only at PEP but also across a good
dynamic range. Thus, a PA is required to perform well at high power
region, and also at lower power region. High power amplifiers are
usually optimized at or near compression region. Hence, in the low
power region, they are far from the optimum case. That results in
operating PAs not utilizing the full potential of the available drain’s
current and voltage power supply, accordingly that reduces the RF
to DC conversion process.
Each of those PA structures improves PA performance by opti-
mizing the set that defines PA operation. This can be in a form of
presenting optimum loading, biasing control or combining two PAs
or more that are optimized at different power levels. This can be fur-
ther explained in the output power equation of a PA. Ideally, PAs are
current source devices where the output drain current is a function
of the gate biasing and input drive. The output voltage developed
across the output load is a function of the output current; the output
power thus can be written as [19]:
Pout = Vrms  Irms = Vfp
2
 Ifp
2
=
V 2f
2R
(1.5)
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where Vf is the magnitude of the fundamental voltage, If is the
magnitude of the fundamental current, and R is the output load.
Equation 1.5 shows that the instantaneous output power is defined as
function of the RF fundamental voltage and load presented to the PA.
The input drive and gate bias controls indirectly the output RF vol-
tage which can swing ideally up to 2Vdc. To convert DC to RF power
efficiently, the PA needs to utilize the full rail-to-rail voltage swing,
i.e., the magnitude of the output RF fundamental voltage reaches the
magnitude of the drain voltage supply. However, at back off power
levels the RF voltage swing is reduced and that translates directly to
a drop in the efficiency. This even gets worse in class A, where the
transistor constantly draws a fixed quiescent current, thus, a fixed
DC power is consumed regardless of the level of the input signal.
While in other classes as in Class B, the DC power consumption is
reduced as the driver level reduced.
Efficiency enhancement techniques, therefore, are required to maxi-
mize the RF fundamental voltage swing; this can be achieved by
different techniques. One approach is to use a parallel PAs struc-
ture where each PA is optimally loaded and activated according to
the drive level. The activation of these parallel PAs can be done by
using the gate bias, which is called gate switching technique. Ano-
ther approach is to utilise RF switches to activate different PAs at
different drive levels as in the stage-bypassing technique.
Another approach is by controlling dynamically the voltage drain
supply or the load. For instance, at a lower back off levels, where
the transistor does not fully utilize the DC power, the load can be
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increased to restore the RF voltage swing to its full potential. Ano-
ther method is to reduce the voltage drain bias proportionally, as
the drive signal decreases from the saturation condition, thus redu-
cing the DC excess power. Therefore, PA enhancement architecture
techniques can be categorized into three main categories: parallel
linear power amplification, supply modulation techniques and load
modulation techniques.
1.5.4.1 Parallel Linear Power Amplification by Using Sequential PA, Stage-
Bypassing and Gate Switching
To tackle the efficiency problem at power back off levels, the full
RF voltage swing is required to be maintained. This can be achieved
by using parallel transistors with different device peripheries such
as in a Sequential Power Amplifier (SPA), stage switching and gate
switching techniques. The output power can be directly coupled or
by using conventional power combiners.
SPA uses multiple devices where at lower back off levels the main
PA device is active until the saturation level is reached, then a pea-
king PA device with a larger device periphery starts operating at hi-
gher power levels and therefore maintains linear amplification with
an improved efficiency at the lower power levels. This technique is
more comparable to the Doherty PA where a peaking PA is inactive
at lower back off levels, however, in SPA there is no load modulation
occurring. In addition, the basic concept of SPA is not limited by a
bandwidth restriction; this makes SPA suitable for broadband appli-
cations. A main consideration in the SPA structure is the design of
1.5 Power Amplifier Design 20
the combination process of the output power of those devices. The
coupling ratio of the combiner is required to be designed in accor-
dance to the PDF of the signal to optimize the average efficiency.
[19, 20]
On the other hand, stage switching or stage-bypassing architec-
tures use RF switches at the input and output of the main device (the
larger device). At low power region, the main device is bypassed
by the switches and thus prevented from consuming DC energy and
only the low power device is active. At high power levels, the RF
path switches to the high power stage; thus, the DC power of the
large PA is used only when needed at the high power levels. Ho-
wever, the design needs to consider hysteresis effects and distortion
due to switching transients. [21, 22]
Another approach is to activate the larger device at only the hi-
gher power levels by controlling the gate bias and generally termed
the gate switching technique. The advantage is the absence of the
losses in switches; and also considered as a candidate for broadband
applications since there is no bandwidth restriction in this PA struc-
ture. However, due to the direct output coupling of the two devices,
the input and output impedances vary as the higher device activated.
[21, 23]
1.5.4.2 Load Modulation
Load modulation changes the instantaneous load impedance presen-
ted to a PA and thereby the instantaneous amplitude. In regard to ta-
ckling the low efficiency exhibited by a PA in the low power region,
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this technique improves drain efficiency at back offs by utilizing the
fact that the optimum loading varies for different output powers. Ba-
sically, to maintain the full rail-to-rail RF voltage at the low power
region, the impedance is increased to satisfy that condition. There-
fore, in principle maintaining the high drain efficiency at PEP across
the full dynamic range. The output power in this case is mainly a
function of the output current.
The basic and intuitive approach is based on electronic tunable
components such as pin-diode switches, Micro-Electro-Mechanical
Systems (MEMS) switches and MEMS capacitors. MEMS switches
have many advantages compared to pin-diode switches such as the
very low power consumption, very low insertion loss, high linearity,
high isolation and low cost. RF MEMS capacitive switches have
inherent drawbacks such as the required high actuation voltage and
low switching speed. In addition, the dielectric charging problems
and temperature sensitivity of the movable membrane in MEMS ca-
pacitive devices lead to major limitations such as the power handling
capability [24].
An example, which has been demonstrated at HF frequency is
using electronically tunable inductors and capacitors. The measured
average efficiency was doubled relative to class B for a Rayleigh-
envelope signal with a 10 dB PAPR [25]. Furthermore, varactor-
based tunable matching networks demonstrated at UHF frequency
of a high power (7W) PA showed a significant increase of absolute
10% at 10 dB back off [26]. This approach has the advantage of
being suitable for broad band application, however, it is still evol-
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ving to overcome challenges in microwave frequencies such as li-
nearity, reliability and tuning delay. [25, 27, 28]
Another approach uses the interaction between two PAs to acti-
vely perform load modulation. This is the case for the outphasing
technique and the Doherty PA. The outphasing technique proposed
by Chireix [29] in 1930s, often referred to as Linear Amplification
using Nonlinear Components (LINC), describes a transmitter struc-
ture rather than a conventional PA. It consists of two parallel tran-
sistors which are driven by a phased-modulated signal at a constant
amplitude. The output modulated amplitude is a vector sum of the
two constant amplitudes with a varying phase difference. The effec-
tive outcome of the structure is performing load modulation which
allows high efficiency at low power region. At PEP, the two car-
riers are in-phase and therefore achieving maximum theoretical effi-
ciency. At back off, the two carrier PAs are almost phase-canceled,
however, Chireix technique is able to perform well at this region due
to the load modulation that is taking place which effectively reduces
the DC power drawn form the supply. [30]
The most widely researched and implemented load modulation
technique for the last decade is Doherty PA. In contrast to Chireix,
it uses linear PAs and presents more of a PA function rather than a
transmitter architecture. In the classic Doherty PA, two PAs of equal
periphery size are coupled through an impedance-inverting network
(typically a quarter wave transformer), where the main PA is bia-
sed in class B and the auxiliary (peaking) PA ia biased at class C
[31]. The load presented to the main PA is actively loaded in the
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high power region by the interaction of the peaking PA to main-
tain a constant voltage swing. The main PA is active in the lower
power region with the peaking inactive and decoupled from the out-
put network by an inverting impedance network, as the drive level
increases, the output power reaches saturation where the RF drain
voltage equals the DC drain supply voltage. The impedance pre-
sented to the main PA is R Ohm, here drain efficiency is 78.5% at
6 dB from PEP. As the input drive increases, the peaking PA kicks
in and supplies current to the load, thus appearing as an increase in
the effective load impedance. By using a quarter wave transformer,
this increase in the impedance is transformed to a decrease in the
effective impedance presented to the main PA. Thus, as the input
signal increases, the effective impedance presented to the main PA
is reduced to maintain a constant full RF voltage swing. At PEP,
both PAs see half of the load impedance presented at 6-dB back-off
(i.e., R/2 Ohm) and contribute to the final output power with effi-
ciency equals to class B (78.5%). Doherty PA is often designed to
a specific dynamic range where the signal statistics of a specific ap-
plication are used to design for a specific back-off level. Doherty
PA suffers from the bandwidth restriction of typically 10%; this is
due to the quarter wavelength transformer used in the output net-
work and the requirement of an accurate phase matching between
the two paths [13, 19, 21]. The concept of Doherty PA might be
looked at as a parallel linear amplification as in gate-switching or as
a stage-bypassing technique but the essential difference lies in the
active load modulation within the PA structure.
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1.5.4.3 Supply Modulation
Supply modulation controls the DC bias according to the drive le-
vel and consequently to the required output power. The control si-
gnal for the DC bias is generated by detecting the envelope of the
input signal and then input into a step up DC-to-DC conversion pro-
cess. Although this increases the system complexity and cost, it
facilitates a significant improvement in drain efficiency at back-off
provided that an efficient DC-to-DC conversion is maintained. This
technique can be seen in Envelope Tracking (ET) and Envelope Eli-
mination and Restoration (EER) architectures, in which the voltage
drain bias is varied and also in adaptive bias technique when the gate
bias is adapted. The advantages in these techniques are that they are
suitable for broadband applications since there is no bandwidth res-
triction, which is a severe limitation for other techniques using load
modulation, such as Doherty PAs.
EER systems proposed originally by Kahn [32] as an efficiency
enhancement technique for Single-Sideband (SSB) transmitters. The
technique basically splits the carrier and the envelope amplitude and
feeds the phased-modulated carrier into a non-linear PA (such as
class C, D, E, F) to be amplified efficiently to the desired level. The
amplitude envelope is detected, amplified to remodulate the phased-
modulated carrier by controlling the drain voltage supply, thus res-
toring the envelope amplitude into the output RF signal. EER trans-
mitters are generally linear since the RFPA amplifies a constant car-
rier amplitude signal and therefore linearity in EER depends stron-
gly on the modulator. The critical two factors that affect linearity are
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the envelope bandwidth and the accurate alignment of the envelope
and phase modulation. [21]
In ET, the drain voltage supply of a conventional linear PA is
modulated directly by the level of the input drive. The envelope de-
tector will reduce the unnecessary excess DC power and accordingly
increases the efficiency. In principle, the efficiency enhancement can
be maintained across all output power levels. One main advantage
of the ET is that the output RF signal does not rely on the accuracy
of the envelope detector and thus the requirement for the envelope
detector is much simpler than other techniques such as EER. The
ET technique as in EER, is based only on supply modulation and
both are decoupled from RF matching; thus, there is no complexity
in the design of the RF load at different drive levels. In addition, for
more a simpler approach, a DC supply with switches can be used
to output different voltage levels. The primary concern in such de-
sign is mainely linearity issues caused by the unwanted modulation
from the supply voltage [19, 21, 33]. Current research on ET has
reported good efficiency and linearity enhancement results, making
it suitable for mobile handsets and transmitters of 3G and 4G mobile
communication systems. [34, 35, 36, 37]
Another approach in supply modulation techniques is concerned
with enhancing class A efficiency in the backoff region. Ideal DC
drain bias current in class A is fixed at half of the maximum drain
current and that is the main reason for the low efficiency exhibited
in class A mode. In this technique, the DC bias current is forced to
be proportional to the drive level and thus reduced at lower back-off
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levels. Hence, efficiency is improved at back-off by adapting the
gate bias rather than controlling the drain supply as in ET, hence,
called the adaptive bias technique. The main advantage is that this
technique is suitable for a linear PA that is operated well below the
PEP. However, the designer should take care to design a fixed gain
across the dynamic range. [13, 38]
1.6 Research Objective & Thesis Structure
This thesis seeks to address the design and development of high ef-
ficient RFPAs whilst broadening the operating bandwidth which is
required for wide band applications. Therefore, the first objective
is to investigate high efficient modes looking from a waveform en-
gineering perspective. The second objective is an investigation for
high efficiency broad band operation.
The structure of the thesis is written where each part starts with
a background to cover the relevant literature. The thesis has been
divided into two main parts, the first presents a novel concept for
high efficiency PA design termed Injection Power Amplifier (IPA).
The theoretical analysis of the new mode is first presented, followed
by a validation measurement and PA demonstrator. The second part
presents an investigation to extend the IPA concept to broadening
the operating bandwidth of a complete functioning PA.
Chapter 2 begins the first main part of this thesis and starts with
a literature review on classic PA modes looking in detail at PA be-
havior from a current and voltage waveform perspective. Next, the
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proposed novel PA mode will be presented along with supporting
theoretical analysis.
Chapter 3 draws on chapter two and examines the theoretical
part by using a validation measurements. A brief overview on the
active load-pull system used in the validation measurement will be
presented. Next, the validation measurement will be compared to
the theoretical part and followed by a discussion.
Chapter 4 describes the design, synthesis, characterization, and
evaluation of a PA demonstrator for the proposed concept. Starting
with a quick background on PA design techniques for small signal,
large signal technique and PA design based on waveform enginee-
ring. Next, PA demonstrator design will be presented along with the
measurement results. This will conclude the first main part of this
thesis for IPA theory, validation and prototype.
Chapter 5 begins the second main part and starts with an over-
view of today’s high efficiency wideband RFPA design. Then it
looks at extending the IPA concept to wideband design. Next, a no-
vel multi-mode approach that combines passive networks and active
injection is presented.
Chapter 6 will focus on the design and realization of the wide
band PA demonstrator. It starts by showing a strategy for a circuit
design to realize a double-octave bandwidth. Next, the proposed
multi-mode is designed and the PA prototype is built and measured.
Finally, Chapter 7 draws conclusions and summerises the thesis.
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In addition, future work and suggested extensions to this research
are also presented.
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Chapter 2
High Efficiency Power Amplifier
Design
2.1 Introduction
Power amplifiers can be generally categorized into two groups: cur-
rent mode where the transistor behaves as a current source, and swit-
ched mode where the transistor operates as a switch. PAs that ope-
rate as switches are highly efficient and suitable for many applica-
tions. However, for applications that require linear amplitude am-
plification, PAs are operated as a current source. There are various
RF Power amplifier classes in each mode of operation and each has
its own advantages and disadvantages. According to the applica-
tion and specific system needs, PAs can be designed to satisfy the
application requirements.
In this chapter, first we will look at the essential parameters that
describe PA performance. Next, we will present a vital theory in
power amplifier design known as load line theory. Then, PA classes
operated as a controlled-current-source will be presented looking in
detail at the performance of each class. After that, we will discuss
other possibilities of reaching other modes of operation by using wa-
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veform engineering. Next, a novel theory will be introduced presen-
ting a new mode of operation termed active harmonic load injection.
Finally, we will summarize this chapter.
2.2 RF Power Amplifiers: Essential Performance Pa-
rameters
Power amplifier performance is defined using several parameters,
some of the key design parameters are: output power, gain, linea-
rity, efficiency, bandwidth, Power Utilization Factor (PUF). Other
parameters are also important such as: return loss, stability, isola-
tions, DC bias voltage and current, robustness, cost, reliability, size,
weight, etc.
RFOutput Power (Pout) is the RF output power converted from
the supplied DC power.
Gain is a ratio of the output RF power relative to the input RF
power and defined as:
Gain = Pout=P in (2.1)
Linearity, as previously indicated in Section 1.5.1, describes the
integrity of the transmitted signal.
Efficiency as been also presented in Section 1.5.2, it shows how
efficient the DC to RF output power conversion is. There are dif-
ferent efficiency equations such as Drain Efficiency in Eq.1.1 and
PAE in Eq.1.2.
2.2 RF Power Amplifiers: Essential Performance Parameters 31
Another drain efficiency definition that will be used in this thesis,
considers the DC power from the main PA and also any DC power
from auxiliary PAs termed here as Total Drain Efficiency (TDE):
 TDE = Pout=(Pdc_main + Pdc_aux) (2.2)
Bandwidth (BW) is the operating bandwidth of the transistor. It
is also called instantaneous BW if it describes the BW without any
tuning. If there is any type of tuning it is termed tunable BW. Also,
there are other definitions often used such as percentage BW and
octave BW defined [39] as:
BW = FH   FL (2.3)
Percentage BW =
FH   FL
FC
(2.4)
Octave BW =
logFHFL
log 2
(2.5)
where FL is the lowest frequency, FH is the highest frequency and
FC is the centre frequency.
Power Utilization Factor (PUF) is the ratio of the output power
delivered in a specific mode to the power that would be delivered if
operated in class A mode [19] as shown in Eq. 2.6. Hence, PUF is
a parameter that can be used to compare different PA classes accor-
ding to the maximum output power that can be delivered from that
mode of operation.
PUF = 10 log(
Pout
Pclass A
) (2.6)
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2.3 Real PAs: Main Constrains and Loss Mecha-
nisms
The major limitations of practical real PAs is on-state resistance, pa-
rasitic output capacitance, voltage breakdown, and implementation
losses. Those unavoidable losses affects the performance of PA in
terms of output power, maximum operating frequency, gain, etc.
Ron is the on-state resistance that appears across the transistor.
The voltage developed across it due to this resistance is usually a
fraction of the DC voltage supply. However, the power dissipated
across this small resistance accounts for part of the loss in a practical
PA. This effect is termed knee effect which reduces the maximum
allowable voltage swing and that translates directly to unavoidable
degradation in drain efficiency typically by 10%.
Cds is the most significant output parasitic capacitance. This
shunt capacitance changes the RF load line trajectory where the RF
voltage does not follow the RF current with a 180 phase shift. Thus,
some of the output power will be reduced according to this delay
caused by the shunt capacitor, hence an additional inductive circuit
is required to compensate this capacitive effect. However, this pa-
rasitic effect is frequency dependent for a fixed value which creates
more of a challenge in the broadband design. Since the output mat-
ching network needs not only to transform the output load to the
required optimum load, presented to the transistor at the current ge-
nerator plane for a single frequency, but also should take account
of the frequency dependency of the device’s output impedance cau-
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sed by the drain-to-source capacitance. Moreover, there are other
parasitics but are much less significant and that includes bondwire
inductance and the package parasitic. [19]
Voltage Breakdown is the maximum allowable voltage that a PA
can stand without damage. The required breakdown voltage takes
into account the operational requirement for robustness in a substan-
tial mismatched condition. This also extends to include the package
dielectric breakdown for the device (PA). [5]
Implementation Losses are unavoidable losses of a PA imple-
mentation for a specific structure or topology including transmission
lines losses.
2.4 Load Line Theory
For maximum power transfer, it is known that the load impedance
should be a conjugately matched to the source impedance. However,
with the voltage knee effect present, the optimum impedance for real
PAs is different and can be explained by load line theory. Load line
theory [19] is based on simplified linear analysis which accounts for
the knee effect. The output power, efficiency and gain for different
modes of operation can be examined and analyzed. In addition, any
parasitic effect can also be considered and can be compensated for
in the output matching network.
Fig. 2.1 shows a class B dynamic RF load line trajectory for low
impedance (RL), high impedance (RH) and optimum impedance
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(Ropt). For a power match, the (Ropt) equation is:
Ropt = (Vdc   Vknee)  2
Imax
=
2(Vdc   Vknee)
Imax
: (2.7)
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Vknee Vdc
Imax
O
ut
pu
t C
ur
re
nt
 (A
)
Output Voltage (V) 2Vdc
Figure 2.1: Load line trajectories for different load conditions.
For maximum power transfer, as can be seen in the Ropt condition
in Fig. 2.1, the current swings from zero to Imax. While the voltage
swings from Vknee to (2Vdc   Vknee). On the other hand, the other
load conditions will limit the output power, and that can be seen in
both the RH and RL conditions. In the RL condition, the voltage’s
swing is decreased which accordingly minimizes the output power
and reduces efficiency. For the high load conditionRH , the voltage’s
swing is slightly increased relative to Vdc and that translates to a
higher drain efficiency, however, the output power is reduced due to
the significant reduction in the current swing.
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2.5 Power Amplifiers Classes
Power amplifiers can be classified into two main groups termed as
current mode operation and switched mode operation [19, 40]. In
current mode operation, a PA is operated as a controlled-current-
source. While in switched mode operation, the PA is operated in
saturation; thus, the amplifier behaves herein as a switch.
2.5.1 Current Mode Operation
PA operated in current mode operation is as class A, AB, B, C and
F1. There are basic assumptions in this mode [5]:
 The input signal drive is a pure sinusoidal signal
 The PA is an ideal controlled-current-source, i.e., the output
signal linearly follows the input drive.
 The RF current is allowed to swing between zero and satura-
tion, however, not allowed to saturate.
 the RF voltage is allowed to swing between zero and 2Vdc
The portion that the RF cycle operates in the active region is defi-
ned as the conduction angle and PAs accordingly classified based on
the conduction angle as class A, AB, B and C. A simplified single-
ended topology circuit is considered for the analysis of these classes
as shown in Fig. 2.2.
Ideal assumptions have been considered for the analysis [41]:
1Class F with the first two odd harmonics: fundamental and third harmonic
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Figure 2.2: Simplified single-ended PA circuit.
 RF choke is ideal with no series resistance and its reactance at
the operating frequency is infinite.
 RF choke allows DC current which is determined by the bias
circuit.
 Cblock is a DC block capacitor and a short for AC signal.
2.5.1.1 Class A
The transistor in class A is biased midway between the saturation
and conduction pinch-off. Class A operates in the active region for
the full input cycle, i.e., a 360 conduction angle. The output wave-
form is a replica of the input waveform with a fixed gain and phase.
[5]
The output current and voltage waveforms can be written as:
i () = Idc + I1 sin  (2.8)
v () = Vdc   V1 sin  (2.9)
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where phase  = !t, ! is the angular frequency and t is the unit
time, Idc = Imax2 is the dc drain bias current, I1 =
Imax
2 is the funda-
mental component of the current waveform, Vdc is the drain DC bias
voltage, and V1 = Vdc is the fundamental component of the voltage
waveform. The current and voltage waveforms are plotted in Fig.
2.3.
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Figure 2.3: Class A current (dashed line) and voltage (solid line) waveforms.
The output power, DC power, drain efficiency and PUF are:
Pout = 0:5 V1 I1 = 0:5 Vdc Idc (2.10)
Pdc = Vdc Idc (2.11)
 =
Pout
Pdc
= 50 % (2.12)
PUF = 0 dB (2.13)
Class A has many advantages, above all it is inherently linear
since no harmonics exists in the voltage and current signals. It has
the highest gain since both positive and negative excursions drive the
output power. In addition, it is a broadband class and that is due to
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the absence of a highly reflective harmonic terminations. The only
limiting factor is the fmax of the transistor. However, drain efficiency
at PEP is only 50% and that is the major drawback of this class. At
lower back-off, drain efficiency is significantly affected compared to
other classes and that is due to the fixed DC drain current. Therefore,
class A is typically used in low power, high linearity, high gain and
broadband applications.
2.5.1.2 Class B
Class B is biased at pinch-off and conducts for only half of the input
cycle i.e., conduction angle of 180. The quiescent drain current is
ideally zero. Class B can be used in a single ended or in push-pull
topologies. The current waveform is a half sinusoidal signal and the
voltage waveform is a purely sinusoidal signal. This requires the
output network to short all even harmonics. The current and voltage
waveforms are:
i () = Imax
241

+
sin 
2
+
1X
n=2;4;::
 2
 [n2   1] cos (n)
35 (2.14)
v () = Vdc   V1 sin  : (2.15)
Current and voltage waveforms are shown in Fig. 2.4.
The performance of class B at PEP is:
Pout = 0:5 V1 I1 = 0:5 Vdc
Imax
2
(2.16)
Pdc = Vdc
Imax

(2.17)
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Figure 2.4: Class B current (dashed line) and voltage (solid line) waveforms.
 =
Pout
Pdc
= 78:5 % (2.18)
PUF = 0 dB (2.19)
The drain efficiency is 78.5% at PEP. The DC drain current is
proportional to the output RF power, hence, at low level signals the
drain efficiency is significantly larger than that of class A. For ins-
tance, the average drain efficiency for a 10 dB PAPR is 5% and 28%
for class A and class B respectively. The PUF is 0 dB, i.e., it pro-
vides the same power as class A.
Class B is considered to provide linear amplification since the
amplitude of the drain current increases proportionally with a fixed
half sinusoid signal to the amplitude of the input driver [15]. As bia-
sing the transistor at pinch off provide higher efficiency than class A,
however, the gain is reduce by 3 dB relative to class A. In class B,
the amplitude driver needs to be twice that of class A so that the
amplitude of the drain current can reach Imax of the transistor.
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Class B, as a single-ended topology, is required to terminate even
harmonics into a short circuit and that minimize the operating band-
width. A push-pull configuration is more complex, requires extra
bias circuitry and uses lossy transformers but it offers broadband
operation since even harmonics are canceled in this topology.
2.5.1.3 Class C
Classical class C is biased in a portion less than the half of the RF
cycle, i.e., less than 180 but greater than 130. Moving from class B
to class C, the drain efficiency increases while linearity and gain are
degraded. As the conduction angle decrease towards 0, drain effi-
cacy increases towards 100% while the output power decreases to-
wards zero. Typically class C conduction angle is 150 with an ideal
efficiency of 85% for a compromise trade off between linearity, gain,
output power and efficiency [42]. The output network is designed to
pass the fundamental current and short all drain current harmonics
to the ground so that the developed drain-source voltage is free of
harmonics. Typical current and voltage waveforms of class C are
shown in Fig. 2.5.
2.5.1.4 Class F
Class F is evolved from class B where the voltage waveform is trans-
formed into a square waveform [12, 43, 44, 45]. First introduced in
the 1950s [46]; it is generally termed class F when only the third
harmonic open termination is considered to maximally flatten the
voltage waveform (Fig. 2.6) with drain efficiency 90.7% [19, 42].
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Figure 2.5: Class C current (dashed line) and voltage (solid line) waveforms.
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Figure 2.6: Class F current (dashed line) and voltage (solid line) waveforms.
Class F in principle is operated in a current mode operation [42], ho-
wever, the generation mechanism of the clipped voltage waveform
is not considered in the ideal class F operation. In practice, a por-
tion of the RF cycle is driven into saturation to generate the required
voltage waveform [19, 42, 43, 47]. The voltage waveform can be
written as:
v() = Vdc   V1 sin()  V3 sin(3) (2.20)
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where V3=V1 = 1=6 provides the maximum fundamental amplitude
swing. The resulting drain efficiency is 90.7% and PUF is 0.6 dB.
2.5.1.5 Class J
Class J is a derivative of class B providing the same output power
and drain efficiency. The optimum fundamental and second harmo-
nic impedances are:
Zf0 = RL + jRL (2.21)
Z2f0 = 0  j
3
8
RL: (2.22)
The second harmonic load is capacitively terminated, while the fun-
damental load is required to provide a high reactive component (Fig.
2.7) to provide class B output power and drain efficiency.
Figure 2.7: Schematic of class J.
This inductive fundamental load is the main difference between
class B and class J [19, 48]. The main advantage of class J is that it
2.5 Power Amplifiers Classes 43
1.0
0.8
0.6
0.4
0.2
0.0
Cu
rr
en
t (
A)
350300250200150100500
Phase (Degree)
1.4
1.2
1.0
0.8
0.6
0.4
0.2
Voltage (V)
Figure 2.8: Class J current (dashed line) and voltage (solid line) waveforms.
requires a simple matching network, the second harmonic load ter-
mination can utilize the drain-to-source capacitance, with a simple
inductive fundamental matching. Fig. 2.8 shows the current and vol-
tage waveforms; one main drawback of class J is that it has a high
even harmonic peaking in the voltage waveform.
2.5.2 Switched Mode Operation
Transistors in this mode are operated in saturation where the out-
put network determines the voltage and current waveforms rather
than the input drive. Switching mode amplifiers such as class D and
class E amplifiers utilize the active device as a switch where either a
voltage exists across the transistor or current exists passing through
transistors’s channel. As a result, since no overlap exists between
current and voltage, and only the fundamental power reaches the
load, the maximum efficiency reaches 100%. The ideal switching
operation assumes zero on-resistance, infinite off-resistance and a
zero switching time [13]. However, at microwave frequencies RF
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power transistors cannot behave as a switch because the switching
speed is slow. As a result, ideal class D operation is limited to lo-
wer frequency ranges. However, there are derivatives of the class E
amplifier in which the slow switching can be allowed and used ef-
fectively at low microwave frequencies. [19]
2.6 Breaking 100% Barrier
The current waveform of class B is a half wave rectified sinusoidal
signal which has a fundamental amplitude equal to half of the satura-
tion current (i.e., Imax=2) while the DC component is only Imax=.
The key feature of the half rectified sinusoid is that over the same
maximum current swing it provides for the same fundamental signal
as the sinusoidal waveform but importantly it has a reduced (2=)
DC component, hence providing for an increase of (=2) in drain
efficiency. In addition, a short circuit at all higher harmonics is used
to shape the voltage waveform to a simple sinusoid and therefore
providing a maximum theoretical drain efficiency of 78.5%.
Considering class B current waveform with a half rectified sinu-
soidal voltage waveform would provide drain efficiency of 2=8 =
123%. However, the impedances required to generate those wave-
forms are negative at even harmonics and that means energy absorb-
tion which needs to be considered in the drain efficiency equation
and that obviously will affect the total drain efficiency of the sys-
tem. [19]
This leads to analysis and investigation on realizable waveforms
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using waveform engineering. Basically the analysis starts from in-
vestigation of finding high efficient waveforms and then looking
back on how those waveforms could be realized with passive net-
works. An investigation on these types of waveforms is in [19]
where the analysis focused on the addition of a second harmonic
voltage component and concludes that these kind of waveforms are
unrealizable in practical PA design. The analysis shows that to ob-
tain such a waveform, the phase of the second harmonic current
component should be in quadrature phase with the second harmonic
voltage. A simple 45 phase shift between the fundamental current
and voltage waveforms will achieve this condition, however, with a
reduction in the output fundamental power and a power absorbtion
at other even harmonic which is still theoretically unrealizable by
passive networks.
2.7 OptimumEfficiency for Different Combinations
of Harmonics
The aim is to obtain an optimum waveform that will improve drain
efficiency by considering the following design options:
 To reduce the overlap between the voltage and current wave-
forms by deliberately enforcing those waveforms to have a fas-
ter switching time and as a result the overlap between wave-
forms will be minimum and power dissipated across the tran-
sistor will be reduced.
 To flatten the bottom of the voltage waveform and consequently
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reducing power loss during on-state.
Snider [43] pioneered the work in the investigation of the effect
of harmonic terminations and much research on harmonic termina-
tion strategies has been proposed in literature. Other authors have
performed analysis on flattening the bottom of the voltage wave-
form [12, 19, 49]. Raab [45] came up with performance parameters
to calculate the maximum efficiency and worked out waveform co-
efficients for odd and even harmonics.
Those performance parameters (V and I) relate the dc com-
ponent (VDD and Idc) of the drain voltage and current to the ampli-
tude of the fundamental frequency component (V1 and I1 ) as fol-
lows:
V1 = V 1VDD (2.23)
I1 = I1Idc: (2.24)
Assuming a resistive load impedance at the fundamental frequency
and an ideal FET (no on-state resistance, no distortion of the wave-
form). The dc power, output RF power and efficiency are:
Po =
V 21
2R
=
2V 1V
2
DD
2R
(2.25)
Idc =
I1
I1
=
V1
I1R
=
V 1VDD
I1R
(2.26)
 =
Po
Pdc
=
V 1I1
2
: (2.27)
The waveform harmonic coefficients are calculated for maximum
efficiency by adjusting the amplitude of harmonics to obtain a flat
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waveform at the bottom of the voltage waveform. From [45] the se-
cond harmonic waveform coefficients for maximum efficiency are:
V 1 = 1:4142; V 2 = 0:354, where V 1 = V1VDD and V 2 =
V2
V1
.
2.7.1 Performance Parameters
Now starting with a class B biasing condition and applying either
odd or even waveform coefficients on the voltage waveformwe have:
1. Odd harmonics case: provide square voltage waveforms and
that is class F (considering first two odd harmonics) and class D
(with infinite odd harmonic termination).
2. Even harmonics case: waveform peaking would create a half
rectified voltage waveform.
Drain efficiency of odd and even harmonic peaking are shown in
Fig. 2.9.
Figure 2.9: Efficiency for even and odd harmonic peaking.
As can be seen from Fig. 2.9 that odd harmonic peaking would
provide class F and class D drain efficiencies. On the other hand,
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even harmonic peaking could achieve a very high efficiency of 2=8
= 123% when all even harmonics are properly terminated as dis-
cussed in Sec. 2.6. However, this drain efficiency shows that some
power is not included in these equations which indicate that even
harmonic peaking cannot be realized by passive networks. The rea-
son is that the required impedances are negative which indicates an
active realization is needed for such a system. In this case, the added
power needs to be included in a new equation for the total system ef-
ficiency which we will be discussed in Sec. 2.9
From this graph, it can be seen that considering only the first
second harmonic for even harmonic voltage peaking provide a si-
gnificant drain efficiency of 111%. This high drain efficiency figure
considering only second harmonic power absorbtion motivates to
investigate a design where only one auxiliary PA can be used to ge-
nerate the required power.
2.8 Operation Principle of Proposed Topology
As mentioned earlier, theoretical RFPA design has mainly constrai-
ned solutions via a focus on passive load-pull. The proposed power
amplifier approach replaces the need for traditional passive band li-
miting harmonic terminations through active harmonic injection, to
address the theoretical limitations on efficiency associated with pas-
sive harmonic injection. Active harmonic injection enables a new
dimension to waveform shape the output voltage and current which
has not yet been exploited in RFPA design. The initial investiga-
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tion in Sec. 2.7.1 indicates potential advantages of such a mode of
operation. A previously reported work on harmonic injection [50]
at low frequency (HF band) showed high drain efficiency and de-
monstrated the principal idea in switched mode PA design, although
it lacks analysis on the behavior of this mode of operation. Other
works of second harmonic source injection at the input of the am-
plifier reported improvements in PA linearity. These works used a
feedback technique based on feeding the intermodulation products
back to the input of the PA, which showed significant reduction in
the IMD. [51]
In the next section, second harmonic absorbtion by the transistor
will be investigated and analyzed. The proposed system (Fig. 2.10)
consists of two paths where the upper one generates the main funda-
mental RF signal and a lower path with a voltage source/ auxiliary
PA to control the voltage/current waveforms of the main path. By
injecting harmonics of the fundamental signal the voltage/current
waveform can be shaped for better PA performance.
Figure 2.10: Proposed PA structure.
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2.9 Theoretical Waveform Analysis
As a starting point, the current waveform is considered as a half-
wave rectified sine wave that are utilized in class B. Now, consi-
dering only the first two harmonics of the voltage waveform, the
voltage and current waveforms in the optimum case (Fig. 2.11) are
given by the following equations [19, 45, 52]:
Figure 2.11: Voltage and current waveforms for maximum efficiency condi-
tion.
v () = Vdc [1  x1 sin    x2 cos(2)] (2.28)
i () = Imax
241

+
sin 
2
+
1X
n=2;4;::
 2
 [n2   1] cos (n)
35(2.29)
where Vdc is drain DC bias voltage, Imax is the saturation current,
x1 =
p
2 and x2 = 0:5 are the even harmonic coefficients for the
maximum efficiency condition considering only fundamental and
second harmonic components, phase  = !t, ! is the angular fre-
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quency and t is the unit time. The magnitude of the fundamental
voltage and current components respectively are: V1 =
p
2Vdc and
I1 = Imax=2. Thus, the required optimum fundamental load is given
by;
Rf = 2
p
2Vdc=Imax: (2.30)
Analysis of these waveforms indicates the following DC power, out-
put power and drain efficiency;
Pdc1 = VDCImax= = 2VDCV1=Rf = 2
p
2V2DC=Rf (2.31)
where
V1 = RfI1 = RfImax=2 (2.32)
Pout = V
2
1=2Rf = V
2
dc=Rf (2.33)
Drain = Pout=Pdc = =2
p
2 = 111%: (2.34)
Obviously efficiency greater than 100% is not theoretically possible.
Further analysis of the current and voltage waveforms indicates that
the required load impedance at the second harmonic is negative and
is given by;
R2f =  3
4
Vdc=Imax =  Rf  3
8
p
2
: (2.35)
While this is not possible with passive networks, it is achievable with
active second harmonic injection. The required second harmonic
power injected into the system is:
Prf2 =
V22
2R2f
=
1
6
Vdc  Imax (2.36)
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Where V2 is the magnitude of the second harmonic voltage com-
ponent. However, in this case the efficiency calculation must be
modified to include the addition of the harmonic energy and TDE
(Eq. 2.2) of the IPA is:
 TDE = Pout=Pdc = Pout=(Pdc1 + (Prf2=2)): (2.37)
where 2 are the drain efficiency of the generated harmonic power.
Pdc1 is the DC power supplied to the IPA structure for the genera-
tion of the RF fundamental power. The modified equation increases
the amount of DC power to generate the required second harmonic
power.
Figure 2.12 shows the proposed structure highlighting the impe-
dances that are required to be presented to both the main and auxi-
liary devices.
The modified drain efficiency calculation shows that the efficiency
of the second harmonic PA is important for achieving high total drain
efficiency, which is shown in Fig. 2.13. As it can be seen, the resul-
ting IPA drain efficiency is a nonlinear function of the efficiency of
the second harmonic power and starts increasing significantly where
only a 40% drain efficiency of the second harmonic power will pro-
vide class B drain efficiency.
Table 2.1 summarizes the predicted theoretical performance for
the two cases when the efficiency of the second harmonic power is
ideal 100% (Ideal IPA) and a very modest 40% (Modest IPA).
The fundamental load (Rf0), DC power accounting for total energy
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Figure 2.12: Proposed IPA structure showing the required output impedance
for both the main and auxiliary devices.
Figure 2.13: The effect of the efficiency of the second harmonic injection
power on the drain efficiency of IPA mode.
into the system (Pdc), fundamental RF power (Pout), power utiliza-
tion factor (PUF ), peaking value of voltage waveform (Vmax) and
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total drain efficiency ( TDE) shown in Table 2.1 are calculated as-
suming a normalized Vdc= 1 V and saturation current Imax = 2 A.
Table 2.1: PERFORMANCE PARAMETERS.
ClassB Ideal IPA Modest IPA
Rf0(
) 1
p
2
p
2
Pdc(W ) 2=
2

+ 2
6
2

+ 4:96
6
Pout(W ) 1=2 1=
p
2 1=
p
2
PUF (dB) 0 1.5 1.5
Vmax(V ) 2 2.9 2.9
 TDE(%) 78.5 95.2 78.5
Table 2.1 reveals the performance of this new mode where the
fundamental load and RF power are larger than class B by a factor ofp
2. Thus, with a very efficient second harmonic PA, the IPA mode
can enable the design of very efficient PAs approaching 95.2%, a
solution more applicable to narrowband design. Alternatively, even
with modest second harmonic PA efficiency, the IPA mode has the
potential to provide for efficiencies over 78.5%, a solution that is
applicable to wideband PAs. One implication of the IPA mode is
that it has a high voltage peaking effect. This can be seen also in
other modes as in class E and class J; however, new emerging semi-
conductor technologies such GaN HEMT (High Electron Mobility
Transistor) that have high voltage breakdown can be a preferable
choice for such modes of operation.
The theoretical analysis has considered only the first two harmo-
nics (fundamental and second) as the second harmonic is the most
significant harmonic component and also because of the associated
practical challenges of harmonic generation.
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2.9.1 Output Power Analysis
Looking at Table 2.1, it can be seen that IPA total drain efficiency
remains high despite the assumed inefficiency within the harmonic
generation process as in theModest IPA case. Also, it shows that
the output power has been increased by a factor of
p
2 from class B
to Ideal IPA case while the DC power has increased by only a
factor of (1=6). Further analysis was carried out by comparing di-
rectly class B performance with the one of the IPA to understand
the occurring power conversion between the fundamental RF power
on one hand and the DC and harmonic power levels on the other
hand. The class B output power, DC power and dissipated power
are shown below:
Pdc_B = Vdc  Imax

(2.38)
Prf_B = 0:5  Vdc  Imax
2
=

4
 Pdc_B (2.39)
Pdiss_B = Pdc_B   Prf_B =
 
1  
4
!
Pdc_B (2.40)
For comparison, the IPA mode’s fundamental load Rf , second
harmonic load R2f , DC power Pdc_I, output power Prf_I, DC po-
wer of injected harmonic Pdc2nd and dissipated power Pdiss_I can be
written as:
Rf = 2  x1  Vdc=Imax (2.41)
R2f =  3
2
 x2  Vdc=Imax (2.42)
Pdc_I = Vdc  Imax

(2.43)
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Prf_I =
V21
2Rf
=
(x1  Vdc)2
2Rf
=
Vdc
2
 Imax
2
 x1 = Prf_B  x1 (2.44)
Assuming 100% conversion efficiency the DC power that is required
to generate the second harmonic signal is:
Pdc2nd =
V22
2R2f
=
(x2  Vdc)2
2R2f
= Vdc  Imax
3
 x2 = Pdc_B  x2
3
(2.45)
This is also the factor (1=6) by which the DC of the IPA is increa-
sed due to the need for generating the second harmonic power. The
above equation hence stipulates that the 2nd harmonic power is ge-
nerated externally and then injected into the transistor.
From the above equations it can be seen that the IPA output power
is larger when compared to class B:
Prf = Prf_I   Prf_B = Prf_B(x1   1) (2.46)
with the dissipated power Pdiss_I within the IPA being
Pdiss_I = Pdc_I + Pdc2nd   Prf_I
= Pdc_B
 
1 +
x2
3
    x1
4
!
(2.47)
As a result, the dissipated power has been decreased by
Pdiss = Pdiss_B   Pdiss_I
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= Pdc_B
 
1  
4
 
 
1 +
x2
3
    x1
4
!!
= Pdc_B
 

4
(x1   1)  x2
3
!
= Prf_B (x1   1)  Pdc_B  x2
3
= Prf   Pdc2nd: (2.48)
with the reduction of the dissipated power being directly proportio-
nal to the injected second harmonic power. The above equation can
be also rearranged to
Prf = Pdiss+Pdc2nd (2.49)
Thus, the increase of the fundamental output power is actually a
function of the injected second harmonic power and the efficient
utilization of DC power supplied to the transistor. This can be also
seen when looking at the ideal RF load lines, which are shown in
Fig. 2.14. As it can be seen the dissipated power of class B that is
represented by the shaded area has been greatly reduced by the IPA
mode through the use of only the 2nd harmonic injection. In other
words, the transistor is absorbing the second harmonic power and
that allows the RF voltage swing developed across it to be increased
which translates into an increase in the fundamental power.
Figure 2.15 shows a comparison between class B and IPA mode
showing the DC power, dissipated power and output RF power. The
injected second harmonic power in IPA mode allows an efficient uti-
lization of the supplied DC power resulting in a significant reduction
in the dissipated power in comparison to class B. Although the es-
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Figure 2.14: RF load line.
sential injected power is a second harmonic power but this injection
allows an increase in the fundamental voltage component as been
described previously resulting in an increase in the fundamental po-
wer which translates into an increase in the drain efficiency.
(a) Class B (b) IPA mode
Figure 2.15: Comparison between Class B and IPA mode in a single-ended
transistor showing DC power, dissipated power and output RF power.
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2.9.2 Drain Voltage Rail Condition
The IPA mode introduced also shows a high peaking effect on the
voltage waveforms by a factor of
p
2 when compared to class B am-
plifier. Hence, a transistor technology is required with a high break-
down voltage when the same drain voltage rail (supply) is kept. This
fits rather well with the increasing popularity of GaN technology
with breakdown voltages significantly above 100 V thus allowing
for a better utilization of its voltage range when employing common
supply voltage values. The efficiency and output power values at
PEP are shown in Table 2.1.
Alternatively, if the high peaking effect is not preferable and the
drain rail voltage is a design parameter, it can be scaled down by a
factor of
p
2 providing the same output power and maximum voltage
swing as in class B. This can be beneficial for low power applica-
tions where the requirement is to reduce the DC power drawn from
the batteries, as is the case in portable devices.
2.9.3 Second Harmonic Injection Analysis
2.9.3.1 Sensitivity Analysis of the Drain Efficiency as a Function of the Ma-
gnitude and Phase of the Second Harmonic Voltage
The sensitivity of the drain efficiency of IPA mode as a function
of the magnitude and phase of the second harmonic voltage needs
to be studied due to its potential impact on design implementation.
For this purpose, the magnitude and phase of the second harmonic
voltage component has been varied where the magnitude and phase
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of the fundamental has been fixed at the optimum condition as in Eq.
2.28 and 2.29, the sensitivity analysis is shown in Fig. 2.16 and Fig.
2.17.
Figure 2.16: Sensitivity analysis of the magnitude and phase of the second
harmonic voltage component.
Figure 2.17: Sensitivity analysis of the magnitude and phase of the second
harmonic voltage component - cross section view.
The graphs show that the magnitude and phase are not required
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to be maintained at the optimum conditions. It can be seen that
a drain efficiency above 79% can be maintained over a 90 degree
range of the second harmonic voltage signal. The relaxed require-
ment for the second harmonic injection increases the chances of a
successful first-pass PA design thus allowing for a cost-efficient de-
sign implementation and also minimizes the need for a dedicated
phase control arrangement. This is also the case in broadband RFPA
design which can take advantage of this flexibility where bandwidth-
efficiency trade-off is a common practice.
2.9.3.2 Optimum Second Harmonic Injection Considering Knee Voltage
Effect
To consider the impact of the knee effect within the output I-V cha-
racteristic of a device, a knee voltage of 9 % of the DC supply Vdc
is assumed that is shown in Fig. 2.18 along with the RF load-lines
of class B and IPA mode.
It is apparent from Fig. 2.18 that the IPA RF load line (red cir-
cled line) is less limited by the knee voltage value at the maximum
current swing as the momentary slope of the IPA load line advan-
tageously aligns better with the knee region. The minimum voltage
point of the IPA RF load line can be decreased by reducing the se-
cond harmonic voltage component and thus reducing the ripple wi-
thin the composite waveform. The magnitude of the ripple is calcu-
lated by applying Eq. 2.28 at  = 2 where the maximum value of
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Figure 2.18: More realistic knee effect, class B (blue dotted line), IPA mode
(red circled line), optimized IPA (green solid line).
the ripple exists:
Vds
 

2
!
= Vdc [1  x1 + x2] = 0:086  Vdc: (2.50)
With x1 =
p
2 and x2 = 0:5, as the first and second harmonic coef-
ficients. Therefore, the second harmonic component will be reduced
by this amount of ripple (0:086  Vdc) indicated in Fig. 2.18 by dV :
V2 = (0:5  0:086)Vdc = 0:414  Vdc: (2.51)
However, in order to assure that no current clipping occurred, the
slope of the ripple of the IPA RF load line (mripple) is required to be
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larger than the slope of the knee effect (mknee):
mripple > mknee: (2.52)
Assuming a straight line of the slope for a more simplified analysis,
mripple = I=V and mknee = Imax=Vk . The ripple of the RF load
line is shown below:
mripple = I=V =
Imax   Ix
V0   Vk
= (Imax   Ix) = (Vdc  ) : (2.53)
Where  = (1  x1 + x2).
mripple = Imax (1  ") = (Vdc  )
= 2 (1  ") = (RL  ) : (2.54)
Where " = Ix=Imax and RL = 2Vdc=Imax.
Equation 2.54 shows that as RL gets larger, the ripple in the
voltage waveforms increases leading to a reduction of the resulting
slope. Therefore, reducing the second harmonic component will be
more advantageous in high load conditions than lower load condi-
tions. Since in lower load condition the slope of the ripple (mripple)
increases, hence, will be more limited by the slope of the knee effect
and accordingly will not get full advantage of the knee region. This
also suggests that high power applications with high rail voltage can
benefit more from the knee effect shape. The voltage waveform for
the reduced second harmonic voltage component is shown in Fig.
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Figure 2.19: Voltage and current waveforms for IPA (dotted red line) and
optimized IPA mode (black solid line).
2.19 while the corresponding RF load line is shown in Fig. 2.18 and
the magnitude of the fundamental and second harmonic voltages are
shown in Table 2.2.
Considering the knee effect on class B, IPA mode and optimized
IPA mode the drain efficiency, PUF and the required DC power for
the injected second harmonic power (Eq. 2.45) relative to funda-
mental DC power (Eq. 2.43) are tabulated in Table 2.2. The knee
effect has clearly affected the output power and drain efficiency of
class B and IPA mode as shown in Table 2.2. As can be seen PUF of
both class B and the IPA mode has dropped by 0.83 dB. This results
in a PUF for the IPA mode of 0.68 dB. Furthermore, the drain effi-
ciency in the Optimized IPA mode has increased by 2% due to the
reduction of the 2nd harmonic power.
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Table 2.2: PERFORMANCE PARAMETERS FOR A MORE REALISTIC
KNEE EFFECT.
Percent of DC Power
V1 (V) V2 (V) Drain (%) PUF (dB) of 2nd harmonic
to fundamental (%)
Class B 1 0 71.4 -0.83 0
IPA
p
2 0.5 87.7 0.68 0.15
OptimizedIPA
p
2 0.414 89.7 0.68 0.12
This analysis demonstrates the potential of reducing the second
harmonic injection to improve the IPA performance in terms of effi-
ciency without any reduction of output power. The required second
harmonic power decreased up to 12% of the main DC power and
this also reduces the dependency on the efficiency of the second har-
monic power.
2.10 Summary
In this chapter, we have examined the essential background for conven-
tional high efficiency PA classes operating as current source and
switched modes. After presenting the essential background for PAs
operation, a new mode of operation that does not rely on passive
termination but active harmonic injection has been introduced. This
new dimension in PA design termed IPA has been studied, analyzed
and compared to conventional PA classes. The potential advantages
of such mode has been presented along with the performance para-
meters that defines the second harmonic load power injection.
The injection mode advantages includes a highly linear efficiency
mode where the waveforms can be realizable without relying on
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compression mechanisms. This linear efficiency has been achieved
by the efficient utilization of the device by presenting a negative im-
pedance essential for a high efficient voltage waveform. The requi-
rement for this mode is an additional auxiliary PA. Also, this mode
as in class E and class J has a high voltage peaking. However, new
FET technologies as in GaN HEMT can be utilized to support the
high voltage operation.
In addition, a sensitivity analysis has been carried out on the re-
quired injected second harmonic signal relative to the fundamen-
tal signal. The sensitivity analysis of the injected second harmonic
phase shows that a good PA performance can be achieved in a phase
range of 90. This shows that wideband PA application can take
advantage of this phase tolerance. This potential advantage will be
investigated for a design of a prototype broadband PA in the sub-
sequent chapters.
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Chapter 3
Injection Power Amplifier Mode
Validation
3.1 Introduction
The introduced IPA mode detailed in Chapter 2 is based so far on
only theoretical analysis. To verify the new mode of operation, a
transistor set to operate in a real condition will be tested. The per-
formance of the real PA will be then compared to the theoretical
part to verify that a transistor can support such a mode of operation.
Since this mode cannot be achieved by only a passive measurement
system, an active load-pull measurement system developed by Car-
diff University will be used.
This active load-pull system has the ability not only to characte-
rize PAs working in real conditions but also to capture the terminal
voltage and current waveforms; thus allowing a link direct to the
theory. Also active load-pull measurement system places reflection
coefficient on the Device Under Test (DUT) port at any spot on the
Smith chart including reflection coefficients greater than unity. This
is an important aspect of the measurement systems since the active
injection mode can only be verified by an active measurement sys-
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tem. Its ability to capture the incident and reflected waves allows
the measurement and calculation of the injected RF second harmo-
nic power.
In this chapter, the essential background on transmission line
theory, linear and nonlinear characterization will be briefly descri-
bed. Next, an overview of the active load-pull measurement system
developed by Cardiff University will be introduced. Then, validation
measurements of the IPA mode using the active load-pull measure-
ment system will be presented. Following the validation measure-
ment, the theoretical part and measurement results will be compa-
red; the captured waveforms will also be compared to the ideal IPA
waveforms. Finally, a summary of this chapter will be presented.
3.2 Transmission Line Background
The current, voltage and power transmitted from a source impedance
(ZS) to be delivered to a load (ZL) can be represented by travel-
ling waves across a transmission line (Fig. 3.1) with a characte-
ristic impedance (Z0). Travelling waves are either incident waves
travelling in a positive direction (from the source to the load) or a
reflected wave travelling in the negative direction (from load back to
the source). The reflected waves are a function of the quality of the
matching between the source and load. If the load and source are
perfectly matched then the reflected travelling wave does not exist.
[53, 54]
The reflection coefficient ( ) is the ratio between the reflected
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Figure 3.1: Transmission line.
and incident waves and that shows the quality of match between a
source and a load.
  =
Vrefelected
Vincedent
=
ZL   Z0
ZL + Z0
(3.1)
In addition, the reflection coefficient can also be expressed in dB and
termed return loss (Lloss) [5, 55]:
Lloss =  20log( ) (3.2)
3.3 Linear Characterization Systems
The most widely used technique for characterizing RF components
and networks are based on S-parameters (Scattering Parameters).
This provides a fast and more accurate approach for network charac-
terization at high frequency more than any other kinds of parameters.
For instance, for other measurement parameters such y-parameters,
the device terminals (ports) are required to be shorted or opened.
This can be measured at low frequency but at high frequency this is
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hard to be measured. This is due to the fact that at high frequency,
the lead inductance and capacitance makes it hard to obtain an open
or short at the device terminals. Typically tuning stubs are required
which are also adjusted at each frequency measurement to obtain a
short or open measurement which is hard and tedious. In addition, it
is imposable to measure active devices such as transistors in a highly
reflective termination; a short or open could cause oscillation or da-
mage to the DUT.
S-parameter technique is measured where the DUT ports are ter-
minated at the characteristic impedance of the measuring system and
usually at a 50
 load and source impedance. This technique mea-
sures the traveling incident and reflected waves at the network ports
instead of direct measure of terminal voltage and currents. The in-
cident ai and reflected bi waves at the ith port are complex normali-
zed voltage waves. These incident and reflected waves are defined
in terms of the terminal voltage Vi, terminal current Ii, and arbi-
trary reference impedance Zi where an asterisk denotes the complex
conjugate [55, 56]:
ai =
voltagewave incidenton the ith portp
Zi
=
V i+ ZiIi
2
p
Zi
(3.3)
bi =
voltagewave reectedon the ith portp
Zi
=
V i  Zi Ii
2
p
Zi
(3.4)
For a two port network, S-parameters S11; S12; S21; S22 are defined
by:
S11 =
b1
a1

a2=0
= Input reection coecient (3.5)
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S22 =
b2
a2

a1=0
= Output reection coecient (3.6)
S21 =
b2
a1

a2=0
= Forward transmission coecient (3.7)
S12 =
b1
a2

a1=0
= Reverse transmission coecient (3.8)
One key advantage of S-parameters is that they can be converted
directly into impedances and power; for instance, S11 can be written
as:
S11 =
b1
a1
=
Z1   Z0
Z1 + Z0
(3.9)
where Z1 is the input impedance at port 1. While S21 can be expres-
sed as:
jS21j2 = Transducer power gain with Z0 load and source:
Also, simple relationships relate travelling waves to power waves;
ai and bi can be expressed as:
jaij2 = Power incident on the ith port
jbij2 = Power reected from the ith port
Those expressions can be used in signal flow graph to calculate
performance parameters such as power and gain of a connected net-
works [57]. In a two port signal flow graph, the gain (as in S21)
and the port mismatch loss (as in S11) can be combined for a simple
power calculation as shown in Fig. 3.2:
For instance, b1 can be calculated from the signal flow graph as a
function of the incident wave a1 and the load matching quality  L.
3.4 Non-linear Characterization Systems Capable of Waveform Engineering 72
Figure 3.2: Signal flow graph.
This can be expressed as:
b1 = a1S11 + a2S12 = a1S11 + b2 LS12 (3.10)
If the load is perfectly matched (i.e.,  L = 0) then b1 becomes:
b1 = a1S11 (3.11)
This flow graph technique will be helpful in the calculation of the
second harmonic power injected into the system in the subsequent
section.
3.4 Non-linear Characterization Systems Capable of
Waveform Engineering
Standard measurement systems are based on frequency domain sys-
tems such as small signal VNAs where S-parameters are measured.
In these systems, the DUT is characterized by the magnitude and
phase of a small signal and limited to its linear region. Active de-
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vices like PAs are typically characterized using load-pull measure-
ment systems, where the captured data and performance of the PA
are mapped onto a smith chart, thus, a trade-off design can be esta-
blished.
However, linear measurements lacks the critical information re-
quired to analyse the nonlinearity characteristic exhibited by most
RF components. For example, a PA is designed and optimized by
understanding the nonlinear behavior of the PA under test. In ad-
dition, the key standard requirements for PAs such as the level of
harmonic distortion, gain compression performance and intermodu-
lation distortion caused by multi-tone stimuli cannot be characteri-
zed by small signal VNAs.
A nonlinear scalar characterization that measures the magnitude
transfer characteristics provides information as to the AM-AM cha-
racteristic of the device under large signal conditions. However, it
is insufficient to perform deep analysis on the DUT and does not
provide much information about the device behavior. For example,
the device limiting physical phenomena like dispersion (as in trap-
ping and thermal effect) cannot be understood and analyzed by this
measurement technique.
The only data that provides a deep insight to the active device
under test are the terminal RF I-V waveforms. The terminal RF I-V
waveforms are the key that defines transistor performance. The abi-
lity to measure those waveforms provides critical information requi-
red to analyze the DUT; such as the performance of the RF relative
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to the DC boundary condition.
In addition, the ability to interact with a DUT at different bia-
sing and loading conditions provides the PA designer a tool to ex-
plore, modify and analyse different modes of operation under RF
excitation. This experimental control is termed waveform enginee-
ring which is generally accepted in RF PA theory where the biasing
level, circuit and device technology are deduced from these terminal
I-V waveforms. Essentially, the key concept that waveform engi-
neering offers is a unifying link between the basic RF theory and
practical PA design [58].
Nonlinear measurement systems based on time domain systems
like Nonlinear Vector Network Analyzer (NVNA) termed also Large-
Signal Network Analyzer (LSNA) measures the terminal voltage
and current under real conditions. These measurement systems in-
troduced in the late 1980s are based on a network analyzer where
the waveform measurement is carried by either a sampling down-
converter or by a mixer down-converter. These waveforms are then
constructed by measuring samples over many cycles of the repeating
waveform. Applications of nonlinear measurement systems based
on time domain systems includes [5, 58]:
1. Semiconductor device development: for instance, the observa-
tion of the limiting physical boundaries of the transistor allows
to understand the transistor technology’s limiting conditions,
which then can be fed back to enhance transistor processing
techniques.
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2. Device model extraction, evaluation: the measurement carried
out on a DUT can be directly compared to the device model
in CAD simulation and thus provides a verification tool. Also,
the measured linear and nonlinear data allows the modeling of
small and large signal behavior of a transistor.
3. Amplifier circuit design and characterization: the ability to
measure the DUT performance at a matched and mismatch
condition allows the designer to target specific design goals
such as gain, efficiency, power,..etc. Also, PAs nonlinearity
can be measured such as AM-AM distortion, AM-PM distor-
tion and IM distortion. In addition, transistors can be evaluated
at a specific frequency, power or impedance environment. The
ability to provide the desired impedance environment allows
for the design and development of high efficient PAs at lower
back off, for instance, the Doherty PA structure is operated un-
der variable mismatch environments in several dBs of back off
levels.
Load-pull measurement systems based on waveform engineering
use either passive tuners as in a NVNA or active injection to present
the required loads to the DUT. In the passive load-pull systems, the
losses in the measurement system limit the range of load termina-
tions while active load-pull systems overcome this problem by utili-
zing active sources to emulate the desirable load termination.
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3.4.1 Active Load-Pull Measurement System
The validation measurements for the IPAmode have been carried out
by using an active load-pull measurement system (Fig. 3.3) develo-
ped by Cardiff University [59]. The time-varying incident and re-
flected waves were measured using a four-channel digital sampling
oscilloscope. The port under test is pulled to the desired impedances
by three source generators operated at the fundamental, second and
third harmonics. The measurement system is vector calibrated to
obtain error corrected waveform measurement [58]. The measure-
ments are carried on a transistor that is operated in real conditions
but without considering the variations in temperature and the stress
on PA’s that might exist in practical wireless applications.
3.5 IPA Transistor Level Validation
The validation measurements presented in this chapter are for two
cases. The first is for a fixed fundamental load measurement where
class B and IPA mode sees the same fundamental load impedance.
The second measurement will provide direct comparisons with the
theory, where the load of the IPA mode is larger than class B load
by
p
2 as been previously described in Sec. 2.9.
In this section, first the power flow calculation into the DUT will
be described. Next, the first validation measurement will be presen-
ted and followed by discussion and analysis. Then, second measu-
rement will be presented, which will provide more of a comparison
to the theory part.
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Figure 3.3: Active load-pull measurement system.
3.5.1 Power Flow into the DUT
From Network Theory, assuming peak values the power going into
the DUT (Fig. 3.4) is calculated as follows [55]:
Pin =
1
2
hja2j2   jb2j2i (3.12)
where a = Vincident=
p
Z and b = Vreflected=
p
Z
From power flow graph Fig. 3.4:
b2 = a2 in (3.13)
a2 = b2L
2 s + Las (3.14)
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Figure 3.4: Power flow.
where L is the link loss,
a2 = a2 inL
2 s + Las (3.15)
a2[1  L2 in s] = Las (3.16)
Assuming no loss in the link and both are matched,
as = a2[1 
 in2] (3.17)
If  in = 0 , that is the whole power delivered to the DUT is fully
absorbed,
as = a2 (3.18)
Therefore,
Pin =
1
2
ja2j2 (3.19)
This analysis shows that the expected injected power will be affected
by any mismatch and any loss in the link. Therefore, the expected
injected power will be more than the ideal case and that will affect
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the overall efficiency of the system.
3.5.2 Validation Measurement for a Fixed Load Impedance
To validate the IPAmode, experimental transistor investigations were
undertaken at 0.9 GHz using the previously described waveform
measurement and engineering system developed at Cardiff Univer-
sity. Since this measurement systems utilizes active harmonic load-
pull, it can provide the negative impedances necessary to experi-
mentally demonstrate the IPA mode of operation on a selected 10 W
packaged GaN HEMT Cree Inc device (part number CGH40010F,
see data sheet in Appendix A). For the appropriate comparison with
theory the I-V waveforms at the current generator plane of the pa-
ckaged device are required, hence a package parasitic de-embedding
process [60] was used.
3.5.2.1 IPA Measurement
In order to achieve the required half rectified class B current wave-
form, the 10 W GaN device was biased around pinch-off at a 28V
drain voltage.
The active load pull measurement started from an inverted class F
optimum fundamental loading condition; this initial point had a high
loading condition [61] with an appropriate inductive reactance that
compensated for the device’s output capacitance at 0.9 GHz. The
inverted class F condition was chosen because of the IPA and inver-
ted class F both have the same approach with respect to the voltage
waveform. Thus, in this measurement we will present the IPA mode
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of that loading condition and then we will show the corresponding
mode when no injection occurred. However, for a direct compari-
son with theory, a starting fundamental loading condition should be
at class B which is the case in the second measurement that will be
presented in Sec. 3.5.3.
After setting the fundamental loading condition, the active se-
cond harmonic loop was then used to inject energy at the second
harmonic to appropriately shape the voltage waveform; targeting a
half rectified waveform offset by 180 from the current waveform.
Table 3.1 shows the measurement set up for IPA mode.
Table 3.1: IPAMEASUREMENT BIASING AND LOADING CONDITION.
Vgs (V ) Iq (mA) Vds (V )  L(f0)  L(2f0)  L(3f0)
Package Plane  2:5 180 28 0:266 82 4 6   94 16   145
Igen: plane - 180 28 0:136 0 4 6 178 16 180
The measured load reflection coefficient of the second harmonic
at the package plane is 4 with a phase of  94 and that corresponds
to a 178 relative to the fundamental at the current generator (Igen:)
plane. The de-embedding model for this device is shown in Ap-
pendix E. The measured I-V waveforms achieved at the Igen: plane
are shown in Fig. 3.5. The even harmonic peaking I-V waveforms
clearly demonstrate that the transistor can support this mode of ope-
ration.
A. Second Harmonic Power Calculation
To calculate the injected second harmonic power to the DUT, first
the load reflection coefficient seen by the DUT is measured as shown
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Figure 3.5: IPA mode Voltage/Current waveforms de-embedded to the cur-
rent generator plane for a fixed fundamental load impedance.
in Fig. 3.6.
 L =
a2
b2
(3.20)
Figure 3.6: Load reflection coefficient of DUT before injection.
Then the required second harmonic impedance is presented to the
DUT as shown in Fig. 3.7.
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Figure 3.7: Load reflection coefficient of DUT after injection.
The new load reflection coefficient:
 0L =
a2
0 + as
b2
0 =
b02 L + as
b2
0 (3.21)
Therefore,
as =  
0
Lb
0
2   b02 L (3.22)
as = b
0
2[ 
0
L    L] (3.23)
Therefore, the output power from the source amplifier will be:
Pinj =
1
2
jasj2 (3.24)
An example for second harmonic power calculation is as follows;
for the following measured output power: Pout = 11:56 W, Pdc =
11:42W,  L = 0:01,  0L = 5:9 and b
0
2 = 0:26. Using Eq. 3.23:
as = b
0
2 [ 
0
L    L]
= 0:26 [5:9  0:01] = 1:5314
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 L is very small compared to  0L and could be canceled from the
equation. Using Eq. 3.24: Pinj = 1:17 W. Thus, TDE (Eq. 2.2) is
92 %.
Measuring the injected second harmonic power as been descri-
bed, the efficiency of the IPA mode is calculated accordingly over
a power sweep of 16 dB. Figure 3.8 shows that the maximum drain
efficiency (Eq. 1.1) is 105% and total drain efficiency (Eq. 2.2) is
91.6 %.
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Figure 3.8: IPA drain efficiency .
The next section will show the performance of the transistor with
and without injection mode. Those modes will be compared for
output power, drain efficiency and DC power.
3.5.2.2 PA Without Injection
The harmonic injection mode is set to be in off mode, i.e, no second
harmonic injection. This mode, as will be seen, is as class B where
all harmonic terminations are shorted. It has been measured at the
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biasing and fundamental loading condition as in IPA mode and that
resulted in a compressed class B as will be seen in this section. Table
3.2 details the measurement set up for compressed class B.
Table 3.2: Compressed Class B MEASUREMENT BIASING AND LOA-
DING CONDITION.
Vgs (V ) Iq (mA) Vds (V )  L(f0)  L(2f0)  L(3f0)
Package Plane  2:5 180 28 0:266 82 1 6   94 16   145
Igen: plane - 180 28 0:136 0 1 6 178 16 180
The voltage and current waveforms are shown in Fig. 3.9. As can
be seen, once the class B condition applied at the same drive level as
in IPA mode, the resulted current waveform is clipped since the loa-
ding is fixed as in the IPA condition; which resulted in a mode that
is driven into the knee region. This confirms the IPA theory where
the fundamental impedance of class B is reduced from IPA mode by
a factor of
p
2. However, we will return to this issue later on in Sec.
3.5.3 where the fundamental impedance of class B will be reduced
from IPA mode by a factor of
p
2, i.e., Rclass B = RIPA=
p
2.
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Figure 3.9: Compressed Class B voltage & current waveforms.
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3.5.2.3 Discussion
By Looking at the voltage and current waveforms, the first observa-
tion one can make is that in the compressed class B case the transis-
tor is clearly overdriven in contrast to the IPA mode. In IPA mode,
the active injected second harmonic voltage component contributed
to an increase in the fundamental voltage component without for-
cing the current into a clipping regime (i.e., without hitting the vol-
tage knee effect) and consequently, in accord with the theory, both
the RF output power and efficiency increased.
The performance parameters of the compressed class B and IPA
(at a fixed drive for a PEP of IPA mode) are tabulated below:
Table 3.3: PERFORMANCE PARAMETERS COMPARISON.
 TDE% Pout(dBm) Pdc(dBm) Vmax(V) Imax@Vds
Compressed 57 38.8 41.3 56 1:66A@10:2V
Class B
IPA 91.6 40.8 40.5 78 1:414A@3:0V
In the following sections, the output power, DC power, maxi-
mum voltage, efficiency and linearity of compressed class B and IPA
mode will be compared at the same fundamental load for the same
device.
A. Maximum Voltage
The measured maximum voltage for IPA is 78 V and this is expected
with IPA’s high even peaking effect since:
Vmax = Vdc+V1+V2 = Vdc+
p
2 (Vdc   Vk)+0:5 (Vdc   Vk) = 78:3 V
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where Vknee = 1:74 V. While for compressed class B the maximum
voltage is 56 V which is close to the expected maximum voltage:
Vmax = Vdc + V1 = Vdc + (Vdc   Vk) = 28 + 26:3 = 54:3 V
This shows that the even harmonic of the IPA allows the fundamental
component to be increased resulting in a voltage waveform with a
high peaking.
B. Output Power
Ideally, the load of class B ( Table 2.1) should be lower than the one
of the IPA by
p
2, i.e.;
RB =
RIPAp
2
(3.25)
and that results with output power of class B being less than IPA
case by 1.5 dB (Eq. 2.44).
PB =
V 2dc
2RB
=
V 2dc 
p
2
2RIPA
(3.26)
For the same load condition, the output power of class B is less than
IPA mode by 3 dB. This is because the fundamental impedance is
kept the same as IPA load impedance, i.e., RB = RIPA, thus;
Pcompress class B =
V 2dc
2RIPA
(3.27)
Therefore, using Eq. 2.33 the output power of this mode will be less
than IPA mode by;
P = 10  log(Pcompress class B
PIPA
) = 10  log(1
2
) =  3 dB (3.28)
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The measured output power versus input power performance is
as shown in Fig. 3.10 and as can be seen, the peaking power of the
IPA has increased by 2 dB when compared to compressed class B.
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Figure 3.10: Output power comparison .
This is less than expected and is most probably due to the knee effect
which also impacts the output power of the transistor. The theoreti-
cal output power including the knee effect will be:
Pcompress class B =
V 2dc
2RIPA
 (1  1:74
28
)2 =
V 2dc
2RIPA
 0:88 W
The resulting output power in comparison to the IPA case will be;
P = 10 log(Pcompress class B=PIPA) = 10 log(0:88=0:5) =  2:4 dB
Thus, the expected theoretical increase of IPA mode should be 2.4
dB, which compares well with the obtained measurement results in
Fig. 3.10.
C. Efficiency
To compare compressed class B and IPA efficiencies for the same
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device, a plot of drain and total drain efficiency is shown in Fig.
3.11. As can be seen the drain efficiency of the IPA mode (91.6%)
has increased by 35% compared to compressed class B (57%).
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Figure 3.11: Efficiency comparison .
The displayed TDE efficiency of the IPA mode takes into account
the RF energy injected at the second harmonic. The measured 91.6%
is relatively close to the predicted value of 95.2% (corresponding to
that for a 100% efficient second harmonic generator). The small dif-
ference can be associated with the knee effect which will limit the
maximum voltage swing. Considering the knee effect in drain effi-
ciency calculation, and assuming a 100% efficient conversion of the
RF second harmonic injected power, the predicted TDE efficiency
is:
IPA TDE =
PRF
Pdc(1 +
Vk
Vdc
) + (
Prf2f0
2f0
)
= 90:4%
where Vk = 1:74V is the measured minimum voltage value. This
adjusted efficiency is in good agreement with the measurements. In
fact, the measured efficiency is slightly higher than the theoretical
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value and possibly this is partially due to the advantageous effect
of the higher harmonic voltage components produced by the system
impedance. In addition, the theoretical result is calculated at PEP
(i.e., at the maximum linear output power), however, in practical PA
devices specifying the maximum linear point is difficult due to the
variation in the gain of the PA. As a result, measuring TDE with
a tenth of a dB compression could also contribute to this slight in-
crease of efficiency. Also, the loading of compressed class B is not
optimal and therefore delivered lower performance; the comparison
between class B and IPA mode will be presented in the following
section.
3.5.3 Validation Measurement Where the Load Impedance of
the IPA Mode is at the Optimum Load Condition
This measurement shows a direct comparison between class B and
IPAmode. Class B is measured first. Next, IPAmode will be measu-
red at a fundamental load that equals
p
2 ZLclassB as been discussed
in Sec. 2.9 (Table 2.1).
The class B mode is measured for a 10 W GaN device and biased
around pinch-off at a 28 V drain voltage. The resulting class B loads
at the current generator plane are tabulated in Table 3.4 along with
the measured performance.
3.5.3.1 Measurement and Results
To establish IPA mode for even second harmonic injection, the fun-
damental load is determined according to Eq. 2.30 relative to class B
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(the loading condition is presented in Table 3.4). The voltage and
current waveforms of class B and IPA mode are shown in Fig. 3.12
and 3.13 respectively. The dynamic RF load lines for both class B
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Figure 3.12: Class B voltage/current waveforms de-embedded to the current
generator plane for an optimum fundamental load impedance.
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Figure 3.13: IPA Voltage/Current waveforms de-embedded to the current
generator plane for an optimum fundamental load impedance.
and IPA mode are shown in Fig. 3.14. In the IPA mode the active
injected second harmonic voltage component allows the fundamen-
tal voltage component to be increased without clipping the current
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waveform. This confirms the analysis presented in Sec. 2.9 where
the IPA mode shows a more efficient dynamic load line compared
to class B, previously shown in Fig. 2.14 and in Fig. 2.18. The
IPA mode shows a load line that looks like an L shape which indi-
cates that when the transistor is in the on state (i.e., conducting), the
voltage waveform has a flat waveform compared to class B. This
implies that the dissipated power in the IPA mode is less than that of
class B which translates to an increase in drain efficiency. Also, the
RF voltage waveform is allowed to swing to larger than twice of the
DC drain voltage supply and that indicates an increase in the funda-
mental voltage component. This increase in the fundamental voltage
component implies an increase in the RF output power compared to
class B. Therefore, the drain efficiency of the IPA mode is expected
to be much higher than that of class B.
1.2
1.0
0.8
0.6
0.4
0.2
0.0
Id
 (A
)
70605040302010
Vds (V)
 IPA
 Class B
Figure 3.14: RF load line of class B and IPA de-embedded to the current
generator plane.
For drain efficiency calculation the second harmonic injected po-
wer is considered in the drain efficiency equation as in Eq. 2.2 as-
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suming a 100% efficient conversion of the RF second harmonic in-
jected power. The measurement results are tabulated in Table 3.4
where a high drain efficiency mode has been measured and verified
the expected theoretical high drain efficiency.
Table 3.4: MEASUREMENT PERFORMANCE PARAMETERS FOR
CLASS B AND IPA MODE.
Class B IPA mode
 f0 0 6 0
 0:176 0
 2f0 16 180
 46 140
 3f0 16 180
 16 180
Pf0 (dBm) 37:8 39:14
P2f0(dBm) 0 31:1
Pdc(dBm) 38:9 39:0
TDE (%) 73:2 89:6
Vmax(V ) 53.2 71.7
3.5.3.2 Discussion of Device Measurements
A. Fundamental and Harmonic Load Reflection Coefficients
This section will compare and relate the output impedances of the
measurement to the theory. The output impedance of the device is
relatively large and for simplicity a fundamental load of 50 
 has
been chosen for class B. For output load of Z0 = 50 
 (Fig. 3.15),
the fundamental and second harmonic load reflection coefficients
(Eq. 3.1) of class B for the following output impedances presented
to the DUT Z(f)Class B = 50 
 and Z(2f)Class B = 0 are:
 (f)L Class B =
ZL   Z0
ZL + Z0
= 06 0 (3.29)
 (2f)L Class B = 16 180 (3.30)
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Figure 3.15: Schematic of a DUT showing the output load reflection coeffi-
cient.
The corresponding fundamental and second harmonic load impe-
dances of IPA mode (Eq. 2.30, 2.35) are:
Z(f)IPA =
p
2Zf =
p
2Z0 (3.31)
Z(2f)IPA =
 3
8
p
2
 Zf =  3
8
 Z0 (3.32)
Hence, load reflection coefficients of IPA mode will be:
 (f)L IPA =
p
2Z0   Z0p
2Z0 + Z0
= 0:176 0 (3.33)
 (2f)L IPA = 12:236 180 (3.34)
The measured result for the fundamental load reflection coeffi-
cient is close to the theoretical value, however, the measured second
harmonic load reflection coefficient of 46 140 is lower than predic-
ted theoretical value of 12.23 6 180 (Eq. 3.34). This can be due to the
discussed knee effect of real devices (Sec. 2.9.3.2) where the second
harmonic voltage component can be reduced from the 0:5 Vdc value,
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which also decreases the required  (2f)L while the TDE is maintai-
ned high. In addition, the phase difference can be partially due to
the fact that the current in practical transistors has not a perfect half
rectified waveform. Also, the sensitivity of the phase of the second
harmonic voltage component can tolerate some phase differences as
discuss in Sec. 2.9.3.1.
B. Maximum Voltage
The measured maximum voltage for IPA is 71.7 V; the maximum
voltage can be calculated as:
Vmax = Vdc+V1+V2 = Vdc+
p
2 (Vdc   Vk)+0:5 (Vdc   Vk) = 75:8 V
where Vknee = 2:9V . While for class B the maximum voltage is
53.2 V which is close to the expected maximum voltage:
Vmax = Vdc + V1 = Vdc + (Vdc   Vk) = 28 + 23:8 = 51:8 V
This shows that the even harmonic of the IPA allows the fundamental
component to be increased resulting in a voltage waveform with a
high peaking.
C. Output Power
The measured output power has increased by 1.34 dB and this is
comparable to the theoretical value of 1.5 dB. This increase in power
is in part due to the injected second harmonic power contributing to
around 1 dB of the change and the efficient utilization of the transis-
tor as well. This outcome highlights an alternative interpretation of
how this amplifier works. The resulting waveform shaping allow for
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the conversion of RF power injected at the second harmonic to RF
power at the fundamental frequency [50].
This result confirms the output power analysis presented in Sec.
2.9.1 . Moreover, the required injected second harmonic power is,
as expected, only 16% of the fundamental output power.
D. Efficiency
The measured efficiency, taking into account the RF energy injec-
ted at the second harmonic is 89.6% at P1dB assuming a 100%
conversion efficiency. However, the predicted theoretical IPA TDE
is 95.2% (corresponding to a 100% efficient second harmonic ge-
nerator). Considering a more realistic knee effect, as in Table 2.2,
reduces ideal TDE from 95.2% to 89.7% (optimized IPA) and 87.7%
(IPA) at PEP. The measured TDE of the IPA mode is relatively close
to the theoretical results taking into account the knee effect and gain
compression. Thus, validation measurement confirms that a transis-
tor can support this mode with a highly linear efficient operation.
3.6 Summary
This chapter presented a validation measurements for an injection
power amplifier mode. The validation measurement chapter started
with an overview on linear and nonlinear characterization in micro-
wave frequencies. Next, the waveform measurement system that
was used for the validation measurement was briefly described. Fol-
lowing the brief description of the waveform measurement system
used for the validation measurement, the Injection Power Amplifier
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(IPA) was established by injecting appropriate second harmonic po-
wer at the output port of the device.
This chapter shows that a transistor operated under real condi-
tions can indeed support IPA mode. The measurement results are
in agreement with theoretical analysis. The TDE efficiency of the
measured IPA mode reached high linear efficiency of 90%, and that
in accord to theory considering the knee effect of the device. The
output power of the measured IPA mode was also in agrement with
the theoretical part (1.5 dB) with an increase of 1.31 dB; the analy-
sis concluded that the difference of 0.19 dB between the theory and
measured data is due to the knee effect of the real device.
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Chapter 4
Injection Power Amplifier Design
4.1 Introduction
In chapter 3, the validation measurement proved that IPA mode can
be supported by a transistor in a real operating condition. In this
chapter, IPA design based on the active load-pull measurements (Chap-
ter 3) will be presented.
This chapter, starts with a background on PA design for small si-
gnal and large signal design. Next, PA design based on waveform
engineering will be briefly described. A proposed IPA design is des-
cribed and then realised as a proof-of-concept. Finally, the chapter
concludes with a summary.
4.2 Power Amplifier Design Techniques
4.2.1 Small Signal Transistor Amplifier Design Technique
Linear power amplifiers are typically designed around small signal
S-parameters. These measurement are carried out in a 50 
 sys-
tem where the incident and reflected waves are measured. These
basic linear measurement usually performed by VNAs to characte-
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rize passive structures and linear active devices. Several equations
can be calculated from S-parameter measurements that defines gain,
minimum Noise Figure (NF), stability, bandwidth, or power.
For instance, Fig. 4.1 illustrates the reflection coefficient of a mi-
crowave amplifier [57]. The input and output reflection coefficients
of the transistor are calculated as:
 in = S11 +
S12S21 L
1  S22 L (4.1)
 out = S22 +
S12S21 S
1  S11 S (4.2)
Figure 4.1: Schematic of input and output reflection coefficient of a DUT .
An input matching network needs to transform the source impe-
dance ZS (usually 50 
) into the input impedance of the transistor
Zin. Also an output matching network is required to transform the
load impedance ZL (usually 50 
) to the output impedance of the
transistor Zout. Therefore, for a maximum power transfer the source
and load reflection coefficient are required to be conjugately mat-
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ched i.e.;
 S =  

in (4.3)
 L =  

out (4.4)
where the asterisk denotes the complex conjugate.
In addition, S-parameters are used to determine the stability consi-
deration of a transistor. Stability determines the transistor’s resis-
tance to oscillation and this is a very important factor in amplifier
design. For instance, amplifier design with stability factor (K) grea-
ter than unity assures an unconditional stability condition, i.e., no
oscillation will occur under any passive termination. Stability factor
is calculated as:
K =
1  jS11j2   jS22j2 + jj2
2jS12S21j (4.5)
and
 = S11S22   S12S21 (4.6)
Often, amplifier design parameters such as gain and power are
mapped into contours on a Smith chart; this allows a PA to be de-
signed according to design specifications. Once the targeted design
goals are specified, the output and input matching networks are de-
signed accordingly along with a stabilizing circuit. [53, 57]
Small signal design is appropriate for low power applications
such as Low Noise Amplifier (LNA) designs with output power le-
vels well below the compression region. A driver stage operated in
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class A in the linear region can also be designed using the small si-
gnal design technique. However, small signal S-parameters lack the
accuracy at high power levels where an RF amplifier is optimized
and designed for high power high efficiency applications.
4.2.2 Large Signal Power Amplifier Design Technique
For high power amplifier design, small signal S-parameters are not
valid as described in the previous section. Therefore, a large signal
measurement is required to characterize the behavior of high power
amplifiers.
High power Load-pull measurement systems allow high power
PA characterizations and typically measure output power and the
incident and reflected waves under small and large signal condition.
The measured data set from load-pull measurements is a function of
reflection coefficient which can then be mapped onto a Smith chart
as output power contours.
High power RF PA design is usually based on the provided load-
pull contours in the transistor’s data sheet. From these load-pull
contours, the input and output matching networks are designed ac-
cordingly to present the required reflection coefficient for a particu-
lar design specification.
CAD software is also used in high power amplifier design, ho-
wever, it is not always available. Large signal models are hard to
find and take time to develop. Issues of the accuracy of the large
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signal model are always a problematic in PA design, hence, PA pro-
totyping is used and usually requires several iterations to achieve
the desired high efficiency operation. This is due to the lack of the
relative phase information of the harmonics. In addition, the mode
of operation cannot be determined when the RF current and voltage
waveforms at the current generator plane are not available; accor-
dingly the performance cannot be further optimized.
4.2.3 PA Design Based on Waveform Engineering
Since the terminal I-V waveforms are the key to high efficiency PA
design, the observation of the waveforms along with employing wa-
veform engineering concept is a key enabler for the design of highly
efficient and linear PA modes of operation. This section will des-
cribe IPA design based on waveform engineering.
PA design based on waveform engineering [58] has shown state-
of-the-art performance over a narrowband as in the high power high-
efficiency inverse class F design [62] achieving drain efficiencies
above 81%. This approach was also utilized in wideband design as
in broadband class J [48] and broadband class F [63]. The perfor-
mance of these PA prototypes is approaching the theoretical maxi-
mum with the first design iteration.
The approach is based on first measuring a transistor in a large
signal waveform measurement system. The captured terminal waves
and data set are mapped onto a smith chart. Using a de-embedding
technique allows the waveforms at the current generator plane to be
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computed. These data sets are also exported into CAD software; the
input and output matching networks are designed accordingly. In
addition, coupling the captured waveform measurement data with a
large signal model allows further analysis on the transistor. Also,
optimization techniques can be used to achieve the desired design
goals.
4.3 IPA Prototype Design Based on Waveform En-
gineering
The proposed IPA consists of two RF paths where the upper one Fig.
4.2 generates the main fundamental radio frequency signal and a lo-
wer path with a smaller second harmonic auxiliary PA to control the
I-V waveforms of the main PA. The injected even harmonic signal
from the auxiliary PA establishes the IPA mode at the main PA. The
fundamental RF path consists of a coupler to provide a fraction of
the fundamental signal that can be up converted to second harmo-
nic. Here, an off-the-shelf frequency doubler is employed to drive
the small signal PA followed by the auxiliary PA. This proposed IPA
structure will be tested with a CW signal, however, future designs
should consider the effect of the doubler on modulated signals. The
particular configuration has been chosen as all required components
were at hand, however, other configurations are possible.
This IPA structure is more complex relative to other typical RFPA
design. However, as been presented in the first chapter, RFPA design
reaching complex design structure to address efficiency design for a
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good dynamic range as in the Doherty and Chireix PA design. IPA
mode, is also a complex structure which have the potential to address
challenges in RFPA design such as high linear efficiency design or
wideband design. In addition, IPA design is less complex than ET
PA where in ET PA a step up efficient DC to DC conversion process
is required.
Figure 4.2: Proposed topology.
The IPA design starts with active load pull measurements on the
device (PA) that are presented in Sec. 3.5.3. The emulated funda-
mental and harmonic impedances are measured. Next, the output
matching network is designed accordingly using ADS (Advanced
Design System). The output network design starts with the multi-
plexer network followed by the matching network. The multiplexer
network is designed in such a way to allow the harmonic injection.
In addition, a large signal model has been used for optimizing the
output matching network with the diplexer design.
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4.3.1 PA Demonstrator Design
For the proof of concept, the actual realized PA consists of two 10
W GaN (CGH40010F) HEMT (High Electron Mobility Transistor)
devices biased at class B, the drain voltage is biased at 28V for the
main device while the auxiliary device is biased at a much lower
level at 8 V, since the required injected second harmonic power is
much lower than the fundamental RF power. The PA demonstra-
tor also includes an output matching network which consists of a
simple multiplexer and impedance transformers. The devices have
been chosen since they are commercially available; a nonlinear mo-
del exists and provides relatively high output power levels. For the
circuit board a high frequency laminate board (TMM3) from Rogers
Corporation is used. The board parameters are shown in Table 4.1.
The input drive is achieved using two ESGs (Electronic Signal Ge-
nerators); hence one is used to generate the second harmonic signal
instead of a doubler and thus feeds the auxiliary PA directly.
Table 4.1: Parameters Of The High Frequency Laminate Board (TMM3).
Parameter Value
Substrate thickness 0.762 mm
Relative dielectric constant 3.27
Relative permeability 1
Conductor conductivity 5:961 107 Siemens/meter
Dielectric loss tangent 0.002
4.3.1.1 Multiplexer Design
The design starts with a multiplexer (Fig. 4.3) that allows the main
PA (Port1) fundamental signal to see only a constant load while the
4.3 IPA Prototype Design Based on Waveform Engineering 105
auxiliary PA (Port2) sees only the main PA. This way the RF funda-
mental signal finds its way to the load and the auxiliary PA performs
the required waveform shaping.
The S-parameters for the multiplexer network (using ideal trans-
mission lines) are shown in Fig. 4.4 with the network designed for a
fundamental frequency signal at 0.9 GHz.
Figure 4.3: Multiplexer.
The resulting diplexer1 network shifts the input impedance of
port 1, and this shift is required to be considered in the design of
the fundamental matching network; i.e., to transform the input im-
pedance of port 1 (  = 0:456 153) into the desired load reflection
coefficient of the DUT (Table 3.4).
The multiplexer network as can be seen from S(3,1) allows Port 1
to input a signal at 2f0 to Port 3, and sees an open circuit at the
fundamental f0 frequency, i.e., there is no power transferred between
Port 1 and Port 3 at the fundamental f0 frequency.
1The Diplexer is used as a general term to show that the network at Port 2 passes the low
fundamental frequency and blocks the high second harmonic frequency, Port 3 passes the second
harmonic frequency while blocking the fundamental frequency and Port 1 is the common port.
However, this networks doesn’t perform as the exact definition of a Diplexer.
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Figure 4.4: S-parameters for the multiplexer network.
4.3.1.2 Output Matching Network
The output matching network was designed for optimum perfor-
mance according to the load pull measurements while the auxiliary
PA’s matching network was designed based on the provided data
sheet of the device (Appendix B). The design of the output matching
network was challenging since the output network needs to present
the required optimum fundamental and harmonic loads while allo-
wing the frequency multiplexing at the same time. So a compromise
in the design was considered. Next, an optimization process in ADS
was used, the load reflection coefficient of the output network is dis-
played in Fig. 4.5.
The output matching network is required to present the desired
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Figure 4.5: Load reflection coefficient of the output matching network.
fundamental load reflection coefficient of  L = 0:176 0 (Table 3.4).
The output network (Fig. 4.5) is designed accordingly with an op-
timization process for both the multiplexer and the matching net-
works. Looking at Fig. 4.5, the fundamental load reflection co-
efficient presented to the current generator plane of the device is
0:196 33 which is not precisely the desired fundamental reflection
coefficient presented in Table 3.4. In addition, the third harmonic
reflection coefficient is 0:746  145 which is not a perfect short cir-
cuit. Accordingly the performance of the realised PA is expected to
be lower than the performance displayed in the validation measure-
ment results.
To quantify the loss of the output network, the S-parameter of
the output network is measured in ADS software, where the source
impedance is defined as 58.5 
 for port 1 (i.e., corresponds to the
matched case of   = 0:176 0) and a 50 
 load at port 2. The inser-
tion loss S(2,1) of the output network is 0.21 dB (Fig. 4.6). This link
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loss will reduce the output power and as a result reduces the theore-
tical TDE (95.2%). The output power of IPA mode (Table 2.1) will
be reduced to;
Pout = PIPA   Ploss
= ([10  log(0:707)] + 30 dBm)  0:21 dB
= 28:5  0:21 = 28:29 dBm = 0:675W
Therefore, the new theoretical TDE accounting for the insertion loss
will be;
TDE = 0:675=0:743 = 90:8%
.
Figure 4.6: Insertion loss S(2,1) of the output network.
For more comparable results, the measurement results presented
in Table 3.4 show TDE of 89.6% with output power of 39.14 dBm
which will be reduced by the insertion loss of 0.21 dB to 38.93 dBm.
Accordingly, the TDE will be reduced to 85.3%
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4.3.2 PA Simulation Results
The schematic of the PA demonstrator is shown in Appendix C. The
simulated results (Fig. 4.7) shows TDE of 78.6% at P1dB and 88%
at the saturated output power level.
The difference in drain efficiency at P1dB between the simula-
ted results (TDE = 78:6%) and the validation measurement results
(TDE = 89:6%) is partially due to the output matching network
where the fundamental and harmonic loads are not the desired opti-
mum loads as been pointed out earlier. In addition, the DC power of
the injected second harmonic power in the validation measurement
is calculated from the measured RF power assuming a unity drain
efficiency of the auxiliary source. However, despite the fact that this
circuit is the first design version of IPA mode, the expected drain
efficiency at only a modest drain compression of 1 dB is 78.6%.
Figure 4.7 shows that with a further investigation and optimiza-
tion, the efficiency can be further increased by using an optimised
drive strategy. As the plot shows that optimizing the phase of the se-
cond harmonic signal can increase the TDE up to 80% at P1dB; this
will be carried out in the realized IPA power amplifier to optimize
the efficiency at the maximum linear operation. Moreover, this topo-
logy has interesting drain efficiency behavior. It does not decrease
but continues to increase as the PA is driven hard into saturation, a
result that can be utilized in some applications. This drain efficiency
behavior is likely to be due to the discussed positive slope of the
knee effect which the IPA mode utilized efficiently. The predicted
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efficiency at the saturated output power of 11 W is 88%.
Figure 4.7: IPA simulation results for an increasing phase offset between the
two input signals.
4.3.3 Realized PA Demonstrator
This is the first stage in the design, the IPA demonstrator is designed
to be driven by two Electronic Signal Generators (ESGs) for both
the fundamental and second harmonic input power as previously de-
picted in Fig. 4.3. The PA demonstrator (Fig. 4.8) was successfully
fabricated and characterized. It achieved a drain efficiency of 74.3%
at 900 MHz at P1dB for a non-optimal drive strategy. The highest
drain efficiency was 85.7% at the saturated output power of 10 W.
(Fig. 4.9)
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Figure 4.8: Realized IPA.
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Figure 4.9: IPA measurement results for a constant (and hence not yet opti-
mized) magnitude and phase offset between the two drive signals.
4.3.4 IPA Power Amplifier
A complete functioning IPA power amplifier with a single input
(Fig. 4.2) has been designed using a coupler, doubler and PA dri-
ver. The PA driver is an off the shelf PA used at the low power side.
4.3 IPA Prototype Design Based on Waveform Engineering 112
Therefore, the DC power of the driver has not been considered in the
drain efficiency equation.
Considering the knee effect, the second harmonic power has been
optimized at the P1dB compression point where the injected second
harmonic power is reduced. The optimized driving condition has
shown enhanced results (Fig. 4.10) with a drain efficiency of 80%
at P1dB and this result is more comparable to the analysis presented
in the theory part. Although the IPA power amplifier presented here
is only a proof of concept where a multiplexer utilized =4 trans-
mission lines, which limited the utilized bandwidth, the measured
relative bandwidth is 22% for drain efficiencies of 60-80% at P1dB.
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Figure 4.10: IPA power amplifier measurement results.
Linearity was not the intention of this research and the aim of the
PA prototype is to demonstrate the IPAmode. However, many appli-
cations have a standard linearity specs; thus, a two-tone signal has
been measured and the output spectrum at the P1dB compression
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point is shown in Fig. 4.11. The third-order intermodulation dis-
tortion IM3 is -24 dBc and the fifth-order intermodulation distortion
IM5 is -22 dBc.
Figure 4.11: IPA power amplifier linearity measurement.
4.4 Summary
This chapter has provided a proof of concept in the detailed PA pro-
totype. The IPA is designed according to the validation measure-
ments in Chapter 3. The output network is designed to perform two
crucial tasks: first to function as a diplexer network to allow second
harmonic power injection into the main device and also passes the
fundamental signal into the load; second, to present the required
fundamental and harmonic impedances extracted from the load-pull
measurements. The design of the output network was satisfactory
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but did not present exactly the required fundamental and harmonic
load impedances. Hence, the simulated and measured results of the
IPA prototype was less than the validation measurement of the de-
vice.
The IPA prototype is designed, built, and characterized; the mea-
sured results of the IPA prototype at 0.9 GHz shows a high linear
efficiency of 80% at P1dB compression point and 86% at 4 dB com-
pression point delivering the rated output power of 10W. Despite,
the deviation of the realized matching network from the desired fun-
damental and harmonic impedances, the IPA prototype shows a high
linear efficiency mode; hence, this proof of concept IPA prototype
validates the injection power amplifier concept and its potential.
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Chapter 5
Extending IPA mode Towards Wide
Band Power Amplifier Applications
5.1 Introduction
Creating a wide bandwidth high efficient PA is the ultimate design
goal for the next generation of mobile communication. A single
wideband PA reduces the cost and size of a multiple narrowband
PAs. In addition, wideband PAs can be employed in multi-standard
and multi-band applications.
In this chapter, a state-of-the-art wideband PA designs in the cur-
rent literature will be presented. Next, a novel approach for wide-
band PA design will be described employing a multi-mode approach.
Each mode of the proposed wideband design will be discussed. In
addition, a combining network, which is a key design part in the
multi-mode approach will be described. Finally, a summary of the
chapter will be presented.
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5.2 Wide BandHigh-Efficiency Power Amplifier De-
sign
Typically, power amplifiers require fundamental and harmonic mat-
ching circuits to achieve high efficiency figures. Class B, for example,
has a high drain efficiency of 78.5% while class F is 91.7% and both
require a high Q-factor network which typically limits the operating
bandwidth into 10%.
For wideband applications, RFPAs are traditionally designed in
class A operation where the theoretical peak efficiency is 50% and
in real devices the peak efficiencies are typically in the range of
40%. For high efficiency operation, RFPAs require a high reflec-
tive harmonic termination, which limits the operating bandwidth to
less than an octave since the second harmonic frequency will be part
of the fundamental operating bandwidth. For instance, the recently
introduced wideband class J [48] and continuous class F [63] design
show a high efficiency operation across a wide frequency band, ho-
wever, still limited to less than one octave.
The published state-of-the-art highly efficient PAs  > 55 % and
wideband BW >50 % are shown in Table 5.1.
Table 5.1: STATE-OF-THE ARTWIDEBAND RFPA.
Reference Class Frequency Freq. Ratio Power Gain Drain Eff.
(GHz) (W) (dB) (%)
[48] J 1.4-2.6 1.9 >11 >9 60-70
[64] E 1 1.9-4.3 2.4 >10 >9 57-72
[63] F 0.55-1.1 2 >8.5 >9.5 65-80
1It did not mention in that paper which class but was based on a switch mode model for the
device with second harmonic phase tuning which is more likely to be a variant of class E operation.
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Table 5.1 shows that only recently has the research community at-
tempted to mitigate the bandwidth limitation of high efficiency ope-
ration. The maximum achieved bandwidth as shown in the table is
not far from the theoretical limitation of an octave bandwidth. Also,
it is worth mentioning that most of the published work operated in
a harmonically tuned PA modes across most of the bandwidth. In
cases in which the frequency band extends beyond an octave, most
of the designs are operated in class B mode with resistive harmonic
loading or a variant of restively harmonic loaded class E/F/J in the
lower band; since by definition the harmonic loads of the harmoni-
cally tuned PAs (class J/F/E) require a high reflection network. This
is not the case for those designs, the resistive harmonic loads from
the lower frequency range become then the fundamental impedance
at the upper band, hence, allowing for operation beyond the octave
limitation. This is not stated in those published works and there was
not any analysis on the mode of operation at the lower band.
5.3 Wideband IPA Design
Ideal wide band IPA operation can be implemented with an ideal
circulator as previously shown in Fig. 2.10. However, due to the
lack of an ideal broadband circulator, another design approach can
be implemented by using filters and a diplexer. A diplexer based
on a quarter wavelength transmission line can provide the required
function of passing the fundamental signal from DUT to the load,
and allows simultaneously the second harmonic signal to pass to
the DUT port; however, this approach has a limited bandwidth of
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operation. As a result, due to the lack of circuits that behave as an
ideal circulator, a new approach is proposed based on multi-mode
approach, which will be discussed in the next section.
5.3.1 A Novel Multi-Mode Approach
A novel approach, based on combining passive and active harmonic
terminations would theoretically allow the designer to maintain the
required harmonic terminations across a multi-octave band. In this
design, second harmonic injection will be utilized to present a va-
riant of different modes [65]: class B, class J and IPA mode that are
located at neighboring frequency bands. Hence, active and passive
harmonic injection architectures would be a significant improvement
to such systems to push further the limitations of today’s PAs’ effi-
ciency and bandwidth.
5.3.2 Modes of Operation
The following section will briefly summarise three proposed PA
modes of operation in the multi-mode approach.
5.3.2.1 Resistive Loaded Class B
Considering class B with a second harmonic resistively loaded, the
current waveform is a half rectified sine wave:
i () = Imax
241

+
sin 
2
+
1X
n=2;4;::
 2
 [n2   1] cos (n)
35 (5.1)
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and the voltage waveform is defined as:
v() = Vdc[1  0:5  Z(f0)  sin + Z(2f0)  2
3
cos2] (5.2)
where Vdc is drain DC bias voltage and Imax is the saturation current.
The resistively loaded class B impedances are defined as:
Z(nf0) =
8><>:
Rn + j  0 for n = 1 or 2
0 + j  0 for n > 2 (5.3)
Using Eq. 5.1-5.3, the performance of a transistor as a function
of the ratio of the second harmonic impedance to the fundamental
impedance (Z2f0=Zf0), drain efficiency (Drain), power utilization
factor (PUF) and harmonic distortion of the second harmonic power
referenced to fundamental (HD2f0) of the resistively loaded class B
are shown in Table 5.2.
Table 5.2: RESISTIVE LOADED CLASS B PERFORMANCE ACCOR-
DING TO RATIO OF THE SECOND HARMONIC TO THE FUNDAMEN-
TAL IMPEDANCE.
Z2f0=Zf0 Drain PUF HD2f0
(%) (dB) (dBc)
1 55 -1.5 - 7
0.5 65 -0.9 -10
0 78.5 0 -inf
Table 5.2 shows that according to the ratio of the second harmo-
nic to the fundamental load, a compromise between efficiency, PUF
and linearity can be achieved in wideband PA design. For instance,
as the second harmonic impedance reaches half of the fundamental
impedance, the drain efficiency increases up to 65% with a compro-
mised linearity and output power. That is, drain efficiency of class B
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(78.5%) will be reduced to (65%) when the second harmonic is in
midway between a short and the fundamental load Zf0. The second
harmonic distortion is -10 dBc; and the power utilization factor is
-0.9 dB which indicates that the RF output power in this mode will
be less than ideal class B by 0.9 dB. These output power and li-
nearity results has been observed for wideband design reaching an
octave [64] where the lower band sees the resistive impedance of the
upper band.
Class B with a reduced second harmonic load relative to the fun-
damental load allows wideband design with a compromise between
efficiency, power and linearity. This approach will be exploited in
the lower band where harmonics still lie in the operating band.
This analysis considered only a second harmonic resistive load
since all higher harmonics will be much lower than the second har-
monic load due to the fact that the output capacitance of the device
will present a lower reactive impedance to the higher harmonics. In
addition, the output passive network can also be used to present a
high reflection network at out of band frequencies.
5.3.2.2 Class J
Class J offers class B performance with drain efficiency of 78.5%.
Class J [48] has shown high efficiency operation over broadband
bandwidth reaching up to 60% of percent bandwidth. Class J will
be used at the upper band where the harmonics required for class J
operation will be out of the operating bandwidth and thus the passive
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network will be designed to present the highly reflective network re-
quired for class J operation. The optimum fundamental and second
harmonic loads are:
Zf0 = R0 + j R0 (5.4)
Z2f0 = 0  j 
3
8
R0 (5.5)
5.3.2.3 IPA mode
IPA mode will be used in the mid band to support the transition
between the two modes operated in the lower and upper band and
so extend the operating bandwidth. The fundamental and second
harmonic loads of IPA mode [52] are:
Zf0 =
p
2R0 + j  0 (5.6)
Z2f0 =
 3
8
R0 + j  0 (5.7)
5.3.3 Proposed Multi-Mode Operation
The design is based on presenting appropriate harmonic load impe-
dances that can be actively modified over a range of frequencies to
improve the power and efficiency performance of a wideband power
amplifier. The PA topology will be based on the IPA structure as
depicted in Fig. 5.1.
The key novel aspect of the design concept proposed is that in the
mid band the IPA mode will be utilized to provide a transition bet-
ween the two modes of operation and thus extending the operating
bandwidth.
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Figure 5.1: Injection power amplifier.
The impedance requirements of the proposed multi-mode is shown
in Fig. 5.2, where a resistively loaded class B is operated in the range
of f0 to 3f0=2 therefore, the second harmonic load will span from
2f0 to 3f0, hence in-band. Class J operation will span from 3f0 to
4f0 therefore, the second harmonic load will span from 6f0 to 8f0,
hence above band, and thus will be highly reflective as shown on the
smith chart. IPA mode will be utilized to link those two modes of
operation where it spans from 3f0=2 to 3f0, thus provide for active
second harmonic impedance control from 3f0 to 6f0.
The load line in Fig. 5.2 shows that a compromise between those
modes will have to be considered to achieve a drain efficiency grea-
ter than 60% for a double-octave bandwidth. The gain and output
power will not be flat across the operating bandwidth due to the dif-
ferent modes employed in each band. However, to have more flatter
gain and power across the band, a possible solution is to design the
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(a) Load line
IPA R. Loaded
Class J
Class BMode
Z(2f0) Class J
(b) Smith chart
Figure 5.2: Multi-mode operation.
PA around a 1.5 dB contour of the optimum power (Popt) by choo-
sing the impedance of the upper band to be half of the impedance at
the lower band i.e., RL = RH=2. Choosing RH =
p
2Ropt, where
Ropt is the optimum impedance of the device for maximum output
power. The output power [19] for those impedances at the high and
low load conditions will be;
Pout =
Poptp
2
(5.8)
Therefore, the output power at the upper and lower bands relative to
the Popt are;
Pout = 10  log (Pout
Popt
) = 10  log ( 1
sqrt2
) =  1:48 dB (5.9)
Figure 5.3 shows the fundamental impedances versus frequency for
a double-octave bandwidth design where the impedance of the upper
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band is half of that at the lower band.
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Figure 5.3: Fundamental impedance of a multi-mode design where the impe-
dance at the upper band is half of the impedance at the lower band.
5.3.4 Combining Network
A key aspect in this design is the development of a suitable com-
bining network that allows injection of the second harmonic signal,
which is generated by the auxiliary PA, without interfering with the
signal transmission of the fundamental signal path between the main
PA and the load. As a result, the main device can be designed in
such a way that it sees an optimum fundamental load across a multi-
octave band while the second harmonic impedance is generated by
both the passive network and active injection. The ideal function of
the combining network is depicted in Fig. 5.4. Such functionality
can be approximated by a diplexing network or a power combining
network.
The complete PA of the IPA structure was shown in Fig. 4.2 and
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Figure 5.4: Combing network/ Diplexer.
that will be adopted in Chapter 6 for a wideband PA design. As
been previously described, a coupler has been utilized to extract a
fraction of the input signal which is then fed into a passive doubler to
generate the second harmonic signal. After that the second harmonic
signal is input into a low power driver and then into the input of
the auxiliary PA. Thus, IPA mode can be used in the designated
mid band. On the other hand, the output network consisted of the
combining network, main matching network and auxiliary network
should be designed for fundamental matching and also to provide
the necessary passive harmonic terminations for the lower and upper
bands.
5.4 Summary
A proposed extension of IPAmode to wideband design has been pre-
sented. Due to the technical design challenges of designing an ideal
broadband circulator required for broadband IPA mode, a novel ap-
proach based on multi-mode operation that combines both passive
and active harmonic injection is proposed. A key circuit combining
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network design has been described to allow multi-mode operation of
passive and active harmonic injection. In this multi-mode design, a
compromise between efficiency, linearity and output power has been
considered for wideband operation. The proposed PA can be desi-
gned for bandwidth exceeding a double-octave. In the lower band,
a resistive class B is proposed where harmonics lie in the operating
bandwidth, the proposed design considered a lower load at the har-
monics of class B; in this mode the efficiency is traded for output po-
wer, gain and linearity. In the mid band, the IPA mode is employed
to extend the operating bandwidth. In the upper band, class J is de-
signed where the harmonics lie outside the operating bandwidth.
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Chapter 6
A Novel Multi-Mode Power
Amplifier Design
6.1 Introduction
The proposed multi-mode PA in Chapter 5 will be designed, built
and characterized. This chapter starts with introducing a conceptual
system for a double-octave bandwidth; the response of the output
network will be defined for each mode of operation.
Since the design is for broadband operation (double-octave), the
fundamental matching and harmonic terminations across this band-
width will be hard to achieve at the exact required impedances, es-
pecially with a complex output network that consists of a combining
network and the main and auxiliary matching networks. Thus, the
design will be based on a non-linear model of the devices; and an
optimization process for the output network will be used in ADS
software.
A conceptual system of the output network response will be first
defined to provide the required fundamental matching, passive ter-
mination and harmonic injection across the relevant frequencies at
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each band. Next, the large signal model will be investigated for DC
analysis, stability and then a load-pull simulation across the desired
bandwidth will be carried out. Finally, a multi-mode wide band PA
prototype will be designed, built and measured.
6.2 Multi-Mode PA Design
6.2.1 PA Design Strategy
For a 4:1 bandwidth (double-octave) design [65], the design will
utilize three modes of operation across 0.7-2.8 GHz as shown in
Table 6.1. In this design, the targeted efficiencies are PAE >50%
and the resistive loading class B will be extended to cover larger
band from fs to 2fs, so that the IPA mode will cover a band from 2fs
to 3fs and that is more practical for the complex design of IPAmode,
while class J covers the band from 3fs to 4fs. The IPA mode will be
active only in the desired bandwidth by using band pass filters at the
input side of the auxiliary PA. Alternatively, the limited bandwidth
of passive doublers can also be utilized at the input of the auxiliary
PA to output only the desired second harmonic frequency.
Table 6.1: MODES OF OPERATION.
Fundamental Load Second Harmonic Load
Resistively Loaded fs to 2fs Passively
Class B 0.7 to 1.4 GHz Loaded
IPA mode >2fs to 3fs Actively
>1.4 to 2.1 GHz loaded
Class J >3fs to 4fs Passively
>2.1 to 2.8 GHz Loaded
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6.2.2 Conceptual System for Double-Octave BW
6.2.2.1 Lower Band
In the lower band, as has been proposed in Chapter 5, a resistively
loaded class B will be designed. The output network of the multi-
mode PA will be designed as shown in Fig. 6.1
Figure 6.1: Conceptual system design showing restively loaded class B output
network.
The Diplexer network will pass the fundamental signal from fs
to 4fs. Thus, Network A will present the fundamental and second
harmonic loads.
6.2.2.2 Middle Band
IPA operation is shown in Fig. 6.2 in the band (2fs to 3fs). The fun-
damental signal will pass through the lower port (< 4fs) of the Di-
plexer where Network Awill present the fundamental matching. The
second harmonic load will be actively controlled by the auxiliary de-
vice. Network B will be designed for a fundamental matching of the
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auxiliary device.
Figure 6.2: Conceptual system design showing IPA output network.
6.2.2.3 Upper Band
In the upper band, class J will be designed for the band (3fs to 4fs)
as shown in Fig. 6.3. Network A is designed to presents matching
network for the fundamental signal. While Network B is designed to
present the second harmonic load required for class J operation.
Figure 6.3: Conceptual system design showing class J output network.
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6.2.3 Device of choice for Broadband Applications
For broadband operation, the selection of the device is critical. The
bandwidth is limited in high power devices by the high capacitance
and small optimum load. A small optimum load will require multi-
section matching networks which is suitable at a fixed frequency.
However, with a high capacitance, the matching for broadband ope-
ration is hard to achieve. Therefore, for high efficiency high power
applications a device technology with a small capacitance and high
output optimum load will be preferable over other technologies.
A wide bandgap semiconductor as a GaN HEMT devices have
high power density which is more than 10 times that of GaAs tech-
nology. This means GaN devices have a smaller periphery which
makes the device capacitance much lower than other technologies
for the same operating power. In addition, GaN HEMT devices have
a high breakdown voltage and that results in a high output impe-
dance. Therefore, the low output capacitance coupled with a high
output impedance allows for simple input and output matching net-
works to be designed for broadband applications. [66, 67]
6.2.4 Device Characteristics
In this section, we will look at the characteristics of the 10 W Cree
device (CGH40010F) which will be used in this wideband PA de-
sign. First we will perform DC Analysis followed by S-parameter
simulation and then the design of a stabilizing circuit.
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6.2.4.1 DC Analysis
Performing a DC analysis (Fig. 6.4) on the 10 W Cree device shows
that the gate pinch off is around -2.4 V and more than 10 W can be
achieved from this device. The knee voltage is around 3 V and has
a high breakdown voltage which is suitable for a mode of operation
that requires high voltage peaking.
Figure 6.4: DC analysis.
6.2.4.2 S-Parameter Simulation
In this section, S-parameter simulation will be performed (Fig. 6.5)
to look at the 10 W Cree device behavior. Figure 6.6 shows that at
class B bias condition the usable operating bandwidth for a maxi-
mum available gain greater than 10 dB is roughly from DC - 5 GHz.
6.2.4.3 Stability
A stabilising circuit with a series resistive loading of 10 
 and a
shunt resistance of 47 
 with a bank of shorting capacitance (Fig.
6.7) was used to attain unconditional stability (i.e., k-factor >1) across
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Figure 6.5: Schematic of s-parameter simulation.
in band and out of band frequencies. The steps of improving the gain
at the higher band is described in (Appendix D).
S-parameter simulation for the PA device with the stabilizing cir-
cuit is shown in Fig. 6.8. It can be seen that the transistor is uncon-
ditionally stable and has a maximum available gain of greater than
10 dB for the required operating bandwidth (0.7-2.8 GHz)
6.2.4.4 Load-Pull Simulation
Load-Pull simulation has been performed to identify the optimum
fundamental impedance for a maximum efficiency across the ope-
rating bandwidth. The resulting optimum fundamental and harmo-
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Figure 6.6: S-parameter simulation.
Figure 6.7: Schematic of the stabilising circuit.
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Figure 6.8: S-parameter simulation for the stabilising circuit.
nic loads for the three required PA modes of operation are shown
in Table 6.2 for different modes of operation. The load-pull simu-
lation has been performed for a class B biasing condition with a
gate-source voltage of -2.4 V and drain-source voltage of 28 V.
Table 6.2: OPTIMUM LOADS USING LOAD-PULL SIMULATION.
Freq (GHz) 0.7 1.4 1.5 2.1 2.2 2.8
Z(fs) (
)
Resistive 39.4+ 23.8+ - - - -
loading class B J21.4 J17.0
Z(fs) (
) - - 26.5 + 23.5+ - -
IPA mode J44.0 j18.3
Z(fs) (
) - - - - 13.65 + 14.35+
Class J j12.2 j2.65
Z(2fs) (
) 50 - j0 50 + j0 -10 + j10 -10 + j10 0 + j60 0 + j150
Z(3fs) (
) 50 - j0 50 + j0 0 - j10 0 - j30 0 + j0 0 - j0
Z(nfs) (
) Shorted Shorted Shorted Shorted Shorted Shorted
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6.3 PA Prototype Design
The PA prototype consists of two devices, a 10WCree (CGH40010F)
device (main device) and a 6 W Cree (CGH40006PE) device (auxi-
liary device) where both were biased at pinch-off. Both devices will
be designed to operate in a high efficiency mode according to the
load-pull simulations. The design will start with the output network
that connects both main and auxiliary PAs. After that, input mat-
ching will be designed for both devises.
6.3.1 Output Network Design
In this section we will show the design of the output network (high-
lighted in a box in Fig. 5.1) and consists of the combining network
(Diplexer) and the matching circuitry for both the main and auxiliary
devices.
6.3.1.1 Combining Network Design
The combing network (diplexer) design is required to present an
open circuit to the main device at the fundamental frequency when
looking into the auxiliary device. The centre frequency for the com-
bining network chosen is 1.8 GHz since it is in the mid-band of
the targeted operating bandwidth (0.7-2.8 GHz). A high frequency
laminate board from Roger corp. (TMM3) has been used in this
design.
The design starts first with using a radial stub of length 18 mm
to present a short at 1.8 GHz (Fig. 6.9). Next, a quarter-wavelength
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line (25.8 mm) at 1.8 GHz has been employed to transform this short
created by the radial stub into an open circuit at port 1 and 2. Also,
the drain DC biasing circuit for the main device has been considered.
Figure 6.9: Schematic of the diplexer network.
Figure 6.10 shows the diplexer network performance where the
input impedance of port 1 S(1,1) sees a 50
 load at 1.8 GHz. Conse-
quently the forward transmission coefficient S(2,1) has its best re-
sults at 1.8 GHz and performance is degraded as the frequency de-
viates from the centre frequency of the design. The injection port
S(1,3), sees high impedance for the frequency range of 1.2 GHz to
2.5 GHz and sees low impedance from 3.0 GHz to 5.5 GHz which
is appropriate for the frequency range of the injection mode (3.0-4.2
GHz).
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Figure 6.10: S-parameter simulation for the diplexer network .
6.3.1.2 Output Matching Network
A. Main Matching Network
After the diplexer network design, the output matching network for
the main device has been designed (Fig. 6.11) to present the required
broadband fundamental impedance identified by load-pull simula-
tion. However, with a complex design including a diplexer network,
the matching was targeting a zone on the Smith chart around the
optimum fundamental load rather than matching to the exact pre-
defined loads. This is reasonable since the aim of the design is a
high-efficiency wideband PA where a trade-off between bandwidth
and efficiency must be considered.
Figure 6.12 shows the simulation results of the output network
and it can be seen that the input impedance of port 1 is plotted on
smith chart as S(1,1) indicated by dotted squared and the injection
port (Port3) as S(3,3). S(1,1) presents a fundamental load impedance
close to the load-pull simulation at the lower band and upper band
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Figure 6.11: Schematic of the output network with the fundamental matching
network.
but not at the mid band where IPA mode will be utilized to link the
two modes of operation. Also, the forward transmission coefficients
S(2,1) and S(1,3) shows a good broadband performance across 0.9-
2.2 GHz and as the frequency reaches the edges of the operating
bandwidth the performance is degraded.
B. Auxiliary Matching Network
The input impedance looking from port 3 S(3,3) clearly presents a
challenge for broadband matching the auxiliary device across 3.0-
4.2 GHz where the impedance spans a relatively big circle (from
6 
 to 65 
) around a 50 
 Smith chart. This is mainly due to
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Figure 6.12: S-parameter simulation for the output network including the
fundamental matching network.
the complex nature of the quarter wave transformer used in this
design. Those impedances need to be matched to a fundamental
load impedance spans from ZL = 12:57 + j23:1 
 at 3 GHz to
ZL = 9:44 + j11:68 
 at 4 GHz (Appendix B).
A biasing circuit for the auxiliary PA and a tuning circuit (Fig.
6.13) have been added to match the input impedance S(3,3) of port
3 into an area closer to the centre of the smith chart across 3.0-4.0
GHz bandwidth as shown in Fig. 6.14.
The output network with output matching for both devices is
shown in Fig. 6.15. Port 1 represents the port connected to the main
device, port 2 is the RF out and port 3 is connected to the auxiliary
device.
The simulation results of the output network are shown in Fig.
6.16. It can be seen, the fundamental impedance presented to the
main device S(1,1) has fallen close to the required optimum loads,
tabulated in Table 6.2, across the lower and upper band of the opera-
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Figure 6.13: Schematic of output network with matching networks.
ting bandwidth. Though, in the mid band the imaginary part of the
fundamental impedance does not stay in the inductive part of Smith
chart, which will affect the PA performance in this band.
The input impedance S(3,3) looking from port 3, clearly presents
a challenge for broad band matching for the auxiliary device across
3.0-4.2 GHz, especially in the upper band. Therefore, the injection
mode window is not expected to operate perfectly across the desi-
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Figure 6.14: S-parameter simulation of the input impedance of port 3.
gned window (3.0-4.2 GHz).
6.3.2 Input Matching network
The input matching network for both PAs (Fig. 6.17, Fig. 6.18) has
been conjugately matched at the maximum operating frequency to
improve the gain at the upper band.
6.3.3 PA Simulation Results
6.3.3.1 Simulation Results
A complete structure as proposed in Fig. 4.2 including a coupler,
doubler and band pass filter (Appendix E) has been simulated and
the expected stability of the PA is shown in Fig. 6.19.
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Figure 6.15: Schematic of the output network.
The stability spec. of this project is a k-factor greater than 1.1 to
insure the unconditional stability of the PA (Fig. 6.19).
6.3.3.2 Momentum Simulation
The design then has been simulated by momentum simulation and
optimized. The simulation results are shown in Fig. 6.25 where a
PAE > 50% is calculated across 4:1 bandwidth (0.68 - 2.72 GHz)
with an output power is equal to or greater than the rated power of a
10 W device.
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Figure 6.16: S-parameter simulation of the output network.
Figure 6.17: Schematic of input match for the main device.
6.3.4 PA Prototype Measurement
6.3.4.1 PA Structure
The power amplifier prototype is a hybrid design where commer-
cially available components will be used for a proof of design concept.
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Figure 6.18: Schematic of input match for the auxiliary device.
Figure 6.19: Simulation of stability factor of complete structure.
The PA prototype is shown in Fig. 6.20 where the main and auxiliary
devices with their matching networks are mounted on one board.
While the other components will be a set alone off-the-shelf com-
ponents commercially available like couplers, filters and frequency
doublers. In Fig. 6.20, the main device (10W) is in the middle of the
PA and the auxiliary device (6 W) is in the lower side of the PA. The
board used is a high frequency laminate board (TMM3) from Ro-
6.3 PA Prototype Design 146
gers Corp. mounted on an Aluminium base metal with dimensions
of 61.5x76.5 mm.
Figure 6.20: Realised PA prototype.
6.3.4.2 PA Measurement
The first test was a stability test, and the realised PA has success-
fully passes the test that was performed using a spectrum analyzer.
Secondly, the PA performance was measured across the bandwidth
(0.6-2.8 GHz) where the output power is measured by spectrum ana-
lyzer (Agilent N1996A).
The measured results for a complete structure (Fig. 6.21) are
shown in Fig. 6.25. The passive doubler used is from Marki Mi-
crowave (D99210) and the PA driver is an off-the-shelf component.
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Figure 6.21: Full structure PA prototype.
The PA performance at each band is measured; Fig. 6.22 shows
the input, output power, Drain Efficiency (DE), TDE and PAE at 0.7
GHz. Where PAE includes all the DC power of the structure, i.e.;
PAE =
Prf   Pin
Pdc Main + Pdc Aux
The measured PAE at P1dB is in the mid 50s% and output power is
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Figure 6.22: Measured results of the PA prototype at 0.7 GHz.
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around the rated output power 40 dBm.
Figure 6.23 shows the performance at 1.6 GHz (mid band); this is
the window where IPA mode is active. The drain efficiency at P1dB
is in the mid 80s%, while the TDE (i.e., DE including DC power
of the auxiliary device) is above 80% and PAE is in mid 70%. The
output power in this mode has increased up to 42.9 dBm; this is a
difference of almost 2.9 dB from the lower band. The reason is that
in the lower band, a resistive class B mode is utilized and that re-
duces the output power by 0.9 dB (as been discussed in Chapter 5);
while in the mid band, the output power of the IPA mode is ideally
expected to be increased by 1.5 dB. However, this gain difference
between these modes was described in Chapter 5, thus, this PA de-
sign did not consider a flat gain design.
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Figure 6.23: Measured results of the PA prototype at 1.6 GHz.
At 2.4 GHz (upper band), the performance of the PA is shown in
Fig. 6.24. The PAE is above the 50s% and output power is 41.9 dB.
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It is worth mentioning that there is a very small measured DC power
of the auxiliary device at the upper band and that reduces DE by 2%.
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Figure 6.24: Measured results of the PA prototype at 2.4 GHz.
Figure 6.25 shows that the PA achieved a performance of PAE >
50% measured at 1 dB compression point for a bandwidth of greater
than 4:1. The measured results are relatively close to the simulation
results but with a shifted frequency window from the original design
of (0.68 -2.72 GHz) to (0.63-2.56 GHz). In addition, the measured
performance improved at the mid band while at the upper band de-
graded. Also, the gain differs from the simulation and that is most
likely due the input matching network.
Figure 6.26 compares the performance of the PA in the injection
mode to the case when no injection is applied. The PAE has impro-
ved in most of the injection window, the highest is at 1.6 GHz with
19% enhancement and the worst case is at 1.7 GHz where there was
not any improvement. As been discussed earlier, this is due to the
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Figure 6.25: Simulated and measured results of the PA prototype showing
PAE, Pout and gain.
nature of the combining network which makes the matching for the
auxiliary device difficult across the whole bandwidth in the injection
window.
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Figure 6.26: The measured results of applying injection and no injection
mode of the PA prototype showing PAE and Pout.
The measured harmonic powers relative to the fundamental are
shown in Table 6.3. The performance ranges from high harmonic
power levels at the lower band to the low harmonic power levels
in the upper band. The relatively high harmonic power levels at
the lower band are a direct consequence of the resistive harmonic
terminations. The measured performance at the resistively loaded
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class B is comparable to the analysis presented in Sec. 5.2. The
harmonic levels in the injection window (1.6 GHz) are less than 22
dBc and at Class J (2.4 GHz) the power levels are less than 48 dBc
due to the reflective network presented to the harmonics of the upper
band.
Table 6.3: Measured Harmonic Power Relative to Fundamental Power.
Freq (GHz) 0.7 1.0 1.6 2.4
2nd Harmonic (dBc) -11 -15 -22 -48
3rd Harmonic (dBc) -13 -25 -30 -50
A two-tone linearity measurement at 1.6 GHz is shown in Fig.
6.27. It can be seen that the IMD3 and IMD5 at P1dB point are
smaller than -20 dBc for 1.6 GHz. However, the worst case is at 0.7
GHz (resistively loaded class B) where the IMD3 is -12 dBc; this is
expected since the second and third harmonic impedances lie in the
operating fundamental bandwidth of the PA (Fig. 6.28).
Figure 6.27: Linearity measurement at 1.6 GHz.
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Figure 6.28: Linearity measurement at 0.7 GHz.
6.4 Summary
A high efficiency (PAE >50%) broad band (double-octave) PA pro-
totype is designed according to the proposed multi-mode operation
in Chapter 5. A conceptual system for the output network has been
described to allow the multi-mode operation. The trade-off between
linearity, efficiency, gain and power was established to achieve high
efficiency over a broad bandwidth. The PA prototype is designed
considering a practical realization of the proposed multi-mode PA.
First, to reduce the challenges associated with the design of the mul-
tiplexer and fundamental matching of the auxiliary device, the band-
width of the injection mode is reduced. Second, an optimization
process of the output network was considered to achieve a double
octave bandwidth of PAE >50%.
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Chapter 7
Conclusions and Future Work
7.1 Conclusions
This research was undertaken to investigate the low efficient energy
consumption aspect of communication systems. In particular, RF
PAs which consume a large amount of energy that is supplied to RF
transmitters. In this investigation, both narrowband and wideband
PA design was considered for high efficient operation.
A novel power amplifier mode was introduced based on finding
efficient voltage and current waveforms. The outcome shows that
these waveforms require negative harmonic impedances at even har-
monics. The research suggested an active harmonic injection for
this mode. Investigation on this new mode showed that the drain
efficiency of this mode was 95.2%.
The wideband operation of the IPA mode was investigated. Due
to the limitation of technical circuit technology where broadband cir-
culators are not available, a multi-mode wideband design was propo-
sed that integrates IPA mode with class B/J to extend the operating
bandwidth.
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Following the introductory chapter, Chapter 2 presented the es-
sential background for PA classes and introduced a novel power am-
plifier mode termed IPA. IPA was based on presenting a negative
harmonic impedance to realize highly efficient waveforms; this re-
quired an auxiliary PA to inject harmonic power to the main PA. The
injected harmonic power was low relative to the main PA. The ana-
lysis on this mode showed that this IPAmode has a potential for high
efficiency operation. Further analysis on optimizing IPA mode for
real devices showed that this mode has a curvy RF load line shape
which allows a designer to take advantage of the knee effect shape;
this resulted in higher efficiency figures.
Chapter 3 concerned about validating the theoretical part of IPA
mode. An active load-pull measurement system was used to emulate
a negative harmonic impedance to a PA operating under real condi-
tions. The captured terminal I-V waveforms were in agreement with
IPA theory. In this chapter, measurement results were compared to
the theoretical expectation. The outcome of the analysis on output
power, efficiency considering knee effect calculation validated the
theoretical part of IPA mode presented in Chapter 2. The extracted
RF current and voltage waveforms from the load-pull measurement
were utilized in the development of the IPA mode in Chapter 4.
An IPA prototype design is initiated in Chapter 4 based on the
captured waveform measurement. A practical realization circuit of
the IPA structure is proposed. The structure uses a coupler and pas-
sive doubler to input the second harmonic signal into an auxiliary
PA to perform the required waveform shaping at the output of the
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main PA. The diplexer circuit is based on quarter wavelength trans-
mission lines. The output matching network and the diplexer were
designed to present the harmonic impedance collated from active
load-pull waveform measurements. ADS software was used to de-
sign an IPA prototype and perform optimization on the output net-
work. The measured results of the IPA prototype showed a PAwith a
high linear efficiency reaching up to 80% of total drain efficiency at
a modest compression point of only 1 dB. This work did not consi-
der the efficiency of the driver stage as it acted as a proof of concept
for IPA design. In addition, the RF power of the driver stage is an
off-the-shelf PA and its power is very low; its output power is only
a very small fraction of the RF output power of the PA. The measu-
red results in terms of output power and efficiency are comparable
with the theory and validation measurement taking into account the
losses of the output network.
Chapter 5 starts the second part of the thesis concerned about wi-
deband design. A novel multi-mode PA design was proposed to de-
sign a highly efficient PA for a double-octave bandwidth. This chap-
ter started by explaining the reason behind the limitation of high ef-
ficient operation across a broad bandwidth. As described, the highly
reflective output network of a PA will prevent high efficiency opera-
tion beyond an octave bandwidth. The proposed approach considers
passive and active harmonic injection that integrates IPA mode with
class B/J modes.
InChapter 6, a multi-mode high efficient PA for a double-octave
bandwidth was designed and built. The chapter started with a concep-
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tual system model for the required response of the output matching
network to allow multi-mode operation. The objective of the wi-
deband design was to show a proof of concept to a multi-mode PA
for a multi-octave bandwidth with PAE > 50% at the P1dB com-
pression point. The measured results showed that a wideband high
efficiency PA can be designed to go beyond an octave bandwidth.
The measured results have achieved a double-octave bandwidth for
PAE >50%. The linearity measurement at the resistive harmonic
environment adopted in the lower band of the multi-mode PA are
comparable to published work for the same harmonic conditions.
In conclusion, the power amplifier injection mode has been stu-
died, analyzed, validated, designed and built. The circuits that al-
lows such mode was designed for narrowband operation. However,
due to the lack of enabling technology for broadband combining net-
work, a compromise of multi-mode operation is considered. The no-
vel multi-mode PA shows a promising candidate for wideband high
efficient PAs.
7.2 Future Work
This research has shown the proof of concept of IPA mode; both
the narrowband PA prototype and the IPA mode integration into a
multi-mode PA design have been designed and built. This work can
be further investigated for scalability in both power and frequency.
The PA prototype presented in this thesis is mainely designed around
a 10WGaN device, scalability for higher power would be important
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to see how IPA mode can improve efficiency in high power devices
with higher device capacitance and compare class B operation to
IPA mode.
In future investigations it might be possible to design a full IPA
structure on a Monolithic Microwave Integrated Circuit (MMIC) le-
vel where all components are integrated in one unit. This allows
for more optimization of the input transmission lines for broadband
operation. The design could also considers either a passive or ac-
tive doubler. If an active doubler design is being considered then
that will reduce the need for the additional PA driver; however, an
efficient active doubler is required. Also, the use of a band limiting
doubler would cancel the need for a band pass filter.
Additionally, the diplexer network itself needs to be investiga-
ted and redesigned particularly for broader bandwidth. This is an
important issue for future research.
Furthermore, the linearity aspect of the IPA mode has not been
discussed in the design of both narrow and wide band design. This
can be further analyzed considering modulated signals for commu-
nication applications.
Moreover, a flat gain for a multi-mode wideband design can be
studied and improved by adapting new design strategies to achieve
this target including trade-off between gain and bandwidth.
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Appendix A
Cree GaN HEMT (CGH40010F)
Device Data Sheet
Subject to change without notice.www.cree.com/wireless
CGH4000
0 W, RF Power GaN HEMT
Cree’s CGH40010 is an unmatched, gallium nitride (GaN) high 
electron mobility transistor (HEMT). The CGH40010, operating 
from a 28 volt rail, offers a general purpose, broadband solution 
to a variety of RF and microwave applications. GaN HEMTs offer 
high efficiency, high gain and wide bandwidth capabilities making 
the CGH40010 ideal for linear and compressed amplifier circuits. 
The transistor is available in both screw-down, flange and solder-
down, pill packages.
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FEATURES
Up to 6 GHz Operation
16 dB Small Signal Gain at 2.0 GHz
14 dB Small Signal Gain at 4.0 GHz
13 W typical PSAT
65 % Efficiency at PSAT
28 V Operation
•
•
•
•
•
•
APPLICATIONS
2-Way Private Radio
Broadband Amplifiers
Cellular Infrastructure
Test Instrumentation
Class A, AB, Linear amplifiers suitable 
for OFDM, W-CDMA, EDGE, CDMA 
waveforms
•
•
•
•
•
Package Types: 440166, & 440196PN’s: CGH40010F & CGH40010P 
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Absolute Maximum Ratings (not simultaneous) at 25˚C Case Temperature
Parameter Symbol Rating Units
Drain-Source Voltage VDSS 84 Volts
Gate-to-Source Voltage VGS -10, +2 Volts
Storage Temperature TSTG -55, +150 ˚C
Operating Junction Temperature TJ 175 ˚C
Maximum Forward Gate Current IGMAX 4.0 mA
Soldering Temperature1 TS 245 ˚C
Screw Torque τ 60 in-oz
Thermal Resistance, Junction to Case2 RθJC 5.0 ˚C/W
Case Operating Temperature2,3 TC -10, +105 ˚C
Note:
1 Refer to the Application Note on soldering at www.cree.com/products/wireless_appnotes.asp
2 Measured for the CGH40010F at PDISS = 14 W.
3 See also, the Power Dissipation De-rating Curve on Page 6.
Electrical Characteristics (TC = 25˚C)
Characteristics Symbol Min. Typ. Max. Units Conditions
DC Characteristics
Gate Threshold Voltage VGS(th) -3.8 -3.3 -2.3 VDC VDS = 10 V, ID = 3.6 mA
Gate Quiescent Voltage VGS(Q) – -3.0 – VDC VDS = 28 V, ID = 200 mA
Saturated Drain Current IDS 2.9 3.5 – A VDS = 6.0 V, VGS = 2.0 V
Drain-Source Breakdown Voltage VBR 84 100 – VDC VGS = -8 V, ID = 3.6 mA
RF Characteristics2 (TC = 25˚C, F0 = 3.7 GHz unless otherwise noted)
Small Signal Gain GSS 12.5 14.5 – dB VDD = 28 V, IDQ = 200 mA
Power Output3 PSAT 10 12.5 – W VDD = 28 V, IDQ = 200 mA
Drain Efficiency4 η 55 65 – % VDD = 28 V, IDQ = 200 mA, PSAT
Output Mismatch Stress VSWR – 10 : 1 – Y
No damage at all phase angles, 
VDD = 28 V, IDQ = 200 mA, 
POUT = 10 W CW
Dynamic Characteristics
Input Capacitance CGS – 5.00 – pF VDS = 28 V, Vgs = -8 V, f = 1 MHz
Output Capacitance CDS – 1.32 – pF VDS = 28 V, Vgs = -8 V, f = 1 MHz
Feedback Capacitance CGD – 0.43 – pF VDS = 28 V, Vgs = -8 V, f = 1 MHz
Notes:
1 Measured on wafer prior to packaging.
2  Measured in CGH40010-TB.
3 PSAT is defined as IG = 0.36 mA.
4 Drain Efficiency = POUT / PDC
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Typical Performance
Swept CW Data of CGH40010F vs. Output Power with Source 
and Load Impedances Optimized for Drain Efficiency at 2.0 GHz
VDD = 28 V, IDQ = 200 mA, Freq = 2.0 GHz
Swept CW Data of CGH40010F vs. Output Power with Source 
and Load Impedances Optimized for Drain Efficiency at 3.6 GHz
VDD = 28 V, IDQ = 200 mA, Freq = 3.6 GHz
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Typical Performance
Swept CW Data of CGH40010F vs. Output Power with Source 
and Load Impedances Optimized for P1 Power at 3.6 GHz
VDD = 28 V, IDQ = 200 mA, Freq = 3.6 GHz
Simulated Maximum Stable Gain, Maximum Available 
Gain and K Factor of the CGH40010F
VDD = 28 V, IDQ = 200 mA
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Source and Load Impedances
Frequency (MHz) Z Source Z Load
500 13.1 + j17 15.6 + j13.4
1000 9.2 + j10.7 12.96 + j8.25
1500 6.4 + j3.9 8.78 + j3.9
2500 4.0 – j4.0 6.37 – j0.1
3500 3.8 – j10.4 5.45 – j5.1
Note 1. VDD = 28V, IDQ = 200mA in the 440166 package.
Note 2. Optimized for PSAT and PAE.
Note 3. When using this device at low frequency, series resistors 
should be used to maintain amplifier stability.
CGH40010 Power Dissipation De-rating Curve
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CGH40010-TB Demonstration Amplifier Circuit Bill of Materials
Designator Description Qty
R1,R2 RES,1/16W,0603,1%,0 OHMS 1
R3 RES,1/16W,0603,1%,47 OHMS 1
R4 RES,1/16W,0603,1%,100 OHMS 1
C6 CAP, 470PF, 5%,100V,  0603 1
C17 CAP, 33 UF, 20%, G CASE 1
C16 CAP, 1.0UF, 100V, 10%, X7R, 1210 1
C8 CAP 10UF 16V TANTALUM 1
C14 CAP, 100.0pF, +/-5%, 0603 1
C1 CAP, 0.5pF, +/-0.05pF, 0603 1
C2 CAP, 0.7pF, +/-0.1pF, 0603 1
C10,C11 CAP, 1.0pF, +/-0.1pF, 0603 2
C4,C12 CAP, 10.0pF,+/-5%, 0603 2
C5,C13 CAP, 39pF, +/-5%, 0603 2
C7,C15 CAP,33000PF, 0805,100V, X7R 2
J3,J4 CONN SMA STR PANEL JACK RECP 1
J2 HEADER RT>PLZ.1CEN LK 2 POS 1
J1 HEADER RT>PLZ .1CEN LK 5POS 1
- PCB, RO4350B, Er = 3.48, h = 20 mil 1
Q1 CGH40010F or CGH40010P 1
CGH40010-TB Demonstration Amplifier Circuit
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CGH40010-TB Demonstration Amplifier Circuit Schematic
CGH40010-TB Demonstration Amplifier Circuit Outline
CGH40010-TB3-000537 REV 2
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Typical Package S-Parameters for CGH40010
(Small Signal, VDS = 28 V, IDQ = 00 mA, angle in degrees)
Frequency Mag S Ang S Mag S2 Ang S2 Mag S2 Ang S2 Mag S22 Ang S22
500 MHz 0.8934 -132.64 17.56 104.52 0.0321 17.50 0.387 -108.94
600 MHz 0.8873 -141.26 15.03 98.88 0.0329 12.46 0.372 -117.00
700 MHz 0.8834 -147.95 13.09 94.17 0.0334 8.36 0.362 -123.20
800 MHz 0.8807 -153.33 11.58 90.10 0.0337 4.89 0.357 -128.07
900 MHz 0.8789 -157.80 10.37 86.47 0.0338 1.87 0.355 -131.99
1.0 GHz 0.8777 -161.61 9.38 83.16 0.0339 -0.83 0.354 -135.19
1.1 GHz 0.8768 -164.92 8.56 80.08 0.0339 -3.28 0.355 -137.86
1.2 GHz 0.8762 -167.85 7.87 77.19 0.0339 -5.55 0.357 -140.14
1.3 GHz 0.8758 -170.49 7.28 74.45 0.0338 -7.67 0.360 -142.12
1.4 GHz 0.8756 -172.90 6.77 71.82 0.0337 -9.66 0.364 -143.86
1.5 GHz 0.8755 -175.13 6.33 69.28 0.0336 -11.56 0.368 -145.43
1.6 GHz 0.8754 -177.21 5.94 66.82 0.0335 -13.38 0.372 -146.86
1.7 GHz 0.8755 -179.16 5.59 64.42 0.0333 -15.12 0.377 -148.19
1.8 GHz 0.8756 178.98 5.28 62.08 0.0331 -16.81 0.382 -149.44
1.9 GHz 0.8757 177.21 5.01 59.79 0.0329 -18.43 0.387 -150.63
2.0 GHz 0.8759 175.50 4.76 57.53 0.0327 -20.01 0.393 -151.78
2.1 GHz 0.8761 173.86 4.53 55.31 0.0325 -21.55 0.398 -152.90
2.2 GHz 0.8763 172.26 4.33 53.12 0.0323 -23.04 0.404 -154.00
2.3 GHz 0.8766 170.70 4.14 50.95 0.0321 -24.50 0.410 -155.08
2.4 GHz 0.8768 169.17 3.97 48.82 0.0318 -25.92 0.416 -156.15
2.5 GHz 0.8771 167.67 3.81 46.70 0.0316 -27.31 0.421 -157.22
2.6 GHz 0.8774 166.19 3.67 44.60 0.0313 -28.67 0.427 -158.29
2.7 GHz 0.8777 164.73 3.53 42.52 0.0310 -29.99 0.433 -159.36
2.8 GHz 0.8780 163.28 3.41 40.45 0.0308 -31.29 0.439 -160.44
2.9 GHz 0.8782 161.85 3.29 38.39 0.0305 -32.56 0.444 -161.52
3.0 GHz 0.8785 160.41 3.18 36.35 0.0302 -33.80 0.450 -162.61
3.2 GHz 0.8790 157.56 2.99 32.29 0.0296 -36.19 0.461 -164.83
3.4 GHz 0.8795 154.71 2.82 28.27 0.0290 -38.48 0.471 -167.09
3.6 GHz 0.8799 151.84 2.67 24.27 0.0284 -40.66 0.481 -169.40
3.8 GHz 0.8803 148.94 2.54 20.28 0.0278 -42.72 0.490 -171.76
4.0 GHz 0.8806 146.00 2.42 16.29 0.0271 -44.66 0.499 -174.19
4.2 GHz 0.8808 143.00 2.31 12.31 0.0265 -46.48 0.507 -176.67
4.4 GHz 0.8809 139.93 2.22 8.32 0.0259 -48.17 0.514 -179.22
4.6 GHz 0.8810 136.79 2.13 4.30 0.0253 -49.73 0.521 178.16
4.8 GHz 0.8809 133.56 2.06 0.27 0.0246 -51.13 0.527 175.47
5.0 GHz 0.8808 130.23 1.99 -3.80 0.0240 -52.38 0.533 172.70
5.2 GHz 0.8806 126.80 1.93 -7.91 0.0235 -53.47 0.537 169.85
5.4 GHz 0.8804 123.26 1.87 -12.07 0.0229 -54.37 0.542 166.90
5.6 GHz 0.8801 119.60 1.82 -16.28 0.0224 -55.09 0.545 163.86
5.8 GHz 0.8797 115.81 1.77 -20.56 0.0220 -55.62 0.548 160.71
6.0 GHz 0.8793 111.87 1.73 -24.91 0.0216 -55.96 0.550 157.44
Download this s-parameter file in “.s2p” format at http://www.cree.com/products/wireless_s-parameters.asp
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Typical Package S-Parameters for CGH40010
(Small Signal, VDS = 28 V, IDQ = 200 mA, angle in degrees)
Frequency Mag S Ang S Mag S2 Ang S2 Mag S2 Ang S2 Mag S22 Ang S22
500 MHz 0.8989 -139.91 18.41 101.60 0.0267 15.28 0.368 -124.81
600 MHz 0.8945 -147.69 15.65 96.44 0.0272 10.86 0.361 -132.08
700 MHz 0.8917 -153.69 13.58 92.13 0.0275 7.30 0.358 -137.49
800 MHz 0.8899 -158.52 11.98 88.39 0.0277 4.31 0.356 -141.64
900 MHz 0.8886 -162.54 10.71 85.04 0.0278 1.72 0.356 -144.91
1.0 GHz 0.8877 -165.97 9.68 81.98 0.0278 -0.58 0.358 -147.56
1.1 GHz 0.8871 -168.97 8.83 79.12 0.0278 -2.67 0.359 -149.74
1.2 GHz 0.8867 -171.64 8.11 76.42 0.0277 -4.60 0.362 -151.58
1.3 GHz 0.8864 -174.06 7.50 73.84 0.0277 -6.40 0.365 -153.16
1.4 GHz 0.8862 -176.28 6.98 71.37 0.0276 -8.08 0.368 -154.56
1.5 GHz 0.8860 -178.34 6.52 68.97 0.0275 -9.69 0.371 -155.80
1.6 GHz 0.8859 179.73 6.12 66.64 0.0274 -11.21 0.375 -156.94
1.7 GHz 0.8859 177.90 5.76 64.36 0.0273 -12.68 0.379 -157.99
1.8 GHz 0.8859 176.15 5.45 62.13 0.0271 -14.08 0.383 -158.98
1.9 GHz 0.8859 174.48 5.17 59.93 0.0270 -15.44 0.387 -159.93
2.0 GHz 0.8860 172.86 4.91 57.77 0.0268 -16.75 0.392 -160.84
2.1 GHz 0.8861 171.29 4.68 55.64 0.0267 -18.02 0.396 -161.73
2.2 GHz 0.8861 169.76 4.47 53.53 0.0265 -19.25 0.401 -162.60
2.3 GHz 0.8862 168.27 4.28 51.45 0.0263 -20.44 0.406 -163.47
2.4 GHz 0.8863 166.80 4.11 49.38 0.0261 -21.60 0.410 -164.34
2.5 GHz 0.8864 165.35 3.94 47.33 0.0260 -22.73 0.415 -165.20
2.6 GHz 0.8865 163.92 3.80 45.30 0.0258 -23.82 0.420 -166.08
2.7 GHz 0.8866 162.50 3.66 43.27 0.0256 -24.88 0.424 -166.96
2.8 GHz 0.8867 161.09 3.53 41.26 0.0254 -25.91 0.429 -167.85
2.9 GHz 0.8868 159.69 3.41 39.26 0.0252 -26.91 0.434 -168.76
3.0 GHz 0.8869 158.29 3.31 37.27 0.0250 -27.88 0.438 -169.67
3.2 GHz 0.8870 155.50 3.11 33.30 0.0245 -29.73 0.447 -171.55
3.4 GHz 0.8871 152.69 2.93 29.35 0.0241 -31.45 0.456 -173.50
3.6 GHz 0.8872 149.87 2.78 25.41 0.0237 -33.04 0.464 -175.51
3.8 GHz 0.8871 147.00 2.65 21.48 0.0233 -34.50 0.472 -177.60
4.0 GHz 0.8871 144.09 2.53 17.55 0.0228 -35.82 0.479 -179.76
4.2 GHz 0.8869 141.12 2.42 13.61 0.0224 -37.00 0.486 178.00
4.4 GHz 0.8867 138.08 2.32 9.64 0.0223 -38.03 0.492 175.68
4.6 GHz 0.8865 134.95 2.24 5.66 0.0217 -38.91 0.498 173.27
4.8 GHz 0.8861 131.75 2.16 1.64 0.0213 -39.63 0.503 170.78
5.0 GHz 0.8857 128.44 2.09 -2.41 0.0210 -40.20 0.507 168.19
5.2 GHz 0.8853 125.03 2.03 -6.51 0.0208 -40.61 0.511 165.50
5.4 GHz 0.8848 121.50 1.97 -10.66 0.0206 -40.88 0.514 162.70
5.6 GHz 0.8842 117.85 1.92 -14.87 0.0205 -41.03 0.517 159.80
5.8 GHz 0.8837 114.07 1.87 -19.15 0.0204 -41.06 0.519 156.77
6.0 GHz 0.8831 110.15 1.83 -23.51 0.0205 -41.02 0.521 153.61
Download this s-parameter file in “.s2p” format at http://www.cree.com/products/wireless_s-parameters.asp
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Typical Package S-Parameters for CGH40010
(Small Signal, VDS = 28 V, IDQ = 500 mA, angle in degrees)
Frequency Mag S Ang S Mag S2 Ang S2 Mag S2 Ang S2 Mag S22 Ang S22
500 MHz 0.9045 -145.34 18.40 99.37 0.0233 13.69 0.369 -136.87
600 MHz 0.9013 -152.43 15.58 94.58 0.0237 9.77 0.367 -143.11
700 MHz 0.8993 -157.90 13.49 90.58 0.0239 6.65 0.367 -147.68
800 MHz 0.8979 -162.30 11.88 87.09 0.0240 4.04 0.368 -151.16
900 MHz 0.8970 -165.97 10.61 83.95 0.0240 1.79 0.369 -153.88
1.0 GHz 0.8963 -169.12 9.58 81.06 0.0240 -0.20 0.370 -156.08
1.1 GHz 0.8958 -171.88 8.73 78.35 0.0240 -2.00 0.372 -157.90
1.2 GHz 0.8955 -174.36 8.02 75.78 0.0240 -3.65 0.375 -159.44
1.3 GHz 0.8952 -176.61 7.42 73.33 0.0239 -5.19 0.377 -160.78
1.4 GHz 0.8950 -178.69 6.90 70.96 0.0238 -6.63 0.380 -161.95
1.5 GHz 0.8949 179.37 6.44 68.66 0.0238 -7.99 0.383 -163.01
1.6 GHz 0.8948 177.54 6.05 66.42 0.0237 -9.28 0.386 -163.97
1.7 GHz 0.8947 175.80 5.70 64.22 0.0236 -10.51 0.389 -164.87
1.8 GHz 0.8947 174.14 5.39 62.07 0.0235 -11.69 0.393 -165.72
1.9 GHz 0.8946 172.53 5.11 59.94 0.0234 -12.82 0.396 -166.54
2.0 GHz 0.8946 170.98 4.86 57.85 0.0233 -13.91 0.400 -167.33
2.1 GHz 0.8946 169.47 4.63 55.78 0.0231 -14.96 0.404 -168.10
2.2 GHz 0.8946 167.98 4.43 53.73 0.0230 -15.97 0.407 -168.86
2.3 GHz 0.8946 166.53 4.24 51.69 0.0229 -16.95 0.411 -169.62
2.4 GHz 0.8946 165.10 4.07 49.68 0.0227 -17.89 0.415 -170.38
2.5 GHz 0.8945 163.69 3.91 47.67 0.0226 -18.80 0.419 -171.14
2.6 GHz 0.8945 162.29 3.77 45.68 0.0225 -19.67 0.423 -171.91
2.7 GHz 0.8945 160.90 3.64 43.70 0.0223 -20.51 0.426 -172.70
2.8 GHz 0.8945 159.52 3.51 41.73 0.0222 -21.32 0.430 -173.49
2.9 GHz 0.8945 158.14 3.39 39.76 0.0220 -22.10 0.434 -174.30
3.0 GHz 0.8944 156.76 3.28 37.80 0.0219 -22.84 0.438 -175.12
3.2 GHz 0.8943 154.01 3.09 33.89 0.0216 -24.24 0.445 -176.82
3.4 GHz 0.8942 151.24 2.92 30.00 0.0213 -25.50 0.452 -178.58
3.6 GHz 0.8940 148.44 2.77 26.11 0.0210 -26.64 0.459 179.57
3.8 GHz 0.8938 145.60 2.64 22.22 0.0207 -27.63 0.465 177.65
4.0 GHz 0.8935 142.71 2.52 18.32 0.0205 -28.49 0.471 175.64
4.2 GHz 0.8931 139.75 2.42 14.40 0.0203 -29.22 0.477 173.54
4.4 GHz 0.8927 136.72 2.32 10.46 0.0201 -29.81 0.482 171.36
4.6 GHz 0.8922 133.61 2.24 6.49 0.0199 -30.26 0.487 169.08
4.8 GHz 0.8917 130.41 2.16 2.49 0.0198 -30.59 0.491 166.70
5.0 GHz 0.8911 127.11 2.09 -1.56 0.0198 -30.82 0.494 164.23
5.2 GHz 0.8904 123.71 2.03 -5.65 0.0198 -30.95 0.498 161.64
5.4 GHz 0.8898 120.19 1.97 -9.80 0.0198 -31.01 0.500 158.94
5.6 GHz 0.8891 116.54 1.92 -14.02 0.0200 -31.04 0.502 156.12
5.8 GHz 0.8884 112.77 1.88 -18.30 0.0203 -31.06 0.504 153.17
6.0 GHz 0.8877 108.85 1.83 -22.66 0.0206 -31.12 0.505 150.08
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Product Dimensions CGH40010F (Package Type — 440166)
Product Dimensions CGH40010P (Package Type — 440196)
PRELIMINARY
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Disclaimer
Specifications are subject to change without notice. Cree, Inc. believes the information contained within this data sheet 
to be accurate and reliable. However, no responsibility is assumed by Cree for any infringement of patents or other 
rights of third parties which may result from its use. No license is granted by implication or otherwise under any patent 
or patent rights of Cree. Cree makes no warranty, representation or guarantee regarding the suitability of its products 
for any particular purpose. “Typical” parameters are the average values expected by Cree in large quantities and are 
provided for information purposes only. These values can and do vary in different applications and actual performance 
can vary over time. All operating parameters should be validated by customer’s technical experts for each application. 
Cree products are not designed, intended or authorized for use as components in applications intended for surgical 
implant into the body or to support or sustain life, in applications in which the failure of the Cree product could result 
in personal injury or death or in applications for planning, construction, maintenance or direct operation of a nuclear 
facility. 
For more information, please contact:
Cree, Inc.
4600 Silicon Drive
Durham, NC 27703
www.cree.com/wireless
Ryan Baker
Marketing
Cree, Wireless Devices
919.287.7816
Tom Dekker
Sales Director
Cree, Wireless Devices
919.313.5639
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Appendix B
Cree GaN HEMT (CGH40006P)
Device Data Sheet
1Subject to change without notice.www.cree.com/wireless
CGH40006P
6 W, RF Power GaN HEMT
Cree’s CGH40006P is an unmatched, gallium nitride (GaN) high electron 
mobility transistor (HEMT). The CGH40006P, operating from a 28 volt 
rail, offers a general purpose, broadband solution to a variety of RF and 
microwave applications. GaN HEMTs offer high efficiency, high gain and 
wide bandwidth capabilities making the CGH40006P ideal for linear and 
compressed amplifier circuits. The transistor is available in a 
solder-down, pill package.
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FEATURES
• Up to 6 GHz Operation
• 13 dB Small Signal Gain at 2.0 GHz
• 11 dB Small Signal Gain at 6.0 GHz
• 8 W typical at PIN = 32 dBm
• 65 % Efficiency at PIN = 32 dBm
• 28 V Operation
APPLICATIONS
• 2-Way Private Radio
• Broadband Amplifiers
• Cellular Infrastructure
• Test Instrumentation
• Class A, AB, Linear amplifiers suitable 
for OFDM, W-CDMA, EDGE, CDMA 
waveforms
Package Types: 440109PN’s: CGH40006P 
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Absolute Maximum Ratings (not simultaneous) at 25˚C Case Temperature
Parameter Symbol Rating Units
Drain-Source Voltage VDSS 84 Volts
Gate-to-Source Voltage VGS -10, +2 Volts
Storage Temperature TSTG -65, +150 ˚C
Operating Junction Temperature TJ 225 ˚C
Maximum Forward Gate Current IGMAX 2.1 mA
Soldering Temperature1 TS 245 ˚C
Thermal Resistance, Junction to Case2 RθJC 9.5 ˚C/W
Case Operating Temperature2 TC -40, +150 ˚C
Note:
1 Refer to the Application Note on soldering at www.cree.com/products/wireless_appnotes.asp
2 Measured for the CGH40006P at PDISS = 8 W.
Electrical Characteristics (TC = 25˚C)
Characteristics Symbol Min. Typ. Max. Units Conditions
DC Characteristics1
Gate Threshold Voltage VGS(th) -3.8 -3.3 -2.3 VDC VDS = 10 V, ID = 2.1 mA
Gate Quiescent Voltage VGS(Q) – -3.0 – VDC VDS = 28 V, ID = 100 mA
Saturated Drain Current IDS 1.7 2.1 – A VDS = 6.0 V, VGS = 2.0 V
Drain-Source Breakdown Voltage VBR 120 – – VDC VGS = -8 V, ID = 2.1 mA
RF Characteristics2 (TC = 25˚C, F0 = 2.0 GHz unless otherwise noted)
Small Signal Gain GSS 11.5 13 – dB VDD = 28 V, IDQ = 100 mA
Power Output at PIN = 32 dBm POUT 7.0 9 – W VDD = 28 V, IDQ = 100 mA
Drain Efficiency3 η 53 65 – % VDD = 28 V, IDQ = 100 mA, PIN = 32 dBm
Output Mismatch Stress VSWR – – 10 : 1 Y
No damage at all phase angles, 
VDD = 28 V, IDQ = 100 mA, 
PIN = 32 dBm
Dynamic Characteristics
Input Capacitance CGS – 3.0 – pF VDS = 28 V, Vgs = -8 V, f = 1 MHz
Output Capacitance CDS – 1.1 – pF VDS = 28 V, Vgs = -8 V, f = 1 MHz
Feedback Capacitance CGD – 0.1 – pF VDS = 28 V, Vgs = -8 V, f = 1 MHz
Notes:
1 Measured on wafer prior to packaging.
2  Measured in CGH40006P-TB.
3 Drain Efficiency = POUT / PDC
3 CGH40006P Rev 2.0 Preliminary
Cree, Inc.
4600 Silicon Drive
Durham, NC 27703
USA Tel: +1.919.313.5300
Fax: +1.919.869.2733
www.cree.com/wireless
Copyright © 2009-2011 Cree, Inc. All rights reserved. The information in this document is subject to change without notice. Cree and 
the Cree logo are registered trademarks of Cree, Inc. 
Typical Performance
          Small Signal Gain vs Frequency at 28 V                    Input & Output Return Losses vs Frequency at  
         of the CGH40006P in the CGH40006P-TB                   28 V of the CGH40006P in the CGH40006P-TB
  
          Small Signal Gain vs Frequency at 20 V                    Input & Output Return Losses vs Frequency at  
         of the CGH40006P in the CGH40006P-TB                   20 V of the CGH40006P in the CGH40006P-TB
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Typical Performance
Power Gain vs Output Power as a Function of Frequency
of the CGH40006P in the CGH40006P-TB
VDD = 28 V, IDQ = 100 mA
Drain Efficiency vs Output Power as a Function of Frequency
of the CGH40006P in the CGH40006P-TB
VDD = 28 V, IDQ = 100 mA
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Typical Performance
    Power Gain vs Frequency of the CGH40006P                          Power Gain vs Frequency of the CGH40006P 
in the CGH40006P-TB at PIN = 32 dBm, VDD = 28 V      in the CGH40006P-TB at PIN = 30 dBm, VDD = 20 V
  Output Power vs Frequency of the CGH40006P                      Output Power vs Frequency of the CGH40006P
in the CGH40006P-TB at PIN = 32 dBm, VDD = 28 V      in the CGH40006P-TB at PIN = 30 dBm, VDD = 20 V
  Drain Efficiency vs Frequency of the CGH40006P                 Drain Efficiency vs Frequency of the CGH40006P 
in the CGH40006P-TB at PIN = 32 dBm, VDD = 28 V      in the CGH40006P-TB at PIN = 30 dBm, VDD = 20 V
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Typical Performance
Third Order Intermodulation Distortion vs Average Output Power
as a Function of Frequency of the CGH40006P in the CGH40006P-TB
VDD = 28 V, IDQ = 60 mA
Simulated Maximum Available Gain and K Factor of the CGH40006P
VDD = 28 V, IDQ = 100 mA
-20.0
-10.0
0.0
IM
3
(d
B
c)
IM 3 vs. total output power
2.0 GHz
3.0 GHz
4.0 GHz
5.0 GHz
6.0 GHz
-60.0
-50.0
-40.0
-30.0
20 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37
IM
3
(d
B
c)
Output Power (dBm)
M
A
G
 (d
B
)
K
 F
ac
to
r
7 CGH40006P Rev 2.0 Preliminary
Cree, Inc.
4600 Silicon Drive
Durham, NC 27703
USA Tel: +1.919.313.5300
Fax: +1.919.869.2733
www.cree.com/wireless
Copyright © 2009-2011 Cree, Inc. All rights reserved. The information in this document is subject to change without notice. Cree and 
the Cree logo are registered trademarks of Cree, Inc. 
Typical Noise Performance
Simulated Minimum Noise Figure and Noise Resistance vs Frequency of the CGH40006P
VDD = 28 V, IDQ = 100 mA
Electrostatic Discharge (ESD) Classifications
Parameter Symbol Class Test Methodology
Human Body Model HBM 1A > 250 V JEDEC JESD22 A114-D
Charge Device Model CDM 1 < 200 V JEDEC JESD22 C101-C 
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Source and Load Impedances
Frequency (MHz) Z Source Z Load
1000 13.78 + j6.9 61.5 + j47.4
2000 4.78 + j1.78 19.4 + j39.9
3000 2.57 - j6.94 12.57 + j23.1
4000 3.54 - j14.86 9.44 + j11.68
5000 4.42 - j25.8 9.78 + j4.85
6000 7.1 - j42.7 9.96 - j4.38
Note 1. VDD = 28V, IDQ = 100mA in the 440109 package.
Note 2. Optimized for power gain, PSAT and PAE.
Note 3. When using this device at low frequency, series resistors 
should be used to maintain amplifier stability.
CGH40006P Power Dissipation De-rating Curve
Note 1. Area exceeds Maximum Case Operating Temperature (See Page 2).
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CGH40006P-TB Demonstration Amplifier Circuit Bill of Materials
Designator Description Qty
R1 RES, AIN, 0505, 470 Ohms (≤5% tolerance) 1
R2 RES, AIN, 0505, 10 Ohms (≤5% tolerance) 1
R3 RES, AIN, 0505, 150 Ohms (≤5% tolerance) 1
C1 CAP, 2.0 pF +/-0.1 pF, 0603, ATC 600S 1
C2 CAP, 4.7 pF +/-0.1 pF, 0603, ATC 600S 1
C10 CAP, 3.6 pF +/-0.1 pF, 0603, ATC 600S 1
C4,C11 CAP, 8.2 pF +/-0.25, 0603, ATC 600S 2
C6,C13 CAP, 470 pF +/-5%, 0603, 100 V 2
C7,C14 CAP, 33000 pF, CER, 100V, X7R, 0805 2
C8 CAP, 10 uf, 16V, SMT, TANTALUM 1
C15 CAP, 1.0 uF +/-10%, CER, 100V, X7R,  1210 1
C16 CAP, 33 uF, 100V, ELECT, FK, SMD 1
J3,J4 CONN, SMA, STR, PANEL, JACK, RECP 2
J1 HEADER RT>PLZ .1CEN LK 5POS 1
- PCB, RO5880, 20 MIL 1
Q1 CGH40006P 1
CGH40006P-TB Demonstration Amplifier Circuit
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CGH40006P-TB Demonstration Amplifier Circuit Schematic
CGH40006P-TB Demonstration Amplifier Circuit Outline
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Typical Package S-Parameters for CGH40006P
(Small Signal, VDS = 28 V, IDQ = 100 mA, angle in degrees)
Frequency Mag S11 Ang S11 Mag S21 Ang S21 Mag S12 Ang S12 Mag S22 Ang S22
500 MHz 0.905 -96.56 18.30 120.62 0.023 35.87 0.456 -52.76
600 MHz 0.889 -107.98 16.39 113.31 0.025 29.63 0.429 -58.98
700 MHz 0.877 -117.55 14.76 106.99 0.026 24.39 0.408 -64.31
800 MHz 0.867 -125.66 13.37 101.43 0.027 19.92 0.393 -68.96
900 MHz 0.860 -132.61 12.19 96.46 0.028 16.05 0.381 -73.11
1.0 GHz 0.854 -138.66 11.18 91.94 0.028 12.66 0.374 -76.87
1.1 GHz 0.849 -143.98 10.31 87.79 0.028 9.64 0.368 -80.34
1.2 GHz 0.845 -148.73 9.56 83.92 0.028 6.92 0.366 -83.57
1.3 GHz 0.842 -153.01 8.90 80.29 0.028 4.46 0.365 -86.61
1.4 GHz 0.839 -156.90 8.33 76.84 0.028 2.22 0.365 -89.49
1.5 GHz 0.837 -160.49 7.82 73.56 0.028 0.15 0.367 -92.24
1.6 GHz 0.835 -163.81 7.37 70.40 0.028 -1.75 0.369 -94.88
1.7 GHz 0.833 -166.92 6.96 67.36 0.028 -3.51 0.373 -97.43
1.8 GHz 0.832 -169.85 6.60 64.41 0.028 -5.15 0.376 -99.88
1.9 GHz 0.830 -172.62 6.27 61.54 0.028 -6.67 0.381 -102.27
2.0 GHz 0.829 -175.27 5.98 58.74 0.028 -8.08 0.386 -104.58
2.1 GHz 0.828 -177.81 5.71 56.00 0.028 -9.40 0.391 -106.84
2.2 GHz 0.827 179.75 5.46 53.32 0.027 -10.61 0.396 -109.04
2.3 GHz 0.826 177.38 5.24 50.68 0.027 -11.73 0.401 -111.19
2.4 GHz 0.825 175.07 5.03 48.09 0.027 -12.77 0.407 -113.29
2.5 GHz 0.824 172.82 4.84 45.53 0.027 -13.71 0.412 -115.36
2.6 GHz 0.823 170.61 4.67 43.00 0.026 -14.57 0.418 -117.38
2.7 GHz 0.821 168.44 4.51 40.50 0.026 -15.34 0.423 -119.36
2.8 GHz 0.820 166.30 4.36 38.02 0.026 -16.02 0.428 -121.32
2.9 GHz 0.819 164.18 4.22 35.57 0.026 -16.62 0.434 -123.24
3.0 GHz 0.818 162.08 4.09 33.13 0.026 -17.13 0.439 -125.13
3.2 GHz 0.816 157.91 3.85 28.31 0.025 -17.89 0.449 -128.84
3.4 GHz 0.813 153.76 3.65 23.53 0.025 -18.30 0.458 -132.46
3.6 GHz 0.810 149.58 3.47 18.78 0.025 -18.38 0.467 -136.00
3.8 GHz 0.807 145.35 3.31 14.05 0.024 -18.13 0.474 -139.48
4.0 GHz 0.804 141.05 3.18 9.32 0.024 -17.60 0.481 -142.91
4.2 GHz 0.801 136.66 3.05 4.57 0.024 -16.82 0.488 -146.30
4.4 GHz 0.797 132.15 2.94 -0.20 0.025 -15.89 0.493 -149.67
4.6 GHz 0.793 127.50 2.85 -5.01 0.025 -14.87 0.497 -153.02
4.8 GHz 0.789 122.70 2.76 -9.86 0.026 -13.89 0.500 -156.37
5.0 GHz 0.785 117.72 2.68 -14.79 0.027 -13.04 0.503 -159.74
5.2 GHz 0.780 112.55 2.62 -19.78 0.029 -12.42 0.504 -163.14
5.4 GHz 0.776 107.17 2.55 -24.86 0.030 -12.13 0.505 -166.59
5.6 GHz 0.772 101.58 2.50 -30.03 0.032 -12.22 0.504 -170.10
5.8 GHz 0.768 95.76 2.44 -35.30 0.035 -12.75 0.503 -173.70
6.0 GHz 0.764 89.70 2.40 -40.69 0.037 -13.73 0.501 -177.41
Download this s-parameter file in “.s2p” format at http://www.cree.com/products/wireless_s-parameters.asp
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Appendix C
Narrowband IPA Design Schematic
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Appendix D
Stabilising Circuit for Wideband
Design
A stabilising circuit with a series resistive loading of 10 Ω and a
shunt resistance of 47 Ω with a bank of shorting capacitance was
used to attain unconditional stability (i.e., k-factor >1 in Eq. 4.5)
across in band and out of band frequencies. The gain at the high fre-
quency range can be improved by adding a capacitor parallel to the
series resistive loading (Fig. 6.7). The impedance of the capacitance
needed to be lower thanRs = 10 Ω at frequency greater than 2 GHz:
Xc =
1
w · C < 10
therefore
C >
a
2 · pi · (2GHz) · 10 = 8pf
Therefore, any value greater than C = 10pF can be chosen.
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Appendix E
Wideband Multi-Mode Design
Schematic
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Abstract — This paper introduces a novel approach for the 
realization of wide band (>octave) high-efficiency (>95%) high 
Power Amplifiers (PAs).  The proposed concept utilizes active 
harmonic injection to achieve the appropriate waveform shaping 
of the voltage/current waveforms necessary to deliver 
simultaneously both high power and high efficiency operation.  
The new PA structure thus consists of two parallel PAs where the 
main PA generates fundamental power and an auxiliary PA 
injects a harmonic signal at the output of the main PA to perform 
waveform shaping. An active harmonic injection PA circuit 
designed around the 10 W GaN transistor is demonstrated, along 
with the basic mathematical analysis and computer simulation of 
this new mode of operation.  The measured performance of the 
PA demonstrator realized at 0.9 GHz provided a drain efficiency 
of 74.3% at P1dB, validating the concept and its potential. 
Index Terms — Broadband amplifiers, high efficiency, 
injection amplifiers, microwave amplifiers, power amplifiers. 
I. INTRODUCTION 
In many communication and radar systems there is an 
increasing need to improve the functionality of the Power 
Amplifier (PA) to meet new system specifications; definitely 
in terms of output power, bandwidth, efficiency and often also 
linearity.  For example, wireless communication systems 
consume significant electric power with the component 
consuming the largest amount of power being the Power 
Amplifier (PA), thus the importance of improving their 
efficiency. 
Fundamentally the only way to improve the efficiency of a 
Power Amplifier is to use harmonic injection to provide for 
wave shaping of the RF output voltage/current waveforms.  
This harmonic injection is typically achieved by presenting 
appropriate passive reactive output load terminations at the 
harmonics.  Power Amplifiers operating in the traditional class 
B (78.5%) and F (100%) modes are all examples of this 
approach.  Generally these modes, since they require high Q-
factor short and/or open circuit terminations, provide solutions 
that are inherently narrow band.   
More recently and alternative mode of operation, class J 
(78.5%), was introduced that requires only reactive second 
harmonic terminations [1].  Additionally by exploiting the 
newly highlighted design continuum combining both the Class 
B and J modes this bandwidth limitation can be partially 
overcome.  Recently a PA demonstrating high efficiency 
(>60%) over a 60% bandwidth has been demonstrated [2]. 
However, the maximum theoretical efficiency of this approach 
is only 78.5% and it cannot address systems requiring over an 
octave bandwidth. 
This paper introduces a novel power amplifier approach, 
which utilizes active rather than passive second harmonic 
injection, to address these theoretical limitations on efficiency 
and bandwidth associated with passive second harmonic 
injection.  The paper starts with an investigation of optimum 
waveforms that would deliver best performance in terms of 
efficiency and power.  Next, the active load pull system 
developed by Cardiff University [3] was used to 
experimentally investigate  whether the 10 W GaN transistor 
can support these optimum waveforms.  Finally, a prototype 
amplifier test structure based on this new topology is 
designed, simulated, built and measured to demonstrate its 
feasibility. 
II.   THEORETICAL ANALYSIS 
 
1. Passive Second Harmonic Injection 
In Class B and J amplifiers the transistor is initially biased 
so that, ideally, the resulting current waveform is shaped to 
provide a half rectified sinusoid.  The key feature of the half 
rectified sinusoid is that over the same maximum current 
swing it provides for same fundamental signal as the 
sinusoidal waveform but importantly it has a reduced (2 π⁄ )  
DC component, hence providing for an increase of (π 2)⁄  
efficiency.  In Class B a short circuit at the second harmonic is 
used to shape the voltage waveform to a simple sinusoid.  
While in class J an appropriate fundamental and second 
harmonic reactive termination is used to shape the voltage 
waveform into a band limited half rectified sinusoid. In both 
these cases it is assumed that all higher harmonics are 
passively terminated into low impedance, in which case they 
both have a maximum theoretical efficiency of 78.5%. 
2. Active Second Harmonic Injection 
 On close inspection it is observed that the performance 
potential of the Class J current and voltage waveforms is 
limited by the constraint of requiring passive harmonic 
injection.  The two half rectified waveforms are offset by 135 
rather than the optimum 180 case; the value required for a real 
only fundamental load (maximum output power) and to 
minimize current and voltage waveforms overlap  (maximum 
efficiency).   
 The voltage and current waveforms in the optimum case are 
given by the following equations: 
 v(θ) ൌ Vୢୡ ൣ 1 െ  √2 cos(θ) ൅  0.5 cos(2θ) ൧              (1) 
 i(θ) ൌ  I୫ୟ୶  ቂ ଵ஠ ൅
ୡ୭ୱ(஘)
ଶ ൅
ଶ
ଷ஠ cos(2θ) ൅ ڮቃ               (2) 
Indicated that the required optimum fundamental load is 
given by; 
                               R୤ ൌ 2√2Vୢୡ I୫ୟ୶ൗ                            (3) 
Analysis of these waveforms indicates the following output 
power and efficiency performance. 
Pୢ ୡ ൌ 2VDC I୫ୟ୶ π⁄ ൌ 2Vଵ πR୤⁄ ൌ 2√2VDCଶ πR୤ൗ            (4) 
                            P୭୳୲ ൌ Vଵଶ 2R୤⁄ ൌ Vୢୡଶ R୤⁄                          (5) 
                    ηD୰ୟ୧୬ ൌ P୭୳୲ Pୢ ୡ⁄ ൌ π 2√2⁄ ൌ 111 %        (6) 
Obviously efficiency greater than 100% is not theoretically 
possible.  Further analysis of the current and voltage 
waveforms indicates that the required load impedance at the 
second harmonic is negative and is given by; 
                                     Rଶ୤ ൌ െ ଷ஠ସ Vୢୡ I୫ୟ୶ൗ                      (7) 
While this is not possible with passive second harmonic 
injection it is achievable if active second harmonic injection is 
utilized.  However, in this case the efficiency calculation must 
be modified, as follows, to include the addition of this energy 
input. 
                ηIPA D୰ୟ୧୬ ൌ P୭୳୲ (Pୢ ୡ ൅ (Pୢ ୡ଴ η଴))⁄⁄          (8) 
 
where Pୢ ୡ଴ and η଴ are the DC power and efficiency of the 
generated harmonic power.  The modified drain efficiency 
calculation shows that the efficiency of the second harmonic 
PA is important for achieving high overall efficiency. Table 
(1) shows the predicted theoretical performance when the 
efficiency of the second harmonic PA is 100% and 50% 
respectively. 
For Vୢୡ ൌ 1 V and  I୫ୟ୶ ൌ 2 A;  
TABLE 1 
PERFORMANCE PARAMETERS 
 ௗܲ௖(ܹ) ௢ܲ௨௧(ܹ) ܷܲܨ1(݀ܤ) ௠ܸ௔௫(ܸ) ߟ஽௥௔௜௡(%)
ܥ݈ܽݏݏܤ 2 ߨ⁄  1 2⁄  0 2 78.5 
ܫܲܣଶ௡ௗ
100% 
2
ߨ ൅
2
6ߨ 
1 √2⁄  1.5 2.9 95.2 
ܫܲܣଶ௡ௗ 
50% 
2
ߨ ൅
4
6ߨ 
1 √2⁄  1.5 2.9 83.3 
 
The results show that even when the second harmonic 
power is fully accounted for and with realistic efficiency 
values for the second harmonic power generator that the active 
                                                           
1 This is Power Utilization Factor [1] which shows the power 
capability of a device referenced to class-B output power 
injection second harmonic Power Amplifier (IPA) has the 
potential to provide for efficiencies over 80%. The bandwidth 
advantage expected is inherently associated with such mode of 
operation since the fundamental matching can be broadband 
covering multiple octaves and harmonic impedances can be 
actively adjusted using broadband PAs such as multi octave 
class-A PA design. Moreover, the expected power of IPA will 
be around 50% enhanced relative to class-B equivalent. 
III. TRANSISTOR VALIDATION 
To validate these theoretical results experimental transistor 
investigations were undertaken using the previously developed 
waveform measurement and engineering system at Cardiff 
University.  Since these measurements system utilized active 
harmonic load-pull they can provide the negative impedances 
necessary to experimentally demonstrate the IPA mode of 
operation on the selected 10W packaged GaN device.  For the 
appropriate comparison with theory the V/I waveforms at the 
current generator plane of the packaged device are required, 
hence a package parasitic de-embedding process [4] was used. 
A. Measurement and Results 
 
Fig. 1    Voltage/Current waveforms de-embedded to the current 
generator plane 
In order to achieve the required half rectified class-B current 
waveform the 10 W GaN device was biased around pinch-off 
at a 28V drain voltage. The active load pull measurement 
started from inverted class-F optimum fundamental loading 
condition [5]. The active second harmonic loop was then used 
to inject energy at the second harmonic to appropriately shape 
the voltage waveform; targeting a band-limited half rectified 
waveform offset by 180 from the current waveform.  The 
measured V/I waveforms achieved at the current generator 
plane are shown in Fig.1. It clearly demonstrates that transistor 
can support this mode of operation.  The required optimum 
load reflection coefficient of the second harmonic measured is 
4 with a phase of 178°relative to the fundamental load 
reflection coefficient. 
The dynamic RF load line for this IPA mode is shown in 
Fig. 2 and is compared to that achieved for class-B operation; 
passive harmonic injection into the same fundamental load at 
the same drive level. In the Class-B case the transistor is 
clearly overdriven in contrast to the IPA mode.  In the IPA the 
active injected second harmonic voltage component allowing 
the fundamental voltage component to be increased without 
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 forcing the current into a clipping regime and consequently as 
theoretically predicted both the RF output power and 
efficiency increases. 
 
Fig. 2     RF load line of class-B and IPA de-embedded to the current 
generator plane 
B. Discussion 
The measured efficiency, taking into account the RF energy 
injected at the second harmonic is 92%.  This is very close to 
that predicted theoretically which is 95.2% (correspond to that 
predicted for a 100% efficient second harmonic generator).  
The reduction of efficiency can be associated with the knee 
effect which will limit the minimum voltage value.  
Considering knee effect in drain efficiency calculation predicts 
an efficiency of 90.4%: 
ηIPA D୰ୟ୧୬ ൌ PRF  (Pୢ ୡ(1 ൅ V୩ Vୢୡ⁄ ) ൅ (Pୢ ୡ଴ η଴))      (9)⁄⁄  
ൌ 90.4% 
where V୩ ൌ 1.74 V is the measured minimum voltage value. 
The measured efficiency is slightly higher than the theoretical 
value and possibly this is the advantageous effect of the higher 
harmonic voltage components produced by the system 
impedance. 
Also as theoretically predicted the measured output power 
in this IPA mode has increased by 2 dB.  This is in part due to 
the injected second harmonic power contributing around 1 dB 
of the change. This outcome highlights an alternative 
interpretation of how this amplifier works.  The resulting 
waveform shaping allow for the conversion of RF power 
injected at the second harmonic to a RF power at the 
fundamental frequency [6].  These results show that 
significant advantages can be gained from second harmonic 
injection in terms of efficiency, power and possibly 
bandwidth.  
IV. PA DEMONSTRATOR 
A. Proposed Topology 
The proposed Injection Power Amplifier (IPA) consists of 
two paths where the upper one (Fig. 3) generates the main 
fundamental radio frequency (RF) signal and a lower path 
with a voltage source/auxiliary PA to control the V/I 
waveforms of the main PA by injecting the even harmonics of 
the fundamental signal, resulting in the V/I waveforms being 
shaped for better PA performance in terms of power, 
efficiency and bandwidth. The baseband information (BB) are 
up converted by Local Oscillator (LO) through this constant 
LO power and the fundamental signal is up converted to 
second harmonic by a doubler. This solution of generating the 
second harmonic is just a suggestion and could be realised by 
other circuit topologies. 
 
 
Fig. 3      Proposed topology 
B. PA Demonstrator Design 
For the purpose of proof of concept and simplicity, the 
actual realized PA demonstrator consists of two 10 W GaN 
HEMT (High Electron Mobility Transistor) devices 
(CGH40010F) biased at class-B and an output matching 
network consisting of a simple multiplexer and impedance 
transformers. The devices have been chosen since they are 
commercially available; nonlinear model exist and provide 
relatively high output power levels. The board used is a high 
frequency laminate board (TMM3) from Rogers Corporation.  
Input drive is achieved using two ESGs (Electronic Signal 
Generators); hence one is used to generate the second 
harmonic signal instead of a doubler and thus feeds the 
auxiliary PA directly. 
 
 
Fig. 4     Multiplexer 
The design starts with a multiplexer (Fig.4) where the main 
PA fundamental signal sees only constant load while the 
auxiliary PA, active second harmonic injection, sees only the 
main PA.  Therefore, the RF fundamental signal finds its way 
to the load and the auxiliary PA performs the required 
waveform shaping. 
The output matching network was designed for optimum 
performance according to load pull measurement while the 
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 auxiliary PA’s matching network was designed based on ADS 
simulation for maximum efficiency. Next, an optimization 
process in ADS has been used and the simulated results 
showing a drain efficiency of around 75 % at P1dB. 
 
Fig. 5   IPA Simulation results for an increasing phase offset between 
the two input signals 
It is believed that with further investigations/optimization 
that this value can be further increased using an optimised 
drive strategy as can be seen in Fig.5. However, it was felt that 
this design performance was sufficient to demonstrate the 
potential of the IPA mode of operation, hence demonstrate the 
feasibility of using this concept in PA design for high 
efficiency wide band applications.  Moreover, this topology 
has interesting drain efficiency behaviour. It does not decrease 
but continues to increase as the PA is driven hard into 
saturation, a result that can be utilized in some applications.  
The predicted efficiency is 88% at 11W. 
C. Realized PA Demonstrator   
The demonstrator PA (Fig.6) has successfully fabricated and 
characterized.  It achieved the expected efficiency at P1dB 
with IPA drain efficiency of 74.3 % at 900 MHz for a yet not 
optimised drive strategy.  The highest drain efficiency was 
85.7% at the saturated output power of 10W. (Fig.7) 
 
 
Fig. 6      Realized IPA 
V. CONCLUSION 
A novel approach for wide band high efficiency high power 
amplifier has been introduced.  The approach is based on the 
concept of using active second harmonic injection to wave 
shape the transistor output V/I waveforms.  Theoretical 
analysis indicated that this concept is capable of delivering 
very high, >95%, efficiencies.  
 
Fig. 7    IPA measurement results for a constant (and hence not yet 
optimized) magnitude and phase offset between the two drive signals. 
This analysis fully takes into account the input energy 
component at the second harmonic and was confirmed by 
initial experimental measurements.  These measurements 
involved both active load-pull measurements on the transistor 
and on a proof of concept PA structure. 
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Abstract—This paper presents a hybrid (passive & active) 
power amplifier concept for a wideband high drain efficiency 
power amplifier design.  The proposed design integrates for the 
first time a dual-band PA with an active second harmonic 
injection to achieve high efficiency across a continuous 
wideband frequency range of two octaves. The design utilizes a 
resistively loaded class B at the lower frequencies and a class J 
mode of operation at the upper frequency band. To maintain 
high efficiency during the transition between the two PA 
modes an active second harmonic injection at the output of the 
main transistor is employed through an addition of an 
auxiliary low power amplifier. To demonstrate the validity of 
the novel concept a demonstrator is realized around a 10 W 
GaN transistor with an average efficiency of 63% across 0.6-
2.4 GHz at only modest gain compression of 1dB. 
Keywords-component; broadband amplifier; high efficiency; 
injection amplifier; microwave amplifier; power amplifiers 
I.  INTRODUCTION 
In radar and communication systems there is an 
increasing need for a wideband and highly efficient RF 
transmitters.  Their efficiency affects critical aspects of 
communication systems such as battery cost, electrical 
power expenses, weight of power supplies, operational time, 
size of cooling systems and consequently have a significant 
impact on the environment.  The critical system in the 
design is the RF front-end where the Power Amplifier (PA) 
exhibits low power efficiencies over larger bandwidths. 
The PA design for high efficiency operation requires 
waveform shaping of the voltage/current waveforms to 
achieve simultaneously high power and high efficiency PA.  
Basically, such operation is performed by presenting 
harmonic termination at the output of the transistor such as 
class B and class F [1].  However, designing an output 
matching network to present highly reflective harmonic 
termination for a transistor requires a high Q-factor which 
limits the operating bandwidth. 
The newly highlighted design continuum that combines 
class B and class J modes achieves high efficiency (> 60%) 
over 60% bandwidth [2].  However, this design approach is 
still limited to less than an octave bandwidth after which the 
harmonic impedances become part of the fundamental 
matching network. 
The dual-band PAs design represents another approach 
for maintaining high-efficiency operation across a larger 
band of frequencies. However, it does provide the required 
fundamental and harmonic load impedances only at selected 
and disjoined frequency bands with each having relatively 
narrow bandwidths [3].  Recently, a novel wide band high 
efficiency PA design has been proposed that utilized active 
harmonic injection [4] reducing the reliance on passive 
networks for the generation of suitable harmonic 
impedances.  This PA concept therefore establishes a new 
design trade-off between efficiency and the operational 
bandwidth. 
The PA design in this paper builds on the dual-band PA 
concept, however, it utilizes a resistively loaded class B [1] 
at the lower band and a class J design at the upper frequency 
range to increase the bandwidth of the two bands. To 
maintain the PA efficiency in the mid-band, during which 
the transition between the two modes occurs, the IPA mode 
is employed to overcome the limitation of the passive output 
matching network. Initial proof-of-concept demonstrates 
that this new approach for a PA design can achieve average 
efficiencies of 63% across two octaves. 
II. POWER AMPLIFIER DESIGN 
The aim of the design is to achieve a two-octave (0.6-2.5 
GHz) high efficiency design targeting mobile 
communication bands from 0.8-2.5 GHz. The design is 
based on combining different modes of operation to 
maximize the operating bandwidth by utilizing a hybrid 
design structure of passive and active injection. The 
resulting principle PA topology is showing in Fig.1.  
 
 
Figure 1 PA output topology 
Within this structure the diplexer is an essential 
component as it must i) allow active injection from the 
auxiliary port at out of band frequencies (3.0-4.0 GHz) 
which present the second harmonic load termination for the 
mid band (1.5-2.0 GHz) while ii) also allowing the RF 
fundamental signal to be transmitted from the main PA to 
the load with minimum losses in the operating bandwidth 
(0.6-2.5 GHz). The initial diplexer design [4] employed an 
open stub with a length of quarter wavelength line at the 
fundamental frequency generating a low impedance. A 
quarter wavelength line is then used to transform the low 
impedance into a higher value and connected in parallel to 
the main PA. The initial design, as shown in Fig. 2a, ensures 
a low loss transmission between the main PA and the output 
load at the fundamental frequency. At the second harmonic 
frequency a low loss connection is established between the 
two output of the main and auxiliary PA.  Due to the use of 
multiple quarter wavelength lines the structure exhibits a 
relatively narrow bandwidth. To mitigate this quarter 
wavelength open stub was replaced by a radial stub in this 
work (Fig. 2b).  The diplexer design was optimized for the 
fundamental frequency of 1.5-2.0 GHz. 
 
Figure 2 Diplexer design, initial (2a) and broadband design (2b). 
The main matching network, as shown in Fig 1, is used to 
create an appropriate fundamental load condition at the 
main PA across the frequency range 0.6-2.5 GHz and a high 
reflection coefficient over the second harmonic injection 
bandwidth between 3.0 and 4.0 GHz. Its location after the 
diplexer therefore ensures the effectiveness of the second 
harmonic injection from the auxiliary power amplifier.  
The role of the auxiliary matching network is to provide a 
match between the low-impedance that is established by the 
radial stub and the optimum impedance of the auxiliary PA 
stage. The auxiliary matching network also provides the 
second harmonic impedances to establish the class J mode 
of the main PA over the fundamental frequency 2.1-2.5GHz.   
III. PA OUTPUT NETWORK DESIGN 
For the main PA a 10 W GaN HEMT (High Electron 
Mobility Transistor) device (CGH40010F) is utilized with 
drain-source bias voltage of Vds=28V.  The device has been 
chosen for its capability of producing relatively high output 
powers over a large bandwidth in comparison to other 
technologies [5].  For the design a large signal model 
(supplied by Cree) is employed that has shown in previous 
investigations a good agreement with large-signal 
measurements [2].  To allow the application of fundamental 
power amplifier theory during the design stage, the device 
and package parasitics [6] were utilized to move the 
reference plane of the simulations and measurements 
towards the output current generator plane (Ign). 
A.  Identification of target impedance 
Initial power, load-pull simulations were performed 
(Fig.3) identifying the required fundamental load at Ign 
(current generator plane) for each mode of operation at 0.8, 
1.5 and 2.1 GHz with the second harmonic reflection 
coefficients for each frequency being fixed in accordance to 
the fundamental power amplifier theory at D00∠ (since no 
harmonic tuning at the lower band), D1801∠  [4] and 
D551 −∠ [1] respectively. The third, fourth and fifth 
harmonics are shorted in all these modes. 
 
Figure 3 Optimum fundamental loads (at Ign) using load-pull simulation 
for a wideband high efficiency design for different mode of operations at 
0.8, 1.5 and 2.1 GHz.. 
B. PA Output Matching Network Design 
The design of the main matching network (highlighted in 
Fig.1) consists of 50 ohm line with an open-ended stub in 
parallel.  During the design the impact of the diplexer that is 
connected between the main matching network and the main 
device was taken into account.  The simulated and measured 
impedances of the realized output network highlighted in 
Fig.1 are shown in Fig. 4.  Again, to facilitate a better 
relationship with the fundamental power amplifier theory 
the reference plane of the measurements were moved 
towards the output current generator Ign using a device and 
package parasitics model.  
 
Figure 4 Simulated (solid line) and measured (dotted circle) of the input 
impedance (S11) of the output network as indicated in Fig.1 and then 
moved to the  Ign plane. 
The input return loss (S11) and insertion loss (S21) for the 
output network (Fig.1) show a good performance across 0.8-
2.3 GHz band while at the edges of the operating bandwidth 
(0.6 and 2.5 GHz) the performance is degraded. (Fig.5) 
 
 
Figure 5  Simulation (dotted circle) and measurement (solid line) of 
insertion loss (S21) and input return loss (S11) of the output network as 
indicated in Fig.1.  
As can be seen, the realized output matching network is 
only slightly offset from the real impedance within the 1.0-
2.1 GHz band. At the frequencies below 1GHz the matching 
network present to the main device a fundamental load with 
an increasing reactive component towards the lower 
frequencies. It is therefore expected the efficiency and 
performance of the main PA will gradually decrease 
towards lower frequencies. 
 
Figure 6 Simulated of the impedance (S11 as indicated in Fig.1) 
presented to the transistor (at Ign) for varient  class J at 2.1-2.4 GHz. 
Within the upper band (2.1-2.5GHz) the passive network 
is fully utilized to present appropriate harmonic loads to the 
transistor since the related harmonics are outside the 
operating fundamental frequency band and therefore will 
not limit the achievable bandwidth.  Therefore, the design is 
optimized to operate the transistor in a variant of class J.  
The fundamental and second harmonic loads presented to 
the current generator plane of the main transistor are 
highlighted in Fig. 6. Because of the complexity of the 
realized circuit the resulting fundamental and harmonic 
matching in this band represents a compromise and 
consequently only variant of class J is created within the 
design rather than the ideal impedances for this mode. 
 
IV. PROOF OF CONCEPT 
The complete PA architecture, as depicted in Fig. 1, was 
first design and simulated to validate the initial idea. To 
demonstrate the performance of the design a circuit 
consisting of the main PA device, the designed diplexer and 
output matching network were realized. For the fabrication 
of the microstrip elements a high frequency laminate board 
(TMM3) from Rogers Corp was utilized.  
 
 
Figure 7 Realized PA demonstrator 
The suggested output topology as depicted in Fig. 7 uses a 
signal generator source for the second harmonic injection to 
allow for direct observations of the second harmonic 
injection process. To facilitate a match between the 
auxiliary driver with the 50  output and the input of the 
diplexer a temporary matching network was created that 
was optimized for a frequency of 1.6 GHz.  
To obtain realistic results for the efficiency the measured 
RF output power was divided by the DC power that was 
supplied to the main device and the RF second harmonic 
injected power (Eq.1). 
 ( )AuxilairyRFMainDCoutDrain PPP __ +=η                    (1) 
 
The measured performance shows a drain efficiency of 
57-75% with average efficiency of 63% across a bandwidth 
of 0.6-2.4 GHz at P1dB as shown in Fig. 8. It should be 
noted that the chosen compression at which the PA 
performance is measured is lower in comparison to single-
stage PA designs that were reported for the same device [2]. 
The measured results are compared against the simulation 
results of the complete PA design as shown in Fig 1.  
As can be seen the measurements and simulation results 
are in good agreement for the frequency range 0.6-1.4GHz 
over which the class B mode with resistively loaded 
harmonics was implemented.   
The measurements across the 1.5-2.0 GHz frequency 
window demonstrate clearly the effectiveness of the IPA 
mode with a high drain efficiency (>70%) at 1.6 GHz for 
which the temporary auxiliary matching network was 
optimized. This is also in good agreement with simulation 
results. The measured efficiency drop towards 2.0 GHz can 
be attributed by the need to inject high powers, which is 
required to maintain an appropriate magnitude ratio between 
the fundamental and second harmonic load [4]. For instance, 
at the fundamental frequency of 2.0 GHz the auxiliary 
driver has to inject more RF power (up to 4 W) at the 
second harmonic to improve the efficiency of the main 
device.  Once this RF power is taken into account as in (1) 
the resulted drain efficiency is degraded. Therefore, it is 
expected that a complete PA design, as it is planned for the 
next design iteration, will result in efficiency values above 
70% across 1.5-2.0 GHz as predicted by the simulations. 
 
 
Figure 8 Drain efficiency, injected second harmonic power and output 
power of the PA demonstrator at P1dB for 0.6-2.4 GHz.  
 
Table I 
Measured Harmonic Power Relative to Fundamental Power 
Freq (GHz) 0.6 1.0 1.5 1.9 2.4 
2nd Harmonic (dBc) -10 -20 -24 -56 -60 
3rd Harmonic (dBc) -11 -18 -60 -60 -60 
 
The measured harmonic powers relative to the 
fundamental are shown in Table I where performance 
ranges from -10 dBc at the lower band and smaller than -20 
dBc for 1-2.4 GHz.  The relatively high harmonic power 
levels at the lower frequency band are a direct consequence 
of the resistive harmonic terminations, the highest level is at 
0.6 GHz.  
V. FUTURE WORK 
In the next design iteration it is planned to realise the 
complete PA structure as depicted in Fig.1. The presented 
results have highlighted the sensitivity of the PA concept to 
the accurate matching between the auxiliary PA stage and 
the diplexer design. Consequently, the focus of this design 
activity will be the auxiliary PA design stage and its 
integration over the injection frequency window of 3.0-4.0 
GHz. 
VI. CONCLUSION 
A novel PA concept has been proposed, designed and 
built that utilizes both passive and active harmonic 
impedance generation.  The novel topology merges a dual-
band PA design with an injection PA mode to obtain a 
continuous bandwidth over a two-octave bandwidth.  The 
realized PA demonstrator validates this concept achieving 
drain efficiencies between 57% and 75% from 0.6 to 2.4 
GHz at relatively small gain compression level of 1dB.  
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ABSTRACT — This paper presents a methodology that 
provides rapid estimation of the parameters necessary for the 
high-speed characterization of transistor devices used in modern 
microwave power amplifiers. The key in achieving this significant 
measurement speed improvement is the use of a systematic 
waveform postulation methodology in combination with an active 
harmonic load-pull measurement system. The methodology is 
based on a rapid and systematic procedure that initially requires 
only a few DC measurement parameters to approximate the 
device's transfer characteristic and boundary conditions. Using 
these parameters, it is then possible to accurately estimate or 
'postulate' the idealized output current and voltage waveforms, in 
this case for a three harmonic Class-F mode. These waveforms 
are rich in information and provide harmonic load impedances as 
well as other key postulated parameters that can then be used to 
'guide' the harmonic active load-pull measurement system 
resulting in  a very time-efficient characterization process. 
Index Terms — Microwave devices, microwave measurements, 
parameter estimation, power amplifiers, predictive models. 
I. INTRODUCTION 
The importance of minimizing the time required for the 
characterization of modern microwave devices, such as those 
used in the RF Power Amplifier (RFPA) has become critical 
as it allows manufacturers to gain competitive advantage. 
An established and preferred approach in designing RFPAs 
is based on non-linear device modeling, where CAD and a 
well defined device model is used to reduce and ideally 
eliminate measurement complexity, reducing to a minimum 
the number of measurements needed to achieve a required or 
'target' performance. In reality however, sufficiently accurate 
device models tend not to be available for the emerging and 
highly promising device technologies that may be of interest 
to future PA designers. The alternative design approach is 
based on direct device measurement and specifically 
conducting exhaustive fundamental and harmonic load-pull 
measurements, possibly at different drive and bias levels and 
with the design targets usually being drain efficiency and 
output power. As can be imagined, this approach demands 
significant microwave measurement hardware and involves a 
high degree of human interaction over a significant time 
frame. This paper describes an intermediate design and 
optimization process that lies somewhere between simple 
modeling and measurements world, where by combining the 
two approaches, it is possible to benefit from the advantages 
of both. Obviously, the device cannot be perfectly described 
using such a simple model, but using simple information of 
the device itself it is shown how measurement and 
characterization time can be substantially reduced. The 
advantage of using an analytical procedure, in this case IGOR 
software from WaveMetrics, is to achieve quick results 
(without any further simulation) which can directly guide and 
control the load-pull system, indicating the first guess toward 
the measured optimum output performance. The approach 
described in this paper is divided into two stages. The first 
stage involves the extrapolation of simple DC parameters 
from DCIV measurement data, from which a linear or 
‘modified’ hyperbolic tangent approximation of the device’s 
transfer characteristic is derived. From here the voltage and 
current PA waveform postulator, firstly presented by Cripps 
[3], has been developed and used to apply waveform 
engineering concepts in order to identify high power and high 
efficiency modes of operation. The resulting, postulated, 
achievable current waveforms are initially used to identify 
optimum bias conditions and then the required harmonic 
impedances. In the second stage, waveform device 
characterization is 'guided' using the postulated target 
waveforms that have been identified, and these are then used 
as the basis for the load-pull measurement activity. It will be 
shown that for well behaved devices, and using postulated 
data generated from first step, satisfactory measurement 
results can be achieved very quickly. In fact, for both  
well-behaved and unpredictable devices, this procedure can 
give a quick 'first-guess' information for bias voltages and 
impedances, allowing focused load-pull activity to be quickly 
conducted. A comparison of output performance achieved 
using a typical manual measurement procedure, where the 
optimum target performance has been achieved using accurate 
but long load-pull measurements, and this high-speed 
approach using linear and modified tanh approximations of 
the device’s transfer characteristic have been conducted in 
order to demonstrate the validity of the approach. For this 
investigation, QinetiQ GaN transistors operating at 0.9GHz of 
frequency, 15V of drain voltage and delivering 23dBm of 
output power are used. Measurements have been carried out 
using the active envelope load-pull (ELP) measurement 
system [4] developed at Cardiff University. 
978-1-61284-961-4/11/$26.00 ©2011 IEEE
 II. AUTOMATED APPROACH 
The first stage of the developed automated approach is 
based on DCIV measurement data, from which the two 
approximations of the device’s transfer characteristic are 
derived. Firstly, for the linear approximation, five parameters 
are extracted to adequately describe the DC boundaries and 
the device transfer characteristic. Specifically, these are drain 
voltage (VDC), pinch-off voltage (Vt), saturation drain current 
(IDSS), knee voltage (Vknee) and the transconductance (gm).  For 
the modified tanh approximation, the addition of empirical 
parameters termed A, B and C are used, as shown in (3). Once 
achieved the quick DCIV measured data, these are then 
utilized by the postulator to predict the required drive, bias 
voltage and harmonic impedances, as well as the expected 
time-domain voltage and current waveforms, output power 
and efficiency for a specific mode of operation. 
Drive level and input bias along with the device’s boundary 
conditions play a significant role in shaping the current 
waveform. In this analysis, input bias is typically swept over a 
range around the theoretical class-F bias setting, which will be 
in the region of the device's pinch-off voltage. The 
relationship between the postulated output current and voltage 
waveforms dictate the achievable output power and drain 
efficiency. The link between the input bias and output current 
waveform is provided by an appropriate choice of the transfer 
characteristic as shown later in (2) and (3).  
For a successful optimization, it is important to accurately 
specify and weight the targeted output power level. As an 
example, for a given bias range the predictor may converge 
towards a class C bias point thus optimizing for very high 
efficiency at the expense of output power. Once the optimum 
waveforms are identified by the postulator, the resulting 
device conditions are uploaded into the time-domain 
measurement system software, which then replicates in reality 
the bias, drive, and harmonic loading conditions identified by 
the postulator. To facilitate accurate comparison with the 
waveforms measured at the output reference plane established 
by the measurement system, the predicted waveforms (which 
are postulated in the absence of extrinsic and intrinsic 
parasitic effects) are embedded with the effects of the device 
output parasitic capacitance.  For these measurements, a value 
of CDS=0.04pF was used. It should be noted that the 
embedding of the parasitic output capacitance is necessary to 
verify the device performance in terms of output waveforms, 
as well as to identify the harmonic loads that need to be 
presented at the device measurement plane.  
III. IMPLEMENTATION OF AUTOMATED APPROACH 
A. Extraction of DCIV Parameters 
For these measurements, the DC drain voltage was fixed at 
VDS=15V. The knee voltage (Vknee) is the point that divides 
the saturation and the linear region of the device and in terms 
of time domain waveforms, can be defined as the minimum 
value of the achievable RF drain voltage. As it can be seen 
from Fig. 1, Vknee can assume any value between 0 and 4V. A 
correct value can be established by knowing the output RF 
power (POUT) which is delivered by the device according to 
the following equation: 
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Fig. 1. Measured DCIV. 
With reference to equation (1) and Fig. 1, if operating with 
a knee voltage of 2V, the corresponding maximum drain 
current is approximately 65mA and achievable output power is 
approximately 23.2dBm, which in this case is the closest to the 
datasheet value of 23dBm. The saturation current (IDSS) is the 
maximum current which the device can deliver, and this 
parameter can again be easily found from DCIV characteristic 
shown in Fig. 1. The pinch-off voltage (Vt) is the gate bias 
voltage where the device starts to conduct current. This value 
can be obtained from the extracted transfer characteristic. Gm 
is the transconductance of the device which is identified by the 
slope of the transfer characteristic. A, B and C are empirical 
values used to fit as close as possible the modify tanh 
approximation of the transfer characteristic to the measured 
one. Table 1 summarizes the DC extracted parameters which 
are common to both transfer characteristics.   
TABLE I 
EXTRACTED DC PARAMETERS 
VDC [V] Vt [V] IDSS [mA] Vknee [V] 
15 -5.5 105 2 
B. Waveform Engineering Prediction 
When using both the linear and hyperbolic tangent 
approximations of the transfer characteristic, additional DC 
parameters need to be extracted; example is shown in Table II. 
TABLE II 
EXTRACTED PARAMETERS FOR DIFFERENT TRANSFER 
CHARACTERISTIC 
Linear   Tanh  
gm [A/V] A B C 
0.43 2.25 0.4 0.316 
 Using these two simple functions to model the transfer 
characteristics as shown in (2) and (3), it is possible to 
generate an idealized three-harmonic class-F voltage 
waveform (3rd harmonic square waveform) that achieves good 
postulated results in terms of bias voltage (VG) and harmonic 
impedances.  
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where vg is the input voltage.   
Fig. 2 shows that the linear function and especially the tanh 
function in this case offer good approximations to the 
measured transfer characteristic.   
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Fig. 2. Measured linear and hyperbolic tangent characteristics. 
Using the DC parameters established for the tanh 
characteristic, the postulator identifies the optimum bias point 
and harmonic impedances for, in this case a class-F mode of 
operation. As this mode relies on a half rectified sinusoidal 
current waveform, the third harmonic current component is 
significantly suppressed. 
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Fig. 3. Predicted class-F voltage and current waveforms at  the 
current-generator plane using the modified tanh characteristic. 
The predictor will also develop waveforms such as those in 
Fig. 3, as well as the expected output power and drain 
efficiency, shown later in Table VI. Fig. 4 shows the behavior 
of the third harmonic current as a function of gate bias voltage 
(VG) for the two modeled transfer characteristics as well as 
from direct measurements. It can be seen here that to 
minimize the third harmonic current (to achieve the half 
rectified sinusoidal current waveform), the hyperbolic tangent 
function offers a closer fit to the measured device behavior. 
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Fig. 4. Third harmonic current amplitude for measured, linear and 
hyperbolic tangent functions. 
In the manually measured case in Fig. 4, the class-F bias 
point (VG=-5.6V) is slightly lower than pinch-off (Vt=-5.5V) 
resulting in a higher value of efficiency still maintaining the 
expected output power. For both linear and tanh functions, the 
optimum choice of bias voltage is not the one that exactly 
minimize the third harmonic current. This is because the aim 
is to achieve the best trade-off between efficiency and output 
power. Considering for example the tanh approximation, a 
bias point of VG=-5.68 V offers the best postulated efficiency 
(=83%), but this is at the expense of lower output power 
POUT=22.7dBm. Changing the bias voltage to VG=-5.64V 
(shown in Table III) results in a better compromise between 
efficiency =82% and higher output power POUT=23dBm.  
TABLE III 
IDENTIFIED BIAS VOLTAGE FOR MINIMUM 3RD HARMONIC 
CURRENT FOR DIFFERENT TRANSFER CHARACTERISTICS 
 Measured Linear Tanh 
Bias Points -5.6 V -5.78 V -5.64 V 
B. Measurements using predicted parameters 
Once the required bias voltage and harmonic impedances 
have been identified as shown in Tables III and IV, the next 
stage was to use these emulated values directly in the 
measurement system in order to identify the resulting 
measured waveforms, output power and efficiency on real 
devices. Fig. 5 shows the measured and predicted (inset)  
load-line for both device plane (green line) and output 
measurement plane (red line). The predicted load-line has 
been identified using the hyperbolic tangent characteristic 
approximation. It can be seen that the measured results agree 
quite well with those predicted. Besides it can be seen that the 
knee voltage is approximately 2V, as expected. 
TABLE IV 
FUNDAMENTAL AND HARMONIC IMPEDANCES AT OUTPUT 
MEASUREMENT PLANE 
 Z(f0) [ ] Z(2f0) [ ] Z(3f0) [ ] 
Manual 616+j2.96 0+j0.43 0+j954 
Linear 630+j91 0+j0 2209+j2131 
Tanh 626+j90 0+j0 2152+j1708 
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Fig. 5. Measured RF load-line at device current-generator plane 
(green line) and output measurement plane (red line) with the 
predicted RF load-line inset. 
 
Similarly, as it can be seen from the measured time domain 
voltage and current waveform in Fig. 6, there is a good 
agreement with predicted waveforms of Fig. 3. 
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Fig. 6. Measured voltage and current waveforms at the device 
current-generator plane. 
IV. RESULTS AND COMPARISON 
Table V shows measurement results achieved using the 
manual procedure [2], where all target parameters have been 
obtained using long sweeps directly from the measurement 
activity without any prediction. Table VI shows predicted 
results, and measurement results when using the predicted  
linear and modified tanh approximations. As it can be seen, 
the new procedure yields device performances that are close 
to that achieved when using the manually driven approach. 
Obviously the predicted values will be closer to the measured 
equivalents for well behaved devices. In any case, an 
important first guess can be achieved, greatly reducing the 
time taken to locate these optimums values.  
Interestingly, both linear and hyperbolic tangent functions 
are able to predict bias point and harmonic impedances that 
show a very good agreement with those identified using the 
manual approach, thus demonstrating the validity of the 
approach. For unpredictable devices or higher frequencies, 
starting from this first guess which gives a zoomed window, 
load-pull can be conducted for the achievement of the 
optimum condition.   
TABLE V 
MANUAL MEASUREMENT RESULTS 
 Measurements 
Manual Pout=23.57dBm 
 = 81.024 
 
TABLE VI 
PREDICTED AND MEASURED RESULTS USING PREDICTION 
 Prediction Measurements 
Linear Pout=22.93dBm 
= 82.71% 
Pout= 23.3dBm 
 = 79.6% 
Tanh Pout=22.96dB 
 = 82 % 
Pout= 23.34dBm 
 = 80.35 % 
 
V. Conclusion 
This paper has demonstrated that armed only with simple 
DC information describing a real device, it is possible to 
significantly speed up load-pull measurement activity. The 
paper emphasizes how the incorporation of simple waveform 
data, derived from basic set of DC measurements, can have a 
significant impact in supplying important first-guess 
measurement data including drive, bias and load condition, 
improving dramatically the time utilization of the load-pull 
measurement systems. This work is therefore of high 
significance to the load-pull measurement community where 
combining the measurement activity with modeling (albeit 
simple modeling) knowledge, it is possible to avoid very time 
consuming, exhaustive measurement activities. Results based 
upon postulated waveforms show a good agreement with those 
obtained using a conventional manual search procedure for 
well behaved devices. Predictions and measurements have 
been conducted using different geometries of QinetiQ GaN 
transistors, and TriQuint and RFMD GaAS transistors all 
giving satisfactory results. 
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Abstract — Typically performance maxima in terms of output 
power, efficiency, etc. are determined from analyzing, effectively 
“data mining”, load-pull measurements.  This approach while 
identifying relevant design information provides no insight into 
the origin or location of the relevant maxima.  However, if 
during load-pull measurements the RF I-V waveforms are also 
measured this insight is available.  Measured RF I-V waveform 
load-pull information from a 10x75um Gallium Arsenide 
transistor operating in class-B at 8GHz is used to correctly 
identify the effect of the knee region of the transistor I-V 
characteristic on power and efficiency.  As a consequence the 
location of the drain efficiency contours on the Smith Chart are 
explained in terms of Vmin and current waveform compression.  
Index Terms – Amplifier Knee, class-B, high efficiency, 
waveform engineering, power amplifier 
I. INTRODUCTION
RF Power Amplifiers (RFPAs) are a key component in 
modern communications systems.  A large proportion of 
system power is usually devoted to amplification of the RF 
signal to overcome losses in the transmission medium.  These 
large powers mean that the efficiency of the RFPA can have a 
large effect on overall system efficiencies.  Much work has 
gone into improving the efficiencies of RFPAs in recent years 
[1]-[5]. 
Cardiff University has been at the forefront of 
investigations into RF I-V waveform engineering or shaping 
for efficiency improvement of High Power Amplifiers 
(HPA’s).  The ability to view measured waveforms of the 
device in operation and compare these to the theoretical 
waveforms have yielded extremely high efficiency amplifiers 
and new modes of operation [3].  It has also been observed 
that not all devices perform optimally in each mode of 
operation [6].   
This work attempts to utilize the ability to view waveforms 
to explain the impact of the knee effect on drain efficiency. 
II. WAVEFORM ENGINEERING
RF I-V Waveform measurements when combined with 
active load pull systems, the waveform engineering element, 
are generating a wealth of information that has the ability to 
give great insight into the operation of high frequency 
transistors.  In the past, amplifier design methodologies 
utilizing load pull measurements concentrated on plotting 
figures of merit, power, efficiency, etc., versus impedance on 
a smith chart.  By definition these figures of merit were a 
form of data mining from the waveforms present at the device 
terminals showing some relevant key performance indicators.  
Using legacy instrumentation this focus on key performance 
indicators was unavoidable due to measurement constraints.  
The ability to analyze voltage and current waveforms directly 
however, poses the question as to whether these figures of 
merit are necessarily now the best information to use for data 
mining when targeting design objectives. 
III. SIMPLE KNEE EFFECT IN THEORY
Simple high efficiency amplifier theory does not consider 
the knee effect in calculating efficiency and output power.  A 
perfect device model with no knee assumes the device is able 
to operate, at a point in the cycle with absolutely no drain 
source voltage and saturated current.  This oversimplified 
condition does not apply to real devices, especially in power 
devices which, even at moderate powers, operate at hundreds 
of milliamperes. 
Using a hard limiting IV model offers a way to, at a very 
basic level, quantify the effect of the knee on amplifier 
performance. 
Fig 1. Definition of Idss, Imax, Vk, Vmin and Vdc. 
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TABLE I 
EFFECT OF KNEE VOLTAGE ON AN IDEAL DEVICE IN CLASS B 
Vmin/Vdc (V)  (%) Power Loss (dB)
0 78.5 0 
0.04 75.07 -0.2 
0.09 71.58 -0.4 
0.13 68.1 -0.62 
0.18 64.6 -0.85 
0.22 61.1 -1.1 
Table I states how this minimum voltage limit can affect 
drain efficiency and output power.  An increase in knee 
voltage will also require a reduced drive level to prevent 
overdriving and clipping the waveform, resulting in a 
reduced efficiency [7]. 
If we define drain efficiency (η ) as 
DC
F
P
P 01
=η (1) 
Then η  for the class B case with a Vmin condition imposed 
becomes 
( )
DC
MINDC
V
VV −
= .
4
πη (2) 
The decrease in efficiency associated with increased Vmin
comes from the MINDC VV − term in the equation for 
fundamental current.  Table 1 assumes the class B current 
waveform is unaltered and that the voltage waveform alone is 
limiting the efficiency, as shown in (2). 
The presence of drain efficiency optima clearly is 
inconsistent with this simple theory which would seem to 
suggest, looking at Fig 1, maximum efficiency at high loads.  
If we perform load pull at a constant Pin we must also 
consider the effect of the knee region on the current 
waveform. 
IV. WAVEFORM MEASUREMENTS
Fig 2: Measured drain efficiency contours vs. Vmin (V) and 
compression (ratio of third harmonic to fundamental current) 
contours for a deembedded device in class B.  Drive level held 
constant. 
Fig 2 shows an example of contours that could not be 
plotted without waveform data.  They show the relationship 
betweenη , Vmin and a third figure, third harmonic current 
over fundamental current. 
In a half rectified current waveform the third harmonic 
current should be zero, so any third harmonic current shows 
the presence of compression in the current waveform. 
Fig 3: Measured waveforms from test device demonstrating the 
Vmin compression tradeoff 
Fig 3 summarizes the effect shown in Fig 2 by constraining 
the analysis to the real impedance plane.  Here it appears 
there is a tradeoff between Vmin and current wave 
compression.  The surprising aspect of this figure is the 
amount of third harmonic current present at the optimum 
drain efficiency point.  This suggests there exists a set of 
waveforms which contain significant third harmonic current 
while maintaining high efficiency. 
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Fig 4. Load lines deembedded to the Igen plane of a device where 
the output resistance is being swept with constant Pin. 
Fig 5: Waveforms of the optimum η load line shown in Fig 4. 
Fig 4 shows measured load lines, where output load is 
swept along the real part of the smith chart with a constant 
input power.  The shape of the load line close to the knee of 
the higher impedance states shows the flattening of the top of 
the waveform as the waveforms begins to impact the knee 
region.  Fig 5 shows the IV waveforms of the load line with 
the highest η.  It becomes apparent by looking at the 
waveform data here that the conventional half rectified 
current waveform does not hold the optimum solution for η in 
this case. 
V. ANALYTICAL COMPRESSION ANALYSIS
Seeing that current waveform compression is occurring in 
measured device waveforms, we could now consider if this 
observation can be supported by folding a simple analytical 
analysis of current waveform compression into (2). 
Fig 6 defines α, a measure of the conduction angle of the 
normalised input voltage waveform (and thus the output 
current waveform) in a simple hard limiting case. 
Fig 6: Defining the compression angle α in terms of input voltage.  
Vin is normalized so zero is pinch off and one would give Idss at the 
output. 
Fig 6 and equations (3)-(6) are taken from [7] but have 
been simplified to the class-B case.  α  is defined as 
SV
1
)cos( =α (3) 
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Using (2) now but substituting in the new values for DCI
and 01FI gives a new equation for efficiency which 
incorporates the effect of Vmin and compression.  
( )
DC
F
DC
MINDC
I
I
V
VV 01.
−
=η (6) 
Using (6) we can now attempt to support the Vmin versus 
compression hypothesis for the shape of drain efficiency 
contours by comparing measured data from Fig 3 and 
predicted efficiency. 
While analytically possible to incorporate compression into 
drain efficiency predictions, an alternative approach would be 
to perform load pull, not under constant drive, but under 
constant current waveform compression.  This would 
eliminate α and demonstrate for a particular compression 
level the optimum load impedance.  The compression level 
could initially be determined by amplifier gain or power 
requirements. 
  
Optimum η
Waveform 
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Fig 7: Predicted vs. Measured drain efficiency for device A with 
decreasing output resistance at a constant input drive.  Here 
MINV
1
=α
Fig 8. Predicted vs. Measured drain efficiency for device B with 
decreasing output resistance at a constant input drive.  Here 
MINV
5.2
=α . 
Fig 7 and Fig 8 show measured and predicted values of η
for two GaAs HEMT 10x75um devices.  It can be observed 
that the measured and simulated values for η  are highly 
correlated.  α  has been chosen here as inversely proportional 
to Vmin to simulate the measured data shown in Fig 3.  The 
compression characteristics of devices will vary depending on 
their knee profiles and their small signal gain characteristics.  
This simple η  analysis demonstrates how Waveform 
measurements and theory can come together to provide a 
greater understanding of device operation. 
VI. CONCLUSION
Waveform measurements have been used to demonstrate 
how both Vmin and compression against the knee region 
contribute to η  variation in a constant drive load sweep.  A 
simple equation linkingη , Vmin and device compression has 
been presented and used to demonstrate consistency between 
waveform based theory and measured data.   
Waveform investigations on two sets of measured data from 
10x75µm Gallium Arsenide FETs showing good correlation 
between predicted and measured drain efficiency variations. 
Optimal drain efficiency was shown to occur under quite 
considerable compression. 
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